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PLAN RADA TEHNI � KOG KOMITETA ZA 2008 GODINU 

 

Red. 
br.  

Referentni broj BAS 
standarda 

(izdanje)(metoda preuzimanja) 
(jezik) (br. strana) 

Naziv na jeziku izvornog 
dokumenta 

Referentni broj 
izvornog 

dokumenta 
ICS 

Referentni broj 
va�e � eg standarda u 

BiH 

Harmoniziran sa 
direktivom 

Izdao izvorni 
dokument 

Kvartal  

1. PR/BAS EN 241: 2008 
(1. izd.)(pr)(en)(str. 8) 

Liquid petroleum products - 
Determination of sodium content -  
Atomic absorption spectrometric 
method 

EN 241: 2000, 
IDT 

75.160.20   CEN/TC 19  

2. PR/BAS EN 589: 2008 
(izd.)(ko)(en)(15 str.) 

Automotive fuels - LPG - 
Requirements and test methods 

EN 589: 2004, 
IDT 

75.160.30   CEN/TC 19  

3. PR/BAS EN 12634: 2008 
(1. izd.)(pr)(en) 

Petroleum products and lubricants - 
Determination of acid  number - Non-
aqueous potentiometric titration 
method 

EN 12634: 1999, 
IDT 

75.100   CEN/TC 19  

4. PR/BAS EN 12766-3/AC: 2008 
(1. izd.)(pr)(en) 

Petroleum products and used oils - 
Determination of PCBs  and related 
products - Part 3: Determination and 
quantification  of polychlorinated 
terphenyls (PCT) and polychlorinated 
benzyl  toluenes (PCBT) content by 
gas chromatography (GC) using  an 
electron capture detector (ECD) 

EN 12766-3/AC: 
2007, IDT 

75.080 * 
75.100 

  CEN/TC 19  

5. PR/BAS EN 13131: 2008 
(1. izd.)(pr)(en)(str.) 

Liquid petroleum products - 
Determination of nickel and  vanadium 
content - Atomic absorption 
spectrometric method 

EN 13131: 2000, 
IDT 

75.080   CEN/TC 19  
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6. PR/BAS EN 14274: 2008 
(1. izd.)(pr)(en)(25 str.) 

Automotive fuels - Assessment of 
petrol and diesel quality -  Fuel quality 
monitoring system (FQMS) 

EN 14274:2003, 
IDT 

75.160.20   CEN/TC 19  

7. PR/BAS EN 14274/AC: 2008 
(1. izd.)(pr)(en)(1 str.) 
 

Automotive fuels - Assessment of 
petrol and diesel quality -  Fuel quality 
monitoring system (FQMS) 

EN 14274/AC: 
2004, IDT 

75.160.20   CEN/TC 19  

8. PR/BAS EN 15195: 2008 
(1. izd.)(pr)(en)(23 str.) 

Liquid petroleum products - 
Determination of ignition delay and  
derived cetane number (DCN) of 
middle distillate fuels by  combustion in 
a constant volume chamber 

EN 15195:2007, 
IDT 

75.160.20   CEN/TC 19  

9. PR/BAS EN 15199-1: 2008 
(1. izd.)(pr)(en)(25 str.) 

Petroleum products - Determination of 
boiling range  distribution by gas 
chromatography method - Part 1: 
Middle  distillates and lubricating base 
oils 

EN 15199-1: 
2006, IDT 

75.080   CEN/TC 19  

10. PR/BAS EN 15199-2: 2008 
(1. izd.)(pr)(en)(27 str.) 

Petroleum products - Determination of 
boiling range  distribution by gas 
chromatography method - Part 2: 
Heavy  distillates and residual fuels 

EN 15199-2: 
2006, IDT 

75.080   CEN/TC 19  

11. PR/BAS CEN/TR 15367-1: 
2008 
(1. izd.)(pr)(en) 

Petroleum products - Guide for good 
housekeeping - Part 1:  Automotive 
diesel fuels 

CEN/TR 15367-
1: 2007, IDT 

03.100.50 
* 
75.160.20 
* 75.200 

  CEN/TC 19  

12. PR/BAS CEN/TR 15367-2: 
2008 
(1. izd.)(pr)(en) 

Petroleum products - Guide for good 
housekeeping - Part 2:  Automotive 
petrol fuels 

CEN/TR 15367-
2: 2007, IDT 

03.100.50 
* 
75.160.20 
* 75.200 

  CEN/TC 19  

13. PR/BAS EN ISO 3696: 2008 
(1. izd.)(pr)(en) 

Water for analytical laboratory use - 
Specification and test  methods (ISO 
3696:1987) 

EN ISO 3696: 
1995, IDT* ISO 
3696 : 1987 

71.040.30   CEN/TC 19  

14. PR/BAS EN ISO 4257/AC: 2008 
(1.izd.)(pr)(en)(2 str.) 

Liquefied petroleum gases - Method of 
sampling (ISO  4257:2001/Cor. 
1:2007) 

EN ISO 
4257/AC: 2007* 
ISO 
4257 :2001/Cor. 
1: 2007 

75.160.30   CEN/TC 19  

15. PR/BAS EN ISO 4259: 2008 
(1. izd.)(pr)(en)(71 str.) 

Petroleum products - Determination 
and application of  precision data in 
relation to methods of test (ISO 
4259:2006) 

EN ISO 4259: 
2006, IDT* ISO 
4259 : 2006 

75.080 BAS EN ISO 4259 : 
1998 

 CEN/TC 19  
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16. PR/BAS EN ISO 4404-1 : 2008 
(1. izd.)(pr)(en)(16 str.) 

Petroleum and related products - 
Determination of the  corrosion 
resistance of fire-resistant hydraulic 
fluids - Part 1:  Water-containing fluids 
(ISO 4404-1:2001) 

EN ISO 4404-1 : 
2006, IDT*  
ISO 4401-1 : 
2001, IDT 

75.120 BAS ISO 4404-1: 2003  CEN/TC 19  

17. PR/BAS  EN ISO 5163: 2008 
(1. izd.)(pr)(en)(26 str.) 

Petroleum products - Determination of 
knock characteristics of  motor and 
aviation fuels - Motor method (ISO 
5163:2005) 

EN ISO 5163: 
2005, IDT* 
ISO 5163 : 2005, 
IDT 

75.160.20 BAS ISO 5163: 1998  CEN/TC 19  

18. PR/BAS EN ISO 5164: 2008 
(1. izd.)(pr)(en)(24 str.) 

Petroleum products - Determination of 
knock characteristics of  motor fuels - 
Research method (ISO 5164:2005) 

EN ISO 5164: 
2005, IDT 
* ISO 5164: 
2005, IDT 

75.160.20 BAS ISO 5164: 1998  CEN/TC 19  

19. PR/BAS EN ISO 6551: 2008 
(1. izd.)(pr)(en) 

Petroleum liquids and gases - Fidelity 
and security of dynamic  measurement 
- Cabled transmission of electric 
and/or  electronic pulsed data (ISO 
6551:1982) 

EN ISO 6551: 
1995, IDT 

75.180.30   CEN/TC 19  

20. PR/BAS EN ISO 12156-1: 2008 
(2. izd.)(pr)(en) 

Diesel fuel - Assessment of lubricity 
using the high-frequency  reciprocating 
rig (HFRR) - Part 1: Test method (ISO 
12156-  1:2006) 

EN ISO 12156-1: 
2006, IDT 
* ISO 12156-1: 
2006 

75.160.20 BAS EN ISO 12156-1: 
2002, IDT 

 CEN/TC 19  

21. PR/BAS EN ISO 14597: 2008 
(1. izd.)(pr)(en) 

Petroleum products - Determination of 
vanadium and nickel  content - 
Wavelength-dispersive X-ray 
fluorescence  spectrometry (ISO 
14597:1997) 

EN ISO 14597 : 
1999, IDT  
* ISO 14597 : 
1997 

75.080   CEN/TC 19  

22. PR/BAS EN ISO 14935: 2008 
(1. izd.)(pr)(en) 

Petroleum and related products - 
Determination of wick flame  
persistance of fire-resistant fluids (ISO 
14935:1998) 

EN ISO 14935: 
1998, IDT 
* ISO 14935 : 
1998 

75.080   CEN/TC 19  

23. PR/BAS ISO 2207: 2008 
(1. izd.)(pr)(en)(3 str.) 

Petroleum waxes; Determination of 
congealing point 

ISO 2207: 1989, 
IDT 

75.140   ISO/TC 28  

24. PR/BAS ISO 2977: 2008 
( 1. izd.)(pr)(en)(15 str.) 

Petroleum products and hydrocarbon 
solvents - Determination  of aniline 
point and mixed aniline point 

ISO 2977: 1997, 
IDT 

75.080   ISO/TC 28  

25. PR/BAS ISO 3105: 2008 
(1. izd.)(pr)(en)(51 str.) 

Glass capillary kinematic viscometers - 
Specifications and  operating 
instructions 

ISO 3105: 1994, 
IDT 

17.060   ISO/TC 28  
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26. PR/BAS ISO 4269: 2008 
(1. izd.)(pr)(en)(26 str.) 

Petroleum and liquid petroleum 
products - Tank calibration by  liquid 
measurement - Incremental method 
using volumetric  meters 

ISO 4269: 2001, 
IDT 

75.180.30   ISO/TC 28  

27. PR/BAS ISO 5275: 2008 
(1. izd.)(pr)(en)(5 str.) 

Petroleum products and hydrocarbon 
solvents - Detection of  thiols and other 
sulfur species - Doctor test 

ISO 5275 :2003, 
IDT 

71.080.15 
* 75.080 

  ISO/TC 28  

28. PR/BAS ISO 8697: 2008 
(1. izd.)(pr)(en)(11 str.) 

Crude petroleum and petroleum 
products - Transfer  accountability - 
Assessment of on board quantity 
(OBQ) and  quantity remaining on 
board (ROB) 

ISO 8697: 1999, 
IDT 

75.180.30   ISO/TC 28  

29. PR/BAS ISO 9403: 2008 
(1. izd.)(pr)(en)( 55 str.) 

Crude petroleum - Transfer 
accountability - Guidelines for  cargo 
inspection 

ISO 9403 : 2000, 
IDT 

75.180.30   ISO/TC 28  

30. PR/BAS ISO 11223 : 2008 
(1. izd.)(pr)(en)(54 str.) 

Petroleum and liquid petroleum 
products - Direct static  measurements 
- Measurement of content of vertical 
storage  tanks by hydrostatic tank 
gauging 

ISO 
11223 :2004, IDT 

75.180.30   ISO/TC 28  

31. PR/BAS ISO 11563: 2008 
(1. izd.)(pr)(en)(5 str.) 

Crude petroleum and petroleum 
products - Bulk cargo transfer  - 
Guidelines for achieving the fullness of 
pipelines 

ISO 11563: 
2003, IDT 

75.180.30   ISO/TC 28  

32. PR/BAS ISO 13737: 2008 
(1. izd)(pr)(en)(6. str.) 

Petroleum products and lubricants - 
Determination of low- temperature 
cone penetration of lubricating greases 

ISO 13737 : 
2004, IDT 

75.100   ISO/TC 28  

33. PR/BAS ISO 13740: 2008 
(1.izd.)(pr)(en)(9 str.) 
 

Crude petroleum and petroleum 
products - Transfer  accountability - 
Assessment of vessel experience 
factor on  loading (VEFL) and vessel 
experience factor on discharging  
(VEFD) on ocean-going tanker vessels 

ISO 13740: 
1998, IDT 

75.180.30     

34. PR/BAS ISO 15597: 2008 
(1. izd.)(pr)(en)(7 str.) 

Petroleum and related products - 
Determination of chlorine and  bromine 
content - Wavelength-dispersive X-ray 
fluorescence  spectrometry 

ISO 15597:2001, 
IDT 

75.080   ISO/TC 28  

35. PR/BAS ASTM  D  1655: 2008 
(1. izd.)(pr)(en)(14 str.) 

Standard Specification for Aviation 
Turbine Fuels 

ASTM  D  1655: 
2007, IDT 

75.160.20   ASTM  
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36. PR/BAS ASTM D 86a : 2008 
(2. izd.)(pr)(en)(28 str.)  

Standard Test Method for Distillation of 
Petroleum Products at  Atmospheric 
Pressure / Note: 2. revision 2007 

ASTM D 86a: 
2007, IDT 

75.080 BAS ASTM D 86b: 
2004, IDT 

 ASTM  

37. PR/BAS ASTM  D  93: 2008 
(2. izd.)(pr)(en)(16. str.) 

Standard Test Methods for Flash Point 
by Pensky-Martens  Closed Cup 
Tester 

ASTM  D  93: 
2007, IDT 

13.220.40 
* 75.080  
* 
75.160.20 

BAS ASTM D 93a: 
2003, IDT 

 ASTM  

38. PR/BAS ASTM D 97: 2008 
(2. izd.)(pr)(en)(10 str.) 

Standard Test Method for Pour Point 
of Petroleum Products 

ASTM  D  97: 
2006, IDT 

75.080 BAS ASTM D 97: 2003  ASTM  

39. PR/BAS ASTM D 189:2008 
(2. izd.)(pr)(en)(7 str.)  

Standard Test Method for Conradson 
Carbon Residue of  Petroleum 
Products 

ASTM  D  189: 
2006, IDT 

75.080 BAS ASTM D 189: 
2003, IDT 

 ASTM  

40. PR/BAS ASTM D 323: 2008 
(2. izd.)(pr)(en)(10 str.) 

Standard Test Method for Vapor 
Pressure of Petroleum  Products (Reid 
Method) 

ASTM  D  323: 
2006, IDT 

75.080 BAS ASTM D 323a: 
2004 

 ASTM  

41. PR/BAS ASTM D 445: 2008 
(2. izd.)(pr)(en)(10 str.) 

Standard Test Method for Kinematic 
Viscosity of Transparent  and Opaque 
Liquids (and Calculation of Dynamic 
Viscosity) 

ASTM  D  445: 
2006, IDT 

17.060 * 
75.080 

BAS ASTM D 445: 
2003 

 ASTM  

42. PR/BAS ASTM D 525: 2008 
(2. izd.)(pr)(en)(6 str.) 

Standard Test Method for Oxidation 
Stability of Gasoline  (Induction Period 
Method) 

ASTM  D  525: 
2005, IDT 

75.160.20 BAS ASTM D 525: 
2003, IDT 

 ASTM  

43. PR/BAS ASTM D 613: 2008 
(2. izd.)(pr)(en)(31 str.) 

Standard Test Method for Cetane 
Number of Diesel Fuel Oil 

ASTM  D  613: 
2005, IDT 

75.160.20 BAS ASTM D 613b: 
2003, IDT 

 ASTM  

44. PR/BAS ASTM D 665: 2008 
(2. izd.)(pr)(en)(8 str.) 

Standard Test Method for Rust-
Preventing Characteristics of  Inhibited 
Mineral Oil in the Presence of Water 

ASTM  D  665: 
2006, IDT 

75.080 BAS ASTM D 665: 
2004, IDT 

 ASTM  

45. PR/BAS ASTM D 974: 2008 
(2. izd.)(pr)(en)(7 str.) 

Standard Test Method for Acid and 
Base Number by Color- Indicator 
Titration 

ASTM  D  974: 
2006, IDT 

75.080 * 
75.100 

BAS ASTM D 974: 
2003, IDT 

 ASTM  

46. PR/BAS ASTM D 976: 2008 
(2. izd.)(pr)(en)(4 str.) 

Standard Test Method for Calculated 
Cetane Index of Distillate  Fuels 

ASTM  D  976: 
2006, IDT 

75.160.20 BAS ASTM D 976: 
2003, IDT 

 ASTM  

47. PR/BAS ASTM D 1535: 2008 
(2. izd.)(pr)(en)(44 str.) 

Standard Practice for Specifying Color 
by the Munsell System 

ASTM D 1535: 
2007, IDT 

17.180.20 
* 87.040 

BAS ASTM D 1535 : 
2003, IDT 

 ASTM  

48. PR/BAS ASTM D 2274a : 2008 
(2. izd.)(pr)(en)(6 str.) 

Standard Test Method for Oxidation 
Stability of Distillate Fuel  Oil 
(Accelerated Method) / Note: 2. 
revision 2003 

ASTM  D  2274a: 
2003, IDT 

75.160.20 BAS ASTM D 2274 : 
2003, IDT 

 ASTM  

49. PR/BAS ASTM D  2425 : 2008 
(2. izd.)(pr)(en)(6 str.) 

Standard Test Method for 
Hydrocarbon Types in Middle  
Distillates by Mass Spectrometry 

ASTM  D  2425: 
2004, IDT 

75.080 BAS ASTM D 2425 : 
2003, IDT 

 ASTM  
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50. PR/BAS ASTM D 2500: 2008 
(2. izd.)(pr)(en)(4 str.) 

Standard Test Method for Cloud Point 
of Petroleum Products 

ASTM  D  2500: 
2005, IDT 

75.080 BAS ASTM D 2500: 
2003, IDT 

 ASTM  

51. PR/BAS ASTM D 2622 : 2008 
(2. izd)(pr)(en)(7 str.) 

Standard Test Method for Sulfur in 
Petroleum Products by  Wavelength 
Dispersive X-ray Fluorescence 
Spectrometry 

ASTM  D  2622: 
2005, IDT 

75.080 BAS ASTM D 2622 : 
2004, IDT 

 ASTM  

52. PR/BAS ASTM D 2699 : 2008 
(2. izd.)(pr)(en)(41 str.) 

Standard Test Method for Research 
Octane Number of Spark- Ignition 
Engine Fuel 

ASTM  D  2699: 
2007, IDT 

75.160.20 BAS ASTM D 2699 : 
2003, IDT 

 ASTM  

53.  PR/BAS ASTM D 2700a: 2008 
(2. izd.)(pr)(en)(55 str.) 

Standard Test Method for Motor 
Octane Number of Spark- Ignition 
Engine Fuel / Note: 2. revision 2007 

ASTM  D  2700a: 
2007, IDT 

75.160.20 BAS ASTM D 2700: 
2004, IDT 

 ASTM  

54. PR/BAS ASTM D 3231: 2008 
(2. izd.)(pr)(en)(5 str.) 

Standard Test Method for Phosphorus 
in Gasoline 

ASTM  D  3231: 
2007, IDT 

75.160.20 BAS ASTM D 3231: 
2003, IDT 

 ASTM  

55. PR/BAS ASTM D 3237: 2008 
(2. izd.)(pr)(en)(4 str.) 

Standard Test Method for Lead in 
Gasoline by Atomic  Absorption 
Spectroscopy / Note: 1. editorial 
change 

ASTM  D  3237: 
2006, IDT 

75.160.20 BAS ASTM D 3237: 
2003, IDT 

 ASTM  

56. PR/BAS ASTM D 4053: 2008 
(2. izd.)(pr)(en)(3 str.) 

Standard Test Method for Benzene in 
Motor and Aviation  Gasoline by 
Infrared Spectroscopy 

ASTM  D  4053: 
2004, IDT 

75.160.20 BAS ASTM D 4053: 
2003, IDT 

 ASTM  

57. PR/BAS ASTM D 4737 : 2008 
(2. izd.)(pr)(en)(4 str.) 

Standard Test Method for Calculated 
Cetane Index by Four  Variable 
Equation 

ASTM  D  4737: 
2004, IDT 

75.160.20 BAS ASTM D 4737 : 
2003, IDT 

 ASTM  

58. PR/BAS ASTM D 4815 : 2008 
(2. izd.)(pr)(en)(10 str.) 

Standard Test Method for 
Determination of MTBE, ETBE,  
TAME, DIPE, tertiary-Amyl Alcohol 
and C1 to C4 Alcohols in  Gasoline by 
Gas Chromatography 

ASTM  D  4815: 
2004, IDT 

75.160.20 BAS ASTM D 4815 : 
2003, IDT 

 ASTM  

59. PR/BAS ASTM D 5191 : 2008 
(2. izd.)(pr)(en)(9 str.) 

Standard Test Method for Vapor 
Pressure of Petroleum  Products (Mini 
Method) 

ASTM  D  5191: 
2007, IDT 

75.080 BAS ASTM D 5191 : 
2004, IDT 

 ASTM  

60. PR/BAS ASTM D 5452 : 2008 
(2. izd.)(pr)(en)(10 str.) 

Standard Test Method for Particulate 
Contamination in  Aviation Fuels by 
Laboratory Filtration 

ASTM  D  5452: 
2006, IDT 

75.160.20 BAS ASTM D 5452 : 
2003, IDT 

 ASTM  

61. PR/BAS ASTM D 5453 : 2008 
(1. izd.)(pr)(en)(10 str.) 

Standard Test Method for 
Determination of Total Sulfur in Light  
Hydrocarbons, Spark Ignition Engine 
Fuel, Diesel Engine Fuel,  and Engine 
Oil by Ultraviolet Fluorescence 

ASTM  D  5453: 
2006, IDT 

75.100 BAS ASTM D 5453a : 
2004, IDT 
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Plan odr�avanja sjednica Tehni � kog komiteta u xxxx god. 
Br. Sjednice Termin  Mjesto  Predmet rasprave 

    
    
    
 
Pripremio: 
 
Dejana Bogdanovi � , dipl. ing. 
 
 

Predlo�io: 
 
Lejla Kljaki � , dipl. ing. 
Predsjednik BAS/TC 
 

Datum:  
      
 
 

Odobrio: 
 
Goran Tesanovi � , dipl. ing. 
Direktor 

Datum:  
      
 

 


