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    1      BAS EN 494+A3:2008 
    (2.izd.) (pr) (en) (46 str.) 
 

Fibre-cement profiled sheets and fittings – 
Product specification and test methods 

EN 494+A3:2007, 
IDT 

91.100.40 
 

BAS EN 494:2007 
BAS EN 494/A1:2007 

 

89/106 EEC CEN/TC 128  1. Pol 

    2 
 
 

   BAS EN 1015-9/A1:2006 
   (1.izd.) (pr) (en) (4 str.) 
 

Methods of test for mortar for masonry – 
Part 9: Determination of workable life and 
correction time of fresh mortar 
of hardened mortar – Amendment A1 

EN1015-10/A1: 
2006 
IDT 

91.100.10 
 

  CEN/TC 125   1. Pol 

    3 
 

  BAS EN 1015-10/A1:2006 
   (1.izd.) (pr) (en) (4 str.) 
 

Methods of test for mortar for masonry – 
Part 10: Determination of dry bulk density 
of hardened mortar – Amendment A1 

EN1015-10/A1: 
2006 
IDT 

91.100.10 
 

  CEN/TC 125 1. Pol 

    4     BAS EN 1015-11/A1:2006 
   (1.izd.) (pr) (en) (5 str.) 
 

Methods of test for mortar for masonry – 
Part 11: Determination of flexural 
and compressive strength of hardened 
mortar – Amendment A1 

EN1015-11/A1: 
2006 
IDT 

 

91.100.30   CEN/TC 125 1. Pol 

   5 
 
 

    BAS EN 1737:2008 
    (1.izd.) (pr) (en) (6 str.) 
 

Determination of shear strength of welded 
Joints of reinforcement mats or cages for 
prefabricated components made of 
autoclaved aerated concrete or 
lightweight aggregate concrete with open 
structure 

EN 1737:1998 
IDT 

91.100.30   CEN/TC 177 1. Pol 

   6 
 
 

     BAS EN 1738:2008 
    (1.izd.) (pr) (en) (6 str.) 
 

Determination of steel stresses in 
unloaded reinforced components made of 
autoclaved aerated concrete 

EN 1738:1998 
IDT 

91.100.30  89/106 EEC CEN/TC 177 1. Pol 
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   7 
 
 

     BAS EN 1739:2008 
    (1.izd.) (pr) (en) (15 str.) 
 

Determination of shear strength for in-
plane forces joints between prefabricated 
components of autoclaved aerated 
concrete or lightweight aggregate 
concrete with open structure 

EN 1739:2007 
IDT 

91.100.30   CEN/TC 177 1. Pol 

   8 
 

     BAS EN 12350-7 
    (1.izd.) (pr) (en) (17 str.) 

Testing fresh concrete – Part 7 : Air 
content – Pressure methods 

EN 12350-7:2000 
IDT 

91.100.30   CEN/TC 104 1. Pol 

   9 
 
 

     BAS ISO 12491 
    (1.izd.) (pr) (en) (str.) 
 

Statistical methods for quality control of 
building materials and components 

ISO 12491:1997 
IDT 

   91.200    1. Pol 

  10 
 

   BAS EN 12794+A1:2008 
   (2.izd.) (pr) (en) (46 str.) 
 

Precast concrete products – Foundation 
piles 

EN 12794+A1:2007 
IDT 

 

 91.100.30 
 93.020 

BAS EN 12794:2007 89/106 EEC CEN/TC 229 1. Pol 

  11      BAS EN 13224+A1:2008 
   (2.izd.) (pr) (en) (41 str.) 
 

Precast concrete products – Ribbed floor 
elements 

  EN 
13224+A1:2007 

IDT 

 91.100.30 BAS EN 13224:2007 89/106 EEC CEN/TC 
229 

1. Pol 

  12      BAS EN 13369:2008 
   (2.izd.) (pr) (en) (67 str.) 

Common rules for precast concrete 
products 

EN 13369:2004 
IDT 

 

 91.100.30  89/106 EEC CEN/TC 
229 

1. Pol 

  13      BAS EN 13369/AC:2008 
   (1.izd.) (pr) (en) (6 str.) 

Common rules for precast concrete 
Products – Amendment AC 

EN13369:2004/AC: 
2006 
IDT 

91.100.30  89/106 EEC CEN/TC 
229 

1. Pol 

  14     BAS EN 13369/A1:2008 
   (2.izd.) (pr) (en) (4 str.) 
 

Common rules for precast concrete 
Products – Amendment A1 

  EN13369:2004/A1: 
2006 
IDT 

91.100.30   CEN/TC 
229 

1. Pol 

  15 
 
 

    BAS EN 13577:2008 
   (1.izd.) (pr) (en) (10 str.) 
 

Chemical attack on concrete – 
Determination of aggressive carbon 
dioxide content in water 

EN 13577:2007 
IDT 

 

91.100.30    1. Pol 

  16 
 

    BAS EN 13747:2008 
   (1.izd.) (pr) (en) (84 str.) 

Precast concrete products – Floor plates 
For floor systems 

EN 13747:2007 
IDT 

 

91.100.30   CEN/TC 
104 

1. Pol 

  17 
 

    BAS EN 13791:2008 
   (1.izd.) (pr) (en) (28 str.) 

Assessment of in-situ compressive 
strength in structures and precast 
concrete components 

EN 13791:2007 
IDT 

 

91.080.40      89/106 EEC CEN/TC 
104 

1. Pol 

  18 
 
 

     BAS EN 14629:2008 
   (1.izd.) (pr) (en) (10 str.) 
 

Products and systems for the protection 
and repair of concrete structures – Test 
methods – Determination of chloride 
content in hardened concrete 

EN 14629:2007 
IDT 

 

91.080.40      89/106 EEC CEN/TC 
104 

1. Pol 
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  19 
 
 

    BAS EN 14630:2008 
   (2.izd.) (pr) (en) (6 str.) 
 

Products and systems for the protection 
and repair of concrete structures – Test 
methods – Determination of carbonation 
depth in hardened concrete by the 
phenolphthalein method 

EN 14630:2007 
IDT 

 

91.080.40   CEN/TC 
104 

1. Pol 

20    BAS EN 14488-2:2008 
   (2.izd.) (pr) (en) (10 str.) 
 

Testing sprayed concrete – Part 2: 
Compressive strength of yung sprayed 
concrete 

   EN 14488-2:2004 
               IDT 

91.100.30   CEN/TC 
104 

1. Pol 

21 
 

     BAS EN 14488-3:2008 
   (1.izd.) (pr) (en) (10 str.) 
 

Testing sprayed concrete – Part 3: 
Flexural strengths (first peak, ultimate and 
residual)of fibre reinforced beam 
specimens 

  EN 14488-3:2006 
               IDT 

91.100.30        CEN/TC 
229 

1. Pol 

22 
 

    BAS EN 14488-5:2008 
   (1.izd.) (pr) (en) (20 str.) 
 

Testing sprayed concrete – Part 5: 
Determination of energy absorption 
capacity of fibre reinforced slab 
specimens 

  EN 14488-5:2006 
                IDT 

 91.100.30   CEN/TC 
229 

1. Pol 

23 
 

     BAS EN 14488-6:2008 
   (1.izd.) (pr) (en) (7 str.) 

Testing sprayed concrete – Part 6: 
Thickness of concrete on a subtrate 

  EN 14488-6:2006 
             IDT 

 91.100.30   CEN/TC 
229 

1. Pol 

  24 
 

     BAS EN 14488-7:2008 
   (1.izd.) (pr) (en) (6 str.) 

Testing sprayed concrete – Part 7: Fibre 
content of fibre reinforced concrete 

EN 14488-7:2007 
IDT 

 91.100.30   CEN/TC 
229 

 1. Pol 

  25 
 

    BAS EN 14843:2008 
   (1.izd.) (pr) (en) (38 str.) 

Precast concrete products - Stairs     EN 14843 :2007 
IDT    

91.100.30   CEN/TC 
229 

1. Pol 

  26 
 

     BAS EN 14845-1:2008 
   (1.izd.) (pr) (en) (9 str.) 

Test methods for fibres in concrete – Part 
1 : Effect on concrete 

EN 14845-1:2006 
IDT 

 91.100.30   CEN/TC 
104 

1. Pol 

  27 
 

    BAS EN 14845-2:2008 
   (1.izd.) (pr) (en) (9 str.) 

Test methods for fibres in concrete – Part 
2: Reference concretes 

EN 14845-2:2006 
IDT 

 91.100.30   CEN/TC 
104 

1. Pol 

  28 
 

    BAS EN 14991:2008 
   (1.izd.) (pr) (en) (38 str.) 

Precast concrete products – Foundation 
elements 

EN 14991:2007 
IDT 

 91.100.30   CEN/TC 
229 

1. Pol 

  29 
 

    BAS EN 14992:2008 
   (1.izd.) (pr) (en) (38 str.) 

Precast concrete products – Wall 
elements 

    EN 14992:2007 
              IDT 

 91.100.30   CEN/TC 
229 

1. Pol 

  30 
 

     BAS EN 15050:2008 
   (1.izd.) (pr) (en) (38 str.) 

Precast concrete products – Bridge 
elements 

   EN 15050:2007  
               IDT 

 91.100.30   CEN/TC 
229 

1. Pol 

  31 
 

    BAS EN 15167-1:2008 
   (1.izd.) (pr) (en) (20 str.) 

Ground granulated blast furnace slag for 
use in concrete, mortar and grout – Part 
1: Definitions, specifications and 
conformity criteria 

   EN 15167-1:2007  
               IDT 

01.040.91 
91.100.15 

     89/106 EEC CEN/TC 
104 

1. Pol 

  32 
 
 

    BAS EN 15167-2:2008 
   (1.izd.) (pr) (en) (24 str.) 

Ground granulated blast furnace slag for 
use in concrete, mortar and grout – Part 
2: Conformity evaluation 

   EN 15167-2:2006  
               IDT 

91.100.15      89/106 EEC CEN/TC 
104 

1. Pol 
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  33 
 
 

    BAS EN 15183:2008 
   (1.izd.) (pr) (en) (8 str.) 

Products and systems for the protection 
and repair of concrete structures – Test 
methods – Corrosion protection test 

   EN 15183:2006  
               IDT 

91.080.40   CEN/TC 
104 

1. Pol 

  34 
 
 

    BAS EN 15184:2008 
   (1.izd.) (pr) (en) (11 str.) 

Products and systems for the protection 
and repair of concrete structures – Test 
methods – Shear adhesion of coated 
steel to concrete (pull-out test) 

    EN 15184:2006  
               IDT 

91.080.40   CEN/TC 
104 

1. Pol 

  35 
 

    BAS EN 15304:2008 
   (1.izd.) (pr) (en) (11 str.) 

Determination of the freeze-thaw 
resistance of autoclaved aerated concrete 

     EN 15304:2007  
               IDT 

91.100.30   CEN/TC 
177 

1. Pol 

  36 
 

   BAS EN 1993-1-6:2008 
   (1.izd.) (pr) (en) (105 str.) 

Eurocode 3 :Design of steel structures – 
Part 1-6 : Strength and Stability of Shell 
structures 

   EN 1993-1-6:2007 
               IDT 

91.010.30 
91.080.10 

  CEN/TC 
250 

1. Pol 

  37 
 

    BAS EN 1993-1-7:2008 
   (1.izd.) (pr) (en) (44 str.) 

Eurocode 3 :Design of steel structures – 
Part 1-7 : Plated structures subject out of 
plane loading 

   EN 1993-1-7:2007 
                IDT 

91.010.30 
91.080.10 

     89/106 EEC CEN/TC 
250 

1. Pol 

  38 
 

    BAS EN 1993-2:2008 
   (1.izd.) (pr) (en) (102 str.) 

Eurocode 3 – Design steel structures – 
Part 2 : Steel bridges 

   EN 1993-2:2006 
                IDT 

91.010.30 
91.080.10 
93.040 

  CEN/TC 
250 

1. Pol 

  39 
 

    BAS EN 1993-4-1:2008 
   (1.izd.) (pr) (en) (115 str.) 

Eurocode 3 :Design of steel structures – 
Part 4-1 : Silos 

EN 1993-4-1:2007 
IDT 

65.040.20 
91.010.30 
91.080.10 

  CEN/TC 
250 

1. Pol 

  40 
 

   BAS EN 1993-4-2:2008 
   (1.izd.) (pr) (en) (56 str.) 
 

Eurocode 3 :Design of steel structures – 
Part 4-2 : Tanks 

EN 1993-4-2:2007 
IDT 

23.040.01 
91.010.30 
91.080.10 

      CEN/TC 
250 

1. Pol 

  41 
 

    BAS EN 1993-4-3:2008 
   (1.izd.) (pr) (en) (41 str.) 
 

Eurocode 3 :Design of steel structures – 
Part 4-3 : Pipelines 

EN 1993-4-3:2007 
IDT 

23.040.01 
91.010.30 
91.080.10 

     89/106 EEC CEN/TC 
250 

1. Pol 

  42 
 

    BAS EN 1993-5:2008 
   (1.izd.) (pr) (en) (93 str.) 

 

Eurocode 3 :Design of steel structures – 
Part 5 : Piling  

EN 1993-5:2007 
IDT 

91.010.30 
91.080.10 

  CEN/TC 
250 

1. Pol 

  43 
 

    BAS EN 1993-6:2008 
   (1.izd.) (pr) (en) (45 str.) 
 

Eurocode 3 :Design of steel structures – 
Part 6 : Crane supporting structures  

EN 1993-6:2007 
IDT 

53.020.20 
91.010.30 
91.080.10 

       89/106 EEC CEN/TC 
250 

1. Pol 

  44 
 
 

    BAS EN 1996-3:2008 
   (1.izd.) (pr) (en) (102 str.) 
 

Eurocode 6 - Design masonry structures 
– Part 3 : Simplified calculation methods 
for unreinforced masonry structures  

EN 1996-3:2006 
IDT 

91.010.30 
91.080.30 

      89/106 EEC CEN/TC 
250 

1. Pol 

  45 
 

    BAS EN 1997-2:2008 
   (1.izd.) (pr) (en) (196 str.) 

Eurocode 7 – Geotechnical design – Part 
2 : Ground investigation and testing  

EN 1997-2:2007 
IDT 

91.060.01 
91.120.20 

  CEN/TC 
250 

1. Pol 
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  46 
 

    BAS EN 1998-4:2008 
   (1.izd.) (pr) (en) (81 str.) 
 

Eurocode 8 – Design of structures for 
earthquake resistance – Part 4 :Silos , 
tanks and pipelines 

EN 1998-4:2007 
IDT 

91.120.25   CEN/TC 
250 

1. Pol 

  47 
 

   BAS EN 1999-1-1:2008 
   (1.izd.) (pr) (en) (235 str.) 
 

Eurocode 9 : Design of aluminium 
structures – Part 1-1 : General structural 
rules 

EN 1999-1-1:2007 
IDT 

91.010.30
91.080.10 

  CEN/TC 
250 

1. Pol 

  48 
 

    BAS EN 1999-1-2:2008 
   (1.izd.) (pr) (en) (60 str.) 
 

Eurocode 9 : Design of aluminium 
structures – Part 1-2 : Structural fire 
design  

EN 1999-1-2:2007 
IDT 

91.010.30
91.080.10 

       CEN/TC 
         250 

1. Pol 

  49 
 

    BAS EN 1999-1-3:2008 
   (1.izd.) (pr) (en) (109 str.) 

Eurocode 9 : Design of aluminium 
structures – Part 1-3 : Structure 
susceptible to fatigue 

EN 1999-1-3:2007 
IDT 

91.010.30
91.080.10 

      CEN/TC 
        250 

1. Pol 

  50 
 

    BAS EN 1999-1-4:2008 
   (1.izd.) (pr) (en) (63 str.) 

Eurocode 9 : Design of aluminium 
structures – Part 1-4 : Structure 
susceptible to fatigue 

EN 1999-1-4:2007 
IDT 

91.010.30
91.080.10 

    89/106 EEC      CEN/TC 
         250 

1. Pol 

  51 
 

   BAS EN 1999-1-5:2008 
   (1.izd.) (pr) (en) (76 str.) 

Eurocode 9 : Design of aluminium 
structures – Part 1-5 : Structure 
susceptible to fatigue 

EN 1999-1-5:2007 
IDT 

13.220.50 
91.010.30
91.080.10 

        CEN/TC 
         250 

1. Pol 

  52 
 

    BAS EN 15361:2008 
   (1.izd.) (pr) (en) (13 str.) 

Determination of the influence of the 
corrosion protection coating on the 
anchorage capacity of the transverse 
anchorage bars in prefabricated 
reinforced components of autoclaved 
aerated concrete 

EN 15361:2007 
               IDT 

91.100.30         CEN/TC 
         177 

1. Pol 

 
Plan održavanja sjednica Tehničkog komiteta u 2008. god. 

Br. Sjednice Termin  Mjesto  Predmet rasprave 

1.                  Mart 2008.         Institut za standardizaciju BiH                            Razmatranje Prijedloga Liste standarda izuzetih iz Plana 2008. (1.polugodište), 
utvrđivanje Nacrta standarda i upućivanje na javnu raspravu.  

2..                  Juni 2008.         Institut za standardizaciju BiH                            Razmatranje rezultata Javne rasprave za Listu standarda za 1.polugodište 2008., 
utvrđivanje prijedloga standarda iz liste, te upućivanje na objavljivanje u Glasnik. 
Razmatranje Prijedloga Liste standarda izuzetih iz 2.dijela Plana 2008., utvrđivanje 
Nacrta standarda i usvajanje Liste standarda koja se upućuje na Javnu raspravu. 

3.           Septembar/oktobar 2008.         Institut za standardizaciju BiH                                           Razmatranje rezultata Javne rasprave za Listu standarda za 2.polugodište 2008., 
utvrđivanje prijedloga standarda iz liste standarda, te upućivanje istih na 
objavljivanje u Glasnik. Usvajanje Prijedloga Plana rada na preuzimanju standarda 
za 2009.god. 

 
 
 
 



 Registarski broj dokumenta: BAS/TC 21-122 

Red. 
br. 

Referentni broj BAS 
standarda 

(izdanje)(metoda 
preuzimanja) (jezik) (br. 

strana) 

Naziv na jeziku izvornog dokumenta 
Referentni broj 

izvornog 
dokumenta 

ICS 
Referentni broj važećeg 

standarda u BiH 
Harmoniziran 
sa direktivom 

Izdao izvorni 
dokument 

Kvartal 

 

  ZO – B 31-2/06 6/6 

 
Pripremio: 
 

Slavica Budimir, dipl.ing.građ. 
Koordinator BAS/TC 21 

Predložio: 
 
Doc.dr Ahmet Imamović, dipl.ing. 
Predsjednik BAS/TC 21 

 

Datum: 
 
   2007-10-25 
 

 

Odobrio: 
 
Goran Tešanović, dipl.ing.maš. 
Direktor 

Datum: 
   
 
   2007-11- 

 
 


