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Red. 
br.  

Referentni broj BAS 
standarda 

(izdanje)(metoda preuzimanja) 
(jezik) (br. strana) 

Naziv na jeziku izvornog 
dokumenta 
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izvornog 
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ICS 

Referentni broj 
va�e � eg standarda u 

BiH 

Harmoniziran sa 
direktivom 

Izdao izvorni 
dokument 

Kvartal  

1. PR/BAS EN 26/A2: 2008 
(1. izd)(pr)(en)(19 str.)  

Gas-fired instantaneous water heaters 
for the production of  domestic hot 
water, fitted with atmospheric burners 

EN 26/A2: 2004, 
IDT 

91.140.65   CEN/TC 48  

2. PR/BAS EN 26/A3: 2008 
(1. izd.)(pr)(en)(6 str.) 

Gas-fired instantaneous water heaters 
for the production of  domestic hot 
water, fitted with atmospheric burners 

EN 26/A3: 2006, 
IDT 

91.140.65  90/396/EWG CEN/TC 48  

3. PR/BAS EN 89/A3: 2008 
(1. izd.)(pr)(en)(25 str.) 

Gas-fired storage water heaters for the 
production of domestic  hot water 

EN 89/A3: 2006, 
IDT 

91.140.65  90/396/EWG CEN/TC 48  

4. PR/BAS EN 89/A4: 2008 
(1. izd.)(pr)(en)(7 str.) 

Gas-fired storage water heaters for the 
production of domestic  hot water 

EN 89/A4: 2006, 
IDT 

91.140.65  90/396/EWG CEN/TC 48  

5. PR/BAS EN 30-1-1: 2008 
(1. izd.)(pv)(en) 

Domestic cooking appliances burning 
gas fuel - Part 1-1:  Safety - General / 
Note: To be replaced by prEN 30-1-1 
(2006- 07). * To be amended by EN 
30-1-1/prA3 (2004-09). 

EN 30-1-1:1998, 
IDT 

97.040.20  90/396/EWG CEN/TC 49  

6. PR/BAS EN 30-1-1/AC: 2008 
(1. izd.)(pr)(en)(1 str.) 

Domestic cooking appliances burning 
gas fuel - Part 1-1:  Safety; General; 
Amendment AC 

EN 30-1-1/AC: 
2002, IDT 

97.040.20   CEN/TC 49  

7. PR/BAS EN 30-1-1/A1: 2008 
(1. izd)(pr)(en)(5 str.) 

Domestic cooking appliances burning 
gas - Part 1-1: Safety -  General; 
Amendment A1 

EN 30-1-1/A1: 
1999, IDT 

97.040.20  90/396/EWG CEN/TC 49  
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8. PR/BAS EN 30-1-1/A2/AC: 
2008 
(1. izd.)(pr)(en)(3 str.) 

Domestic cooking appliances burning 
gas - Part 1-1: Safety;  General 

EN  30-1-
1/A2/AC: 2004, 
IDT 

97.040.20  90/396/EWG CEN/TC 49  

9. PR/BAS EN 30-1-4/A1 : 2008 
(1. izd.)(pr)(en)(36 str.) 

Domestic cooking appliances burning 
gas - Part 1-4: Safety -  Appliances 
having one or more burners with an 
automatic  burner control system / 
Note: Applies in conjunction with EN  
30-1-1 (1998-03), EN 30-1-1/A2 
(2003-08), EN 30-1-1/A2/AC  (2004-
09), EN 30-1-1/A3 (2005-06). 

EN  30-1-4/A1: 
2006, IDT 

91.040.20  90/396/EWG CEN/TC 49  

10. PR/BAS EN 30-2-1: 2008 
(1. izd.)(pr)(en) 

Domestic cooking appliances burning 
gas fuel - Part 2-1:  Rational use of 
energy - General / Note: To be 
amended by  EN 30-2-1/prA2 (2004-
08) 

EN  30-2-1: 
1998, IDT 

97.040.20  90/396/EWG CEN/TC 49  

11. PR/BAS EN 30-2-1/A1/AC: 
2008 
(1. izd.)(pr)(en)(3. str.) 

Domestic cooking appliances burning 
gas - Part 2-1: Rational  use of energy; 
General 

EN  30-2-
1/A1/AC: 2004, 
IDT 

97.040.20  90/396/EWG CEN/TC 49  

12. PR/BAS EN 125/A1: 2008 
(1. izd.)(pr)(en) 

Flame supervision devices for gas-
burning appliances -  Thermo-electric 
types; Amendment A1 

EN  125/A1: 
1996, IDT 

27.060.20  90/396/EWG CEN/TC 58  

13. PR/BAS EN 161: 2008 
(2. izd.)(pr)(en)(33 str.) 

Automatic shut-off valves for gas 
burners and gas appliances 

EN 161: 2007, 
IDT 

23.060.40 BAS EN 161: 2004  CEN/TC 58  

14. PR/BAS EN 257/A1: 2008 
(1. izd.)(pr)(en) 

Mechanical thermostats for gas-
burning appliances;  Amendment A1 

EN 257/A1: 
1996, IDT 

27.060.20  90/396/EWG CEN/TC 58  

15. PR/BAS EN 1106: 2008 
(1. izd.)(pr)(en)(34 str.) 

Manually operated taps for gas 
burning appliances 

EN 1106: 2001, 
IDT 

23.060.40  90/396/EWG CEN/TC 58  

16. PR/BAS EN 1854: 2008 
(1. izd.)(pr)(en)(18 str.) 

Pressure sensing devices for gas 
burners and gas burning  appliances 

EN 1854: 2006, 
IDT 

23.060.40  90/396/EWG CEN/TC 58  

17. PR/BAS EN 12067-1: 2008 
(1. izd.)(pr)(en) 

Gas/air ratio controls for gas burners 
and gas burning  appliances - Part 1: 
Pneumatic types 

EN  12067-1: 
1998, IDT 

23.060.40 
* 
27.060.20 

 90/396/EWG CEN/TC 58  

18. PR/BAS EN 12067-1/A1: 2008 
(1. izd.)(pr)(en) 

Gas/air ratio controls for gas burners 
and gas burning  appliances - Part 1: 
Pneumatic types 

EN 12067-1/A1: 
2003, IDT 

23.060.40 
* 
27.060.20 

 90/396/EWG CEN/TC 58  

19. PR/BAS EN 12067-2: 2008 
(1.izd.)(pr)(en)(25 str.) 

Gas/air ratio controls for gas burners 
and gas burning  appliances - Part 2: 
Electronic types 

EN 12067-2: 
2004, IDT 

23.060.40 
* 
27.060.20 

 90/396/EWG CEN/TC 58  

20. PR/BAS EN 12078: 2008 
(1. izd.)(pr)(en)(str.) 

Zero governors for gas burners and 
gas burning appliances 

EN 12078: 1998, 
IDT 

23.060.40  90/396/EWG CEN/TC 58  
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21. PR/BAS EN 613: 2008 
(1. izd.)(pr)(en)(136 str.) 

Independent gas-fired convection 
heaters 

EN  613: 2000, 
IDT 

97.100.20  90/396/EWG CEN/TC 62  

22. PR/BAS EN 613/A1: 2008 
(1. izd)(pr)(en)(9 str.) 

Independent gas-fired convection 
heaters; Amendment A1 

EN  613/A1: 
2003, IDT 

97.100.20  90/396/EWG CEN/TC 62  

23. PR/BAS EN 13278: 2008 
(1. izd.)(pr)(en)(103 str.) 

Open fronted gas-fired independent 
space heaters 

EN 13278: 2003, 
IDT 

97.100.20  90/396/EWG CEN/TC 62  

24. PR/BAS EN 14438: 2008 
(1. izd.)(pr)(en)(22 str.) 

Gas-fired insets for heating more than 
one room 

EN  14438: 
2006, IDT 

97.100.20  90/396/EWG CEN/TC 62  

25. PR/BAS EN 203-2-7: 2008 
(1. izd.)(pr)(en)(9 str.) 

Gas heated catering equipment - Part 
2-7: Specific  requirements - 
Salamanders and rotisseries / Note: 
Applies in  conjunction with EN 203-1 
(2005-06). 

EN 203-2-7: 
2007, IDT 

97.040.20   CEN/TC 106  

26. PR/BAS EN 203-2-10: 2008 
(1.izd)(pr)(en)(8 str.) 

Gas heated catering equipment - Part 
2-10: Specific  requirements - 
Chargrills 

EN 203-2-10: 
2007, IDT 

97.040.20   CEN/TC 106  

27. PR/BAS EN 377: 2008 
(1. izd.)(pr)(en)(str.) 

Lubricants for applications in 
appliances and associated  controls 
using combustible gases except those 
designed for  use in industrial 
processes 

EN 377: 1993, 
IDT 

75.100  90/396/EWG CEN/TC 108  

28. PR/BAS EN 377/A1: 2008 
(1. izd.)(pr)(en)(str.) 

Lubricants for applications in 
appliances and associated  controls 
using combustible gases except those 
designed for  use in industrial 
processes 

EN 377/A1: 
1996, IDT 

75.100  90/396/EWG CEN/TC 108  

29. PR/BAS EN 751-1: 2008 
(1. izd.)(pr)(en)(str.) 

Sealing materials for metallic threaded 
joints in contact with  1st, 2nd and 3rd 
family gases and hot water - Part 1:  
Anaerobic jointing compounds 

EN 751-1: 1996, 
IDT 

23.040.80  90/396/EWG CEN/TC 108  

30. PR/BAS EN 751-3/AC: 2008 
(1. izd)(pr)(en) 
 

Sealing materials for metallic threaded 
joints in contact with  1st, 2nd and 3rd 
family gases and hot water - Part 3:  
Unsintered PTFE tapes; Amendment 
AC 

EN  751-3/AC: 
1997, IDT 

23.040.80  90/396/EWG CEN/TC 108  

31. PR/BAS EN 297/A2: 2008 
(1. izd.)(pr)(en) 

Gas-fired central heating boilers - Type 
B<(Index)11> and  B<(Index)11BS> 
boilers, fitted with atmospheric burners 
of  nominal heat input not exceeding 
70 kW; Amendment A2 

EN 297/A2: 
1996, IDT 

91.140.10  90/396/EWG CEN/TC 109  
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32. PR/BAS EN 297/A3: 2008 
(1. izd.)(pr)(en) 

Gas-fired central heating boilers - Type 
B<(Index)11> and  B<(Index)11BS> 
boilers fitted with atmospheric burners 
of  nominal heat input not exceeding 
70 kW; Amendment A3 

EN 297/A3: 
1996, IDT 

91.140.10  90/396/EWG CEN/TC 109  

33. PR/BAS EN 297/A4: 2008 
(1. izd.)(pr)(en) 

Gas-fired central heating boilers - Type 
B11 and B11BS  boilers, fitted with 
atmospheric burners of nominal heat 
input  not exceeding 70 kW 

EN 297/A4: 
2004, IDT 

91.140.10  90/396/EWG CEN/TC 109  

34. PR/BAS EN 303-7: 2008 
(1. izd.)(pr)(en)(63 str.) 

Heating boilers - Part 7: Gas-fired 
central heating boilers  equipped with a 
forced draught burner of nominal heat 
output  not exceeding 1000 kW 

EN  303-7: 2006, 
IDT 

91.140.10   CEN/TC 109  

35. PR/BAS EN 483/A2: 2008 
(1.izd.)(pr)(en)(str.) 

Gas-fired central heating boilers - Type 
C boilers of nominal  heat input not 
exceeding 70 kW; Amendment A2 

EN  483/A2: 
2001, IDT 

91.140.10  90/396/EWG CEN/TC 109  

36. PR/BAS EN 13836: 2008 
(1. izd.)(pr)(en)(127 str.) 

Gas fired central heating boilers - Type 
B boilers of nominal  heat input 
exceeding 300 kW, but not exceeding 
1000 kW 

EN 13836: 2006, 
IDT 

91.140.10  90/396/EWG CEN/TC 109  

37. PR/BAS EN 621/A1: 2008 
(1. izd.)(pr)(en)(6 str.) 

Non-domestic gas-fired forced 
convection air heaters for space  
heating not exceeding a net heat input 
of 300 kW, without a  fan to assist 
transportation of combustion air and/or  
combustion products; Amendment A1 

EN 621/A1: 
2001, IDT 

97.100.20  90/396/EWG CEN/TC 179  

38. PR/BAS EN 778/A1: 2008 
(1. izd.)(pr)(en)(6 str.) 

Domestic gas-fired forced convection 
air heaters for space  heating not 
exceeding a net heat input of 70 kW, 
without a fan  to assist transportation 
of combustion air and/or combustion  
products; Amendment A1 

EN 778/A1: 2001 97.100.20  90/396/EWG CEN/TC 179  

39. PR/BAS EN 1020/A1: 2008 
(1.izd.)(pr)(en)(6 str.) 

Non-domestic gas-fired forced 
convection air heaters for space  
heating not exceeding a net heat input 
of 300 kW,  incorporating a fan to 
assist transportation of combustion air  
and/or combustion products; 
Amendment A1 

EN  1020/A1: 
2001, IDT 

97.100.20  90/396/EWG CEN/TC 179  
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40. PR/BAS EN 1196: 2008 
(1. izd.)(pr)(en)(str.) 

Domestic and non-domestic gas-fired 
air heaters -  Supplementary 
requirements for condensing air 
heaters 

EN 1196: 1998, 
IDT 

97.100.20  90/396/EWG   

41. PR/BAS EN 1319: 2008 
(1. izd.)(pr)(en) 

Domestic gas-fired forced convection 
air heaters for space  heating, with fan-
assisted burners not exceeding a net 
heat  input of 70 kW 

EN 1319: 1998, 
IDT 

97.100.20  90/396/EWG CEN/TC 179  

42. PR/BAS EN 1319/A1: 2008 
(1. izd.)(pr)(en)(6 str.) 

Domestic gas-fired forced convection 
air heaters for space  heating with fan-
assisted burners not exceeding a net 
heat  input of 70 kW; Amendment A1 

EN 1319/A1: 
2001, IDT 

97.100.20  90/396/EWG CEN/TC 179  

43. PR/BAS EN 1319/A2: 2008 
(1. izd.)(pr)(en)(6 str.) 

Domestic gas-fired forced convection 
air heaters for space  heating, with fan-
assisted burners not exceeding a net 
heat  input of 70 kW; Amendment A2 

EN 1319/A2: 
1999, IDT 

97.100.20  90/396/EWG CEN/TC 179  

44. PR/BAS EN 12669: 2008 
(1. izd.)(pr)(en)(80 str.) 

Direct gas-fired hot air blowers for use 
in greenhouses and  supplementary 
non-domestic space heating 

EN 12669: 2000, 
IDT 

97.100.20  90/396/EWG CEN/TC 179  

45. PR/BAS EN 419-2: 2008 
(1. izd.)(pr)(en)(43 str.) 

Non-domestic gas-fired overhead 
luminous radiant heaters -  Part 2: 
Rational use of energy 

EN 419-2: 2006, 
IDT 

97.100.20  90/396/EWG CEN/TC 180  

46. PR/BAS EN 13410: 2008 
(1. izd.)(pr)(en)(7 str.) 

Gas-fired overhead radiant heaters - 
Ventilation requirements  for non-
domestic premises 

EN 13410: 2001, 
IDT 

91.140.30 
* 
97.100.20 

  CEN/TC 180  

47. PR/BAS EN 13410/AC : 2008 
(1. izd.)(pr)(en)(2 str.) 

Gas-fired overhead radiant heaters - 
Ventilation requirements  for non-
domestic premises; Amendment AC 

EN 13410/AC : 
2002, IDT 

91.140.30 
* 
97.100.20 

  CEN/TC 180  

48. PR/BAS EN 461/A1: 2008 
(1. izd.)(pr)(en)(11 str.) 

Specifications for dedicated liquefied 
petroleum gas  appliances - Flueless 
non-domestic space heaters not  
exceeding 10 kW 

EN 461/A1: 
2004, IDT 

97.100.20  90/396/EWG CEN/TC 181  

49. PR/BAS EN 498/AC: 2008 
(1. izd.)(pr)(en)(2 str.) 

Specification for dedicated liquefied 
petroleum gas appliances  - 
Barbecues for outdoor use; 
Amendment AC 

EN 498/AC: 
2000, IDT 

97.040.20   CEN/TC 181  

50. PR/BAS EN 624/A2: 2008 
(1. izd.)(pr)(en)(5 str) 

Specification for dedicated LPG 
appliances - Room sealed  LPG space 
heating equipment for installation in 
vehicles and  boats 

EN 624/A2: 
2007, IDT 

43.040.60 
* 
47.020.90 
* 
97.100.20 

  CEN/TC 181  
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51. PR/BAS EN 1596/A1: 2008 
(1. izd)(pr)(en)(6 str.) 

Specification for dedicated liquefied 
petroleum gas appliances  - Mobile 
and portable non-domestic forced 
convection direct  fired air heaters 

EN 1596/A1: 
2004, IDT 

97.100.20  90/396/EWG CEN/TC 181  

52. PR/BAS EN 1949: 2008 
(1. izd.)(pr)(en)(26 str.) 

Specification for the installation of 
LPG-systems for habitation  purposes 
in leisure accommodation vehicles and 
other road  vehicles / Note: To be 
amended by EN 1949/prA1 (2004-12). 

EN 1949: 2002, 
IDT 

43.100 * 
97.200.30 

  CEN/TC 181  

53. PR/BAS EN 13785/AC: 2008 
(1. izd.)(pr)(en)(2 str.) 

Regulators with a capacity of up to and 
including 100 kg/h,  having a 
maximum nominal outlet pressure of 
up to and  including 4 bar, other than 
those covered by EN 12864 and  their 
associated safety devices for butane, 
propane or their  mixtures 

EN  13785/AC: 
2007, IDT 

23.060.40  90/396/EWG CEN/TC 181  

54. PR/BAS EN 14543+A1: 2008 
(2. izd)(pr)(en)(str.) 

Specification for dedicated liquefied 
petroleum gas appliances  - Parasol 
patio heaters - Flueless radiant 
heaters for outdoor  or amply 
ventilated area use 

EN  14543+A1: 
2007, IDT 

97.100.20 BAS EN 14543: 2007 90/396/EWG CEN/TC 181  

55. PR/BAS EN 1918-1: 2008 
(1. izd.)(pr)(en) 

Gas supply systems - Underground 
gas storage - Part 1:  Functional 
recommendations for storage in 
aquifers 

EN 1918-1:1998, 
IDT 

75.200   CEN/TC 234  

56. PR/BAS EN 1918-2: 2008 
(1. izd.)(pr)(en) 

Gas supply systems - Underground 
gas storage - Part 2:  Functional 
recommendations for storage in oil 
and gas fields 

EN  1918-2: 
1998, IDT 

75.200   CEN/TC 234  

57. PR/BAS EN 1918-3: 2008 
(1. izd.)(pr)(en) 

Gas supply systems - Underground 
gas storage - Part 3:  Functional 
recommendations for storage in 
solution-mined salt  caverns 

EN 1918-3: 
1998, IDT 

75.200   CEN/TC 234  

58. PR/BAS EN 1918-4: 2008 
(1. izd.)(pr)(en)(str.) 

Gas supply systems - Underground 
gas storage - Part 4:  Functional 
recommendations for storage in rock 
caverns 

EN  1918-4: 
1998, IDT 

75.200   CEN/TC 234  

59. PR/BAS EN 1918-5: 2008 
(1. izd.)(pr)(en)(str.) 

Gas supply systems - Underground 
gas storage - Part 5:  Functional 
recommendations for surface facilities 

EN 1918-5:1998, 
IDT 

75.200   CEN/TC 234  
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60. PR/BAS CEN/TS 15399: 2008 
(1. izd.)(pr)(en)(23 str.) 

Gas Supply Systems - Guidelines for 
Management systems  for Gas 
Distribution Network 

CEN/TS 15399 91.140.40   CEN/TC 234  

61. PR/BAS EN 334: 2008 
(1. izd.)(pr)(en)(93 str.) 

Gas pressure regulators for inlet 
pressures up to 100 bar 

EN 334: 2005, 
IDT 

23.060.40  97/23/EG CEN/TC 235  

62. PR/BAS EN 13787: 2008 
(1. izd.)(pr)(en)(9 str.) 

Elastomeres for gas pressure 
regulators and associated  safety 
devices for inlet pressures up to 100 
bar 

EN 13787: 2001, 
IDT 

23.060.40 
* 83.060 * 
83.140.50 

  CEN/TC 235  

63. PR/BAS EN 14800: 2008 
(1. izd.)(pr)(en)(61 str.) 

Corrugated safety metal hose 
assemblies for the connection  
domestic appliance using gaseous 
fuels 

EN 14800: 2007, 
IDT 

23.040.70   CEN/TC 236  

64. PR/BAS EN 12261/AC: 2008 
(1. izd.)(pr)(en)(1 str.) 

Gas meters - Turbine gas meters; 
Amendment AC 

EN 12261/AC: 
2003, IDT 

91.140.40   CEN/TC 237  

65. PR/BAS EN 12405-1/A1 : 2008 
(1. izd.)(pr)(en)(19 str.) 

Gas meters - Conversion devices - 
Part 1: Volume conversion 

EN 12405-
1/A1 :2006, IDT 

91.140.40  04/22/EG CEN/TC 237  

66. PR/BAS EN 14236 : 2008 
(1. izd.)(pr)(en)(81 str.) 

Ultrasonic domestic gas meters EN 14236: 2007, 
IDT 

91.140.40  04/22/EG CEN/TC 237  

67. PR/BAS EN 1160 : 2008 
(1. izd.)(pr)(en) 

Installations and equipment for 
liquefied natural gas - General  
characteristics of liquefied natural gas 

EN 1160 : 
1996,IDT 

75.180.01   CEN/TC 282  

68. PR/BAS EN 1473: 2008 
(1. izd.)(pr)(en)(134 str.) 

Installation and equipment for liquefied 
natural gas - Design of  onshore 
installations 

EN 1473:2007, 
IDT 

75.200   CEN/TC 282  

69. PR/BAS EN 1474: 2008 
(1. izd.)(pr)(en) 

Installation and equipment for liquefied 
natural gas - Design  and testing of 
loading/unloading arms 

EN 1474 : 1997, 
IDT 

75.200   CEN/TC 282  

70. PR/BAS EN 1532: 2008 
(1. izd.)(pr)(en) 

Installation and equipment for liquefied 
natural gas - Ship to  shore interface 

EN 1532: 1997, 
IDT 

75.200   CEN/TC 282  

71. PR/BAS EN 12065: 2008 
(1. izd.)(pr)(en)(str.) 

Installations and equipment for 
liquefied natural gas - Testing  of foam 
concentrates designed for generation 
of medium and  high expansion foam 
and of extinguishing powders used on  
liquefied natural gas fires 

EN 12065: 1997, 
IDT 

13.220.10 
* 
75.180.01 

  CEN/TC 282  

72. PR/BAS EN 12066: 2008 
(1. izd.)(pr)(en)(str.) 

Installations and equipment for 
liquefied natural gas - Testing  of 
insulating linings for liquefied natural 
gas impounding areas 

EN 12066:1997, 
IDT 

75.200   CEN/TC 282  
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73. PR/BAS EN 12308: 2008 
(1. izd.)(pr)(en) 

Installations and equipment for LNG - 
Suitability testing of  gaskets designed 
for flanged joints used on LNG piping 

EN 12308: 1998, 
IDT 

23.040.80 
* 75.200 

  CEN/TC 282  

74. PR/BAS EN 12838: 2008 
(1. izd.)(pr)(en)(34 str.) 

Installations and equipment for 
liquefied natural gas -  Suitability 
testing of LNG sampling systems 

EN 12838:2000, 
IDT 

75.200   CEN/TC 282  

75. PR/BAS EN 13645: 2008 
(1. izd.)(pr)(en)(29 str.) 

Installations and equipment for 
liquefied natural gas - Design of  
onshore installations with a storage 
capacity between 5 t and  200 t 

EN 13645: 2001, 
IDT 

75.200   CEN/TC 282  

76. PR/BAS EN 12542/A1: 2008 
(1.izd)(pr)(en)(12 str.) 

Static welded steel cylindrical tanks, 
serially produced for the  storage of 
Liquified Petroleum Gas (LPG) having 
a volume not  greater than 13 
m<(hoch)3> and for installation above 
ground -  Design and manufacture 

EN  12542/A1: 
2004, IDT 

23.020.30  97/23/EG CEN/TC 286  

77. PR/BAS EN 13153/A1 : 2008 
(1. izd.)(pr)(en)(5 str.) 

Specification and testing of LPG 
cylinder valves, manually  operated; 
Amendment A1 

EN  13153/A1: 
2003, IDT 

23.060.40   CEN/TC 286  

78. PR/BAS EN 13175+A2: 2008 
(1. izd.)(pr)(en)(30 str.) 

LPG equipment and accessories - 
Specification and testing for  Liquefied 
Petroleum Gas (LPG) tank valves and 
fittings 

EN 13175+A2: 
2007, IDT 

23.060.01   CEN/TC 286  

79. PR/BAS EN 13799/AC: 2008 
(1. izd.)(pr)(en)(str.4) 

Contents gauges for LPG tanks EN 13799/AC: 
2007, IDT 

23.020.30   CEN/TC 286  

80. PR/BAS EN 13953+A1: 2008 
(1. izd)(pr)(en)(str.) 

LPG equipment and accessories - 
Pressure relief valves for  
transportable refillable cylinders for 
Liquefied Petroleum Gas  (LPG) 

EN 13953+A1: 
2007, IDT 

23.060.40   CEN/TC 286  

81. PR/BAS EN 14140+A1: 2008 
(1. izd.)(pr)(en)(45 str.) 

LPG equipment and accessories - 
Transportable refillable  welded steel 
cylinders for LPG - Alternative design 
and  construction 

EN 14140+A1: 
2006, IDT 

23.020.30   CEN/TC 286  

82. PR/BAS EN 14893: 2008 
(1. izd)(pr)(en)(56 str.) 

LPG equipment and accessories - 
Transportable Liquefied  Petroleum 
Gas (LPG) welded steel pressure 
drums with a  capacity between 150 
litres and 1000 litres 

EN 14893: 2006, 
IDT 

23.020.30   CEN/TC 286  
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83. PR/BAS EN 14893/AC: 2008 
(1. izd.)(pr)(en)(2 str.) 

LPG equipment and accessories - 
Transportable Liquefied  Petroleum 
Gas (LPG) welded steel pressure 
drums with a  capacity between 150 
litres and 1000 litres 

EN 14893/AC: 
2007, IDT 

23.020.30   CEN/TC 286  

84. PR/BAS EN 15202: 2008 
(1. izd.)(pr)(en)(43 str.) 

LPG equipment and accessories - 
Essential operational  dimensions for 
LPG cylinder valve outlet and 
associated  equipment connections 

EN 15202: 2006, 
IDT 

23.060.40   CEN/TC 286  

85. PR/BAS EN 1458-1: 2008 
(1. izd.)(pr)(en)(114 str.) 

Domestic direct gas-fired tumble 
dryers of types  B<(Index)22D> and 
B<(Index)23D>, of nominal heat input 
not  exceeding 6 kW - Part 1: Safety 

EN 1458-1: 
1999, IDT 

97.060  90/396/EWG CEN/TC 299  

86. PR/BAS EN 1458-2: 2008 
(1. izd.)(pr)(en)(14 str.) 

Domestic direct gas-fired tumble 
dryers of types B22D and  B23D, of 
nominal heat input not exceeding 6 
kW - Part 2:  Rational use of energy 

EN 1458-2: 
1999, IDT 

97.060  90/396/EWG CEN/TC 299  

87. PR/BAS EN 12244-1: 2008 
(1. izd.)(pr)(en)(str.) 

Direct gas-fired washing machines of 
heat input not exceeding  20 kW - Part 
1: Safety 

EN  12244-1: 
1998, IDT 

97.060  90/396/EWG CEN/TC 299  

88. PR/BAS EN 12244-2: 2008 
(1. izd.)(pr)(en) 

Direct gas-fired washing machines of 
heat input not exceeding  20 kW - Part 
2: Rational use of energy 

EN 12244-2: 
1998, IDT 

97.060  90/396/EWG CEN/TC 299  

89. PR/BAS EN 12752-1: 2008 
(1. izd.)(pr)(en)(114 str.) 

Gas-fired type B tumble dryers of 
nominal heat input not  exceeding 20 
kW - Part 1: Safety 

EN 12752-1: 
1999, IDT 

97.060  90/396/EWG CEN/TC 299  

90. PR/BAS EN 12752-2: 2008 
(1. izd.)(pr)(en)(10 str.) 

Gas-fired type B tumble dryers of 
nominal heat input not  exceeding 20 
kW - Part 2: Rational use of energy 

EN 12752-2: 
1999, IDT 

97.060  90/396/EWG CEN/TC 299  

91. PR/BAS EN ISO 6141 : 2008 
(1. izd.)(pr)(en)(10 str.) 

Gas analysis - Requirements for 
certificates for calibration  gases and 
gas mixtures (ISO 6141:2000) 

EN ISO 6141: 
2006, IDT* 
ISO 6141: 2000, 
IDT 

71.040.40   CEN  

92. PR/BAS EN ISO 6142: 2008 
(1. izd.)(pr)(en)(42 str.) 

Gas analysis - Preparation of 
calibration gas mixtures -  Gravimetric 
method (ISO 6142:2001) 

EN  ISO  6142: 
2006, IDT * ISO 
6142: 2001, IDT 

71.040.40   CEN  

93. PR/BAS EN ISO 6143: 2008 
(1. izd.)(pr)(en)(37 str.) 

Gas analysis - Comparison methods 
for determining and  checking the 
composition of calibration gas mixtures 
(ISO  6143:2001) 

EN  ISO  6143: 
2006, IDT* ISO 
6143: 2001, IDT 

71.040.40   CEN  
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94. PR/BAS EN ISO 6144: 2008 
(1. izd.)(pr)(en)(str.) 

Gas analysis - Preparation of 
calibration gas mixtures - Static  
volumetric method (ISO 6144:2003) 

EN  ISO  6144: 
2006, IDT 
 * ISO 6144: 
2003 

71.040.40   CEN  

95. PR/BAS ISO 6145-1: 2008 
(1. izd.)(pr)(en)(32 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 1: 
Methods of calibration 

ISO 6145-1: 
2003, IDT 

71.040.40   ISO/TC 158  

96. PR/BAS ISO 6145-2: 2008 
(1. izd.)(pr)(en)(8 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 2: 
Volumetric pumps 

ISO 6145-2: 
2001, IDT 

71.040.40   ISO/TC 158  

97. PR/BAS ISO 6145-4: 2008 
(1. izd.)(pr)(en)(15 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 4: 
Continuous syringe  injection method 

ISO 6145-4: 
2004, IDT 

71.040.40   ISO/TC 158  

98. PR/BAS ISO 6145-5: 2008 
(1. izd.)(pr)(en)(10 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 5: 
Capillary calibration  devices 

ISO 6145-5: 
2001, IDT 

71.040.40   ISO/TC 158  

99. PR/BAS ISO 6145-6: 2008 
(1. izd.)(pr)(en)(str.11)  

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 6: 
Critical orifices 

ISO 6145-6: 
2003, IDT 

71.040.40   ISO/TC 158  

100. PR/BAS ISO 6145-7: 2008 
(1. izd.)(pr)(en)(12 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 7: 
Thermal mass-flow  controllers 

ISO 6145-7: 
2001, IDT 

71.040.40   ISO/TC 158  

101. PR/BAS ISO 6145-8: 2008 
(1. izd.)(pr)(en)(19 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 8: 
Diffusion method 

ISO  6145-8: 
2005, IDT 

71.040.40   ISO/TC 158  

102. PR/BAS ISO 6145-9: 2008 
(1. izd.)(pr)(en)(13 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 9: 
Saturation method 

ISO 6145-9: 
2001, IDT 

71.040.40   ISO/TC 158  

103. PR/BAS ISO 6145-9: 2008 
Technical Corrigendum 1 
(1. izd.)(pr)(en)(1 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 9: 
Saturation method;  Technical 
Corrigendum 1 

ISO  6145-9 
Technical 
Corrigendum 1: 
2002, IDT 

71.040.40   ISO/TC 158  
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104. PR/BAS ISO 6145-10: 2008 
(1. izd.)(pr)(en)(16 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 10: 
Permeation method 

ISO  6145-10: 
2002, IDT 

71.040.40   ISO/TC 158  

105. PR/BAS ISO 6145-11: 2008 
(1. izd.)(pr)(en)(14 str.) 

Gas analysis - Preparation of 
calibration gas mixtures using  
dynamic volumetric methods - Part 11: 
Electrochemical  generation 

ISO 6145-11: 
2005, IDT 

71.040.40   ISO/TC 158  

106. PR/BAS EN ISO 6326-3: 2008 
(1. izd.)(pr)(en) 

Natural gas - Determination of sulfur 
compounds - Part 3:  Determination of 
hydrogen sulfide, mercaptan sulfur 
and  carbonyl sulfide sulfur by 
potentiometry (ISO 6326-3:1989) 

EN ISO 6326-3 : 
1997, IDT 
* ISO 6326-
3:1989 

75.060   CEN  

107. PR/BAS EN ISO 6326-5: 2008 
(1. izd.)(pr)(en) 

Natural gas - Determination of sulfur 
compounds - Part 5:  Lingener 
combustion method (ISO 6326-
5:1989) 

EN ISO 6326-5 : 
1997, IDT 
*ISO 6326-
5:1989 

75.060   CEN  

108. PR/BAS ISO 6327: 2008 
(1. izd.)(pr)(en)(5 str.) 

Gas analysis; Determination of the 
water dew point of natural  gas; 
Cooled surface condensation 
hygrometers 

ISO 6327: 1981, 
IDT 

71.040.40   ISO/TC 158  

109. PR/BAS ISO 7504: 2008 
(1. izd.)(pr)(en)(27 str.) 

Gas analysis - Vocabulary ISO 7504 : 2001, 
IDT 

01.040.71 
* 
71.040.40 

  ISO/TC 158  

110. PR/BAS ISO/TS 14167 : 2008 
(1. izd.)(pr)(en)(23 str.) 

Gas analysis - General quality 
assurance aspects in the use  of 
calibration gas mixtures - Guidelines 

ISO/TS 14167 : 
2003, IDT 

71.040.40   ISO/TC 158  

111. PR/BAS EN ISO 14912: 2008 
(1. izd.)(pr)(en)(63 str.) 

Gas analysis - Conversion of gas 
mixture composition data  (ISO 
14912:2003) 

EN ISO 14912: 
2006, IDT  
* ISO 14912 : 
2003, IDT 

71.040.40   CEN  

112. PR/BAS ISO 14912 Technical 
Corrigendum 1: 2008 
(1. izd.)(pr)(en)(5 str.) 

Gas analysis - Conversion of gas 
mixture composition data;  Technical 
Corrigendum 1 

ISO 14912 
Technical 
Corrigendum 
1 :2006, IDT  

71.040.40   ISO/TC 158  

113. PR/BAS EN ISO 15761 : 2008 
(1. izd.)(pr)(en)(41 str.) 

Steel gate, glob and check valves for 
sizes DN 100 and  smaller, for the 
petroleum and natural gas industries 
(ISO  15761:2002) 

EN ISO 15761 : 
2002, IDT 
* ISO 
15761:2002 

75.180.20   CEN  

114. PR/BAS ISO 15796: 2008 
(1. izd.)(pr)(en)(33 str.) 

Gas analysis - Investigation and 
treatment of analytical bias 

ISO 15796: 
2005, IDT 

71.040.40   ISO/TC 158  
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115. PR/BAS ISO 16664: 2008 
(1. izd.)(pr)(en)(17 str.) 

Gas analysis - Handling of calibration 
gases and gas mixtures  - Guidelines 

ISO  16664: 
2004, IDT 

71.040.40   ISO/TC 158  

116. PR/BAS ISO 23550: 2008 
(1. izd.)(pr)(en)(37 str.) 

Safety and control devices for gas 
burners and gas-burning  appliances - 
General requirements 

ISO 23550: 
2004, IDT 

27.060.20   ISO/TC 161  

117. PR/BAS ISO 23551-1: 2008 
(1. izd.)(pr)(en)(18 str.) 

Safety and control devices for gas 
burners and gas-burning  appliances - 
Particular requirements - Part 1: 
Automatic valves 

ISO 23551-1: 
2006, IDT 

23.060.40 
* 
27.060.20 

  ISO/TC 161  

118. PR/BAS ISO 23551-2: 2008 
(1. izd.)(pr)(en)(38 str.) 

Safety and control devices for gas 
burners and gas-burning  appliances - 
Particular requirements - Part 2: 
Pressure  regulators 

ISO 23551-2: 
2006, IDT 

23.060.40 
* 
27.060.20 

  ISO/TC 161  

119. PR/BAS ISO 23551-3: 2008 
(1. izd.)(pr)(en)(10 str.) 

Safety and control devices for gas 
burners and gas-burning  appliances - 
Particular requirements - Part 3: 
Gas/air ratio  controls, pneumatic type 

ISO 23551-3 : 
2005, IDT 

27.060.20   ISO/TC 161  

120. PR/BAS ISO 23551-4: 2008 
(1. izd.)(pr)(en)(15 str.) 

Safety and control devices for gas 
burners and gas-burning  appliances - 
Particular requirements - Part 4: Valve-
proving  systems for automatic shut-off 
valves 

ISO 23551-4 : 
2005, IDT 

27.060.20   ISO/TC 161  

121. PR/BAS ISO 6326-1: 2008 
(1. izd.)(pr)(en)(5 str.) 

Natural gas - Determination of sulfur 
compounds - Part 1:  General 
introduction 

ISO 6326-1: 
2007, IDT 

75.060   ISO/TC 193  

122. PR/BAS EN ISO 6570: 2008 
(1. izd.)(pr)(en)(25 str.) 

Natural gas - Determination of 
potential hydrocarbon liquid  content - 
Gravimetric methods (ISO 6570:2001) 

EN  ISO  6570: 
2004, IDT 
* ISO 
6570:2001,IDT  

75.060   CEN  

123. PR/BAS ISO 6974-6 Technical 
Corrigendum 1: 2008 
(1. izd.)(pr)(en)(2 str.) 

Natural gas - Determination of 
composition with defined  uncertainty 
by gas chromatography - Part 6: 
Determination of  hydrogen, helium, 
oxygen, nitrogen, carbon dioxide and  
C<(Index)1> to C<(Index)8> 
hydrocarbons using three  capillary 
columns; Technical Corrigendum 1 

ISO  6974-6 
Technical 
Corrigendum 1 : 
2003, IDT 

75.060   ISO/TC 193  

124. PR/BAS EN ISO 6975: 2008 
(1. izd.)(pr)(en)(30 str.) 

Natural gas - Extended analysis - Gas-
chromatographic  method (ISO 
6975:1997) 

EN ISO 6975: 
2005, IDT * ISO 
6975 : 1997, IDT 

75.060   CEN  
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125. PR/BAS EN ISO 6976: 2008 
(1. izd.)(pr)(en)(str.) 

Natural gas - Calculation of calorific 
values, density, relative  density and 
Wobbe index from composition (ISO 
6976:1995  including Corrigendum 
1:1997, Corrigendum 2:1997 and  
Corrigendum 3:1999) 

EN ISO 6976: 
2005,IDT 
* ISO 6976:1995  
including 
Corrigendum 
1:1997, 
Corrigendum 
2:1997 and  
Corrigendum 
3:1999 

75.060 BAS ISO 6976: 2004  CEN  

126. PR/BAS ISO 6976 Technical 
Corrigendum 2: 2008 
(1. izd.)(pr)(en)(1 str.) 

Natural gas - Calculation of calorific 
values, density, relative  density and 
Wobbe index from composition; 
Technical  Corrigendum 2 

ISO  6976 
Technical 
Corrigendum 2: 
1997, IDT 

75.060   ISO/TC 193  

127. PR/BAS ISO 6976 Technical 
Corrigendum 3: 2008 
(1. izd.)(pr)(en)(1 str.) 

Natural gas - Calculation of calorific 
values, density, relative  density and 
Wobbe index from composition; 
Technical  Corrigendum 3 

ISO  6976 
Technical 
Corrigendum 3: 
1999, IDT 

75.060   ISO/TC 193  

128. PR/BAS EN  ISO 6978-1 : 2008 
(1. izd.)(pr)(en)(21 str.) 

Natural gas - Determination of mercury 
- Part 1: Sampling of  mercury by 
chemisorption on iodine (ISO 6978-
1:2003 ) 

EN  ISO  6978-1: 
2005, IDT* ISO 
6978-1: 2003, 
IDT 

75.060   CEN  

129. PR/BAS EN ISO 6978-2: 2008 
(1. izd.)(pr)(en)(23 str.) 

Natural gas - Determination of mercury 
- Part 2: Sampling of  mercury by 
amalgamation on gold/platinum alloy 
(ISO 6978-  2:2003) 

EN  ISO  6978-2: 
2005, IDT  
* ISO 6978-2: 
2003, IDT 

75.060   CEN  

130. PR/BAS EN ISO 10101-1: 2008 
(1. izd.)(pr)(en) 

Natural gas - Determination of water 
by the Karl Fischer  method - Part 1: 
Introduction (ISO 10101-1:1993) 

EN  ISO  10101-
1: 1998, IDT  
* ISO 10101-1: 
1993, IDT 

75.060   CEN  

131. PR/BAS EN ISO 10101-2: 2008 
(1. izd.)(pr)(en) 

Natural gas - Determination of water 
by the Karl Fischer  method - Part 2: 
Titration procedure (ISO 10101-
2:1993) 

EN  ISO  10101-
2: 1998, IDT 
* ISO 10101-2: 
1993, IDT 

75.060   CEN  

132. PR/BAS EN ISO 10101-3: 2008 
(1. izd.)(pr)(en) 

Natural gas - Determination of water 
by the Karl Fischer  method - Part 3: 
Coulometric procedure (ISO 10101-
3:1993) 

EN  ISO  10101-
3: 1998, IDT 
* ISO 10101-
3:1993 

75.060   CEN  

133. PR/BAS EN ISO 10715: 2008 
(1. izd.)(pr)(en)(49 str.) 

Natural gas - Sampling guidelines 
(ISO 10715:1997) 

EN  ISO  10715: 
2000, IDT * ISO 
10715: 1997, IDT 

75.060   CEN  



 Registarski broj dokumenta: BAS/TC 31-158 

Red. 
br.  

Referentni broj BAS 
standarda 

(izdanje)(metoda preuzimanja) 
(jezik) (br. strana) 

Naziv na jeziku izvornog 
dokumenta 

Referentni broj 
izvornog 

dokumenta 
ICS 

Referentni broj 
va�e � eg standarda u 

BiH 

Harmoniziran sa 
direktivom 

Izdao izvorni 
dokument 

Kvartal  

 

  ZO – B 31-2/06 14/16 

134. PR/BAS EN ISO 10723 : 2008 
(1. izd.)(pr)(en)(54 str.) 

Natural gas - Performance evaluation 
for on-line analytical  systems (ISO 
10723:1995) 

EN  ISO  10723: 
2002, IDT* ISO 
10723: 1995, IDT 

75.060   CEN  

135. PR/BAS EN  ISO  10723/AC : 
2008 
(1. izd.)(pr)(en)(1 str.) 

Natural gas - Performance evaluation 
for on-line analytical  systems (ISO 
10723:1995) 

EN  ISO  
10723/AC: 2004, 
IDT 

75.060   CEN  

136. PR/BAS ISO 10723 Technical 
Corrigendum 1: 2008 
(1. izd.)(pr)(en)(2 str.) 

Natural gas - Performance evaluation 
for on-line analytical  systems; 
Technical Corrigendum 1 

ISO  10723 
Technical 
Corrigendum 1: 
1998, IDT 

75.060   ISO/TC 193  

137. PR/BAS EN ISO 11541: 2008 
(1. izd.)(pr)(en)(11 str.) 

Natural gas - Determination of water 
content at high pressure  (ISO 
11541:1997) 

EN  ISO  11541: 
2002, IDT  
*ISO 11541:1997 

75.060   CEN  

138. PR/BAS ISO 12213-1: 2008 
(2. izd.)(pr)(en)(13 str.) 

Natural gas - Calculation of 
compression factor - Part 1:  
Introduction and guidelines 

ISO  12213-1: 
2006, IDT 

75.060 BAS ISO 12213-1: 
2004 

 ISO/TC 193  

139. PR/BAS ISO 12213-2: 2008 
(2. izd.)(pr)(en)(32 str.) 

Natural gas - Calculation of 
compression factor - Part 2:  
Calculation using molar-composition 
analysis 

ISO  12213-2: 
2006, IDT 

75.060 BAS ISO 12213-2: 
2004 

 ISO/TC 193  

140. PR/BAS ISO 12213-3: 2008 
(2. izd.)(pr)(en)(38 str.) 

Natural gas - Calculation of 
compression factor - Part 3:  
Calculation using physical properties 

ISO  12213-3: 
2006, IDT 

75.060 BAS ISO 12213-3: 
2004 

 ISO/TC 193  

141. PR/BAS EN ISO 13443: 2008 
(1. izd.)(pr)(en)(16 str.) 

Natural gas - Standard reference 
conditions (ISO 13443:1996  including 
Corrigendum 1:1997) 

EN  ISO  13443 
2005,IDT* ISO 
13443:1996  
including 
Corrigendum 
1:1997, IDT 

75.060 BAS ISO 13443 : 2004    

142. PR/BAS ISO 13443 Technical 
Corrigendum 1 : 2008 
(1. izd.)(pr)(en)(2 str.) 

Natural gas - Standard reference 
conditions; Technical  Corrigendum 1 / 
Note: Correction in the french text only 

ISO  13443 
Technical 
Corrigendum 1 

75.060   ISO/TC 193  

143. PR/BAS EN ISO 13734 : 2008 
(1. izd.)(pr)(en)(11 str.)  
 

Natural gas - Organic sulfur 
compounds used as odorants -  
Requirements and test methods (ISO 
13734:1998) 

EN  ISO  13734: 
2000, IDT * ISO 
13734: 1998, IDT 

75.060   CEN  

144. PR/BAS ISO 13734 Technical 
Corrigendum 1 : 2008 
(1. izd.)(pr)(en)(2 str.) 

Natural gas - Organic sulfur 
compounds used as odorants -  
Requirements and test methods; 
Technical Corrigendum 1 

ISO  13734 
Technical 
Corrigendum 1: 
1999, IDT 

75.060   ISO/TC 193  
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145. PR/BAS EN ISO 14111: 2008 
(1. izd.)(pr)(en) 

Natural gas - Guidelines for traceability 
in analysis (ISO  14111:1997) 

EN  ISO  14111: 
1999, IDT* ISO 
14111: 1997, IDT 

75.060   CEN  

146. PR/EN ISO 14532: 2008 
(1. izd.)(pv)(en)(47 str.) 

Natural gas - Vocabulary (ISO 
14532:2001 including  Corrigendum 
1:2002) 

EN  ISO  
14532:2005,IDT* 
ISO 14532:2001 
including  
Corrigendum 
1:2002,IDT 

01.040.75 
* 75.060 

  CEN  

147. PR/BAS ISO 14532 Technical 
Corrigendum 1: 2008 
(1. izd)(pr)(en)(1 str. ) 

Natural gas - Vocabulary; Technical 
Corrigendum 1 

ISO  14532 
Technical 
Corrigendum 1 : 
2002, IDT 

01.040.75 
* 75.060 

  ISO/TC 193  

148. PR/BAS ISO 15403-1 : 2008 
(1. izd.)(pr)(en)(24 str.) 

Natural gas - Natural gas for use as a 
compressed fuel for  vehicles - Part 1: 
Designation of the quality 

ISO  15403-1: 
2006, IDT 

75.060   ISO/TC 193  

149. PR/BAS ISO/TS 16922 : 2008 
(1. izd)(pr)(en)(12 str.) 

Natural gas - Guidelines for odorizing 
gases 

ISO/TS  16922: 
2002, IDT 

75.060   ISO/TC 193  

150. PR/BAS EN ISO 18453: 2008 
(1. izd.)(pr)(en)(27 str.) 

Natural gas - Correlation between 
water content and water dew  point 
(ISO 18453:2004) 

EN  ISO  18453: 
2005, IDT* ISO 
18453: 2004, IDT 

75.060   CEN  

151. PR/BAS EN ISO 19739: 2008 
(1. izd.)(pr)(en)(str.) 

Natural gas - Determination of sulfur 
compounds using gas  
chromatography (ISO 19739:2004) 

EN ISO 19739: 
2004, IDT* ISO 
19739: 2004, IDT 

75.060   CEN  

152. PR/BAS  EN ISO 20765-1: 
2008 
(1. izd.)(pr)(en)(58 str.) 

Natural gas - Determination of sulfur 
compounds using gas  
chromatography (ISO 19739:2004) 

EN  ISO  19739: 
2005, IDT * ISO 
19739: 2004, IDT 

75.060   CEN  

153. PR/BAS ISO 23874: 2008 
(1. izd.)(pr)(en)(26 str.) 

Natural gas - Gas chromatographic 
requirements for  hydrocarbon 
dewpoint calculation 

ISO  23874: 
2006, IDT 

75.060   ISO/TC 193  
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