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1. PR/BAS EN ISO 1: 2008  
(1. izd.)(pr)(en)(str. 5) 

Geometrical Product 
Specifications (GPS) - 
Standard  reference 
temperature for 
geometrical product 
specifications  and 
verification (ISO 
1:2002) / Note: 
Endorsement notice 

EN ISO 1: 2002, IDT; 
ISO 1: 2002, IDT 

17.040.30   CEN/TC 290  

2. PR/BAS EN ISO 463: 2008  
(1.izd)(pr)(en)(str. 16) 

Geometrical Product 
Specifications (GPS) - 
Dimensional  
measuring equipment - 
Design and 
metrological  
characteristics of 
mechanical dial gauges 
(ISO 463:2006) 

EN ISO 463: 2006, IDT; 
ISO 463: 2006, IDT 

17.040.30   CEN/TC 290  
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3. PR/BAS EN ISO 1101: 2008  
(1. izd.)(pr)(en)(str.62) 

Geometrical Product 
Specifications (GPS) - 
Geometrical  
tolerancing - 
Tolerances of form, 
orientation, location and 
run- out (ISO 
1101:2004) 

EN ISO 1101: 2005, IDT; 
ISO 1101: 2004, IDT 

01.100.20* 
17.040.30 

  CEN/TC 290  

4. PR/BAS EN ISO 1119: 2008  
(1. izd.)(pr)(en)(str.8) 

Geometrical Product 
Specifications (GPS) - 
Series of conical  tapers 
and taper angles (ISO 
1119:1998) 

EN ISO 1119: 2002, IDT; 
ISO 1119: 1998,IDT 

17.040.30   CEN/TC 290  

5. PR/BAS EN ISO 1302: 2008  
(1. izd.)(pr)(en)(str. 49) 

Geometrical Product 
specification (GPS) - 
Indication of  surface 
texture in technical 
product documentation 
(ISO  1302:2002) 

EN ISO 1302: 2002, IDT; 
ISO  1302:2002, IDT 

01.100.01* 
17.040.30 

  CEN/TC 290  

6. PR/BAS EN ISO 1660: 2008  
(1. izd.)(pr)(en) 

Technical drawings - 
Dimensioning and 
tolerancing of profiles  
(ISO 1660:1987) 

EN ISO 1660: 1995,IDT; 
ISO 1660: 1987, IDT 

01.100.01   CEN/TC 290  

7. PR/BAS EN ISO 2538: 2008  
(1. izd.)(pr)(en)(str.11) 

Geometrical product 
specifications (GPS) - 
Series of angles  and 
slopes on prisms (ISO  
1302:2002 

EN ISO 2538: 2003, IDT; 
ISO  1302:2002 

17. 040.30   CEN/TC 290  

8. PR/BAS EN ISO 3274: 2008  
(1. izd.)(pr)(en) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profile 
method - Nominal 
characteristics of 
contact (stylus)  
instruments (ISO 
3274:1996 

EN ISO 3274: 1997, IDT; 
ISO 3274:1996 

17. 040.30   CEN/TC 290  

9. PR/BAS EN ISO 3650: 2008  
(1. izd.)(pr)(en) 

Geometrical product 
specifications (GPS) - 
Length standards -  
Gauge blocks (ISO 
3650:1998) 

EN ISO 3650: 1998, IDT 
ISO 3650:1998, IDT 

17.040.30   CEN/TC 290  
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10. PR/BAS EN ISO 4228: 2008  
(1. izd)(pr)(en) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profile 
method - Rules and 
procedures for the 
assessment of  surface 
texture (ISO 
4288:1996) 

EN ISO 4288: 1997, IDT; 
ISO 4288:1996) 

17.040.30   CEN/TC 290  

11. PR/BAS EN ISO 5436-1: 2008  
(1. izd.)(pr)(en)(str.16) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profile 
method; Measurement 
standards - Part 1: 
Material  measures 
(ISO 5436-1:2000) 

EN ISO 5436-1: 2000, IDT; 
ISO 5436-1:2000, IDT 

17.040.30   CEN/TC 290  

12. PR/BAS EN ISO 5436-2: 2008  
(1. izd.)(pr)(en)(str.16) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profile 
method; Measurement 
standards - Part 2: 
Software  measurement 
standards (ISO 5436-
2:2001) 

EN ISO 5436-2: 2001, IDT; 
ISO 5436-2:2001, IDT 

17.040.30   CEN/TC 290  

13. PR/BAS EN ISO 5458: 2008  
(1. izd.)(pr)(en) 

Geometrical product 
specifications (GPS) - 
Geometrical  
tolerancing - Positional 
tolerancing (ISO 
5458:1998) 

EN ISO 5458: 1998, IDT; 
ISO 5458:1998 

01.100.20* 
17.040.30 

  CEN/TC 290  

14. PR/BAS EN ISO 8785: 2008  
(1. izd.)(pr)(en)(str. 14) 

Geometrical product 
specifications (GPS) - 
Surface  imperfections - 
Terms, definitions and 
parameters (ISO  
8785:1998) 

EN ISO 8785:1999, IDT; 
ISO  8785:1998, IDT 

01.040.17* 
17.040.30 

  CEN/TC 290  
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15. PR/BAS EN ISO 10360-1: 2008  
(1. izd.)(pr)(en)(str.30) 

Geometrical Product 
Specifications (GPS) - 
Acceptance and  
reverification tests for 
coordinate measuring 
machines (CMM) -  Part 
1: Vocabulary (ISO 
10360-1:2000) 

EN ISO 10360-1: 2000, 
IDT; ISO 10360-1:2000, 
IDT 

01.040.17* 
17.040.30 

  CEN/TC 290  

16. PR/BAS EN ISO 10360-1/AC: 
2008  
(1. izd.)(pr)(en)(str.1) 

Geometrical Product 
Specifications (GPS) - 
Acceptance and  
reverification tests for 
coordinate measuring 
machines (CMM) -  Part 
1: Vocabulary (ISO 
10360-
1:2000/Cor.1:2002);  
Amendment AC 

EN ISO 10360-1/AC: 2002, 
IDT; ISO 10360-
1:2000/Cor.1:2002, IDT 

01.040.17* 
17.040.30 

  CEN/TC 290  

17. PR/BAS EN ISO 10360-2: 2008 
(1. izd.)(pr)(en)(str. 14) 

Geometrical Product 
Specifications (GPS) - 
Acceptance and  
reverification tests for 
coordinate measuring 
machines (CMM) -  Part 
2: CMMs used or 
measuring size (ISO 
10360-2:2001) /  Note: 
To be replaced by prEN 
ISO 10360-2 (2005-12). 

EN ISO 10360-2:2001, 
IDT; ISO 10360-2:2001, 
IDT 

17.040.30   CEN/TC 290  

18. PR/BAS EN ISO 10360-3: 2008 
(1. izd.)(pr)(en)(str.13) 

Geometrical Product 
Specifications (GPS) - 
Aceptance and  
reverification tests for 
coordinate measuring 
machines (CMM) -  Part 
3: CMMs with a axis of 
a rotary table as the 
fourth axis  (ISO 10360-
3:2000) 

EN ISO 10360-3: 2000, 
IDT; ISO 10360-3:2000, 
IDT 

17.040.30   CEN/TC 290  
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19. PR/BAS EN ISO 10360-4: 2008  
(1. izd.)(pr)(en)(str.10) 

Geometrical Product 
Specifications (GPS) - 
Aceptance and  
reverification tests for 
coordinate measuring 
machines (CMM) -  Part 
4: CMMs used in 
scanning measuring 
mode (ISO 10360- 
4:2000) 

EN ISO 10360-4: 2000, 
IDT; ISO 10360- 4:2000, 
IDT 

17.040.30   CEN/TC 290  

20. PR/BAS EN ISO 10360-4/AC: 
2008  
(1. izd.)(pr)(en)(str. 1) 

Geometrical Product 
Specifications (GPS) - 
Aceptance and  
reverification tests for 
coordinate measuring 
machines (CMM) -  Part 
4: CMMs used in 
scanning measuring 
mode (ISO 10360- 
4:2000/Cor.1:2002); 
Amendment AC 

EN ISO 10360-4/AC: 2002, 
IDT; ISO 10360- 
4:2000/Cor.1:2002, IDT 

17.040.30   CEN/TC 290  

21. PR/BAS EN ISO 10360-5: 2008  
(1. izd.)(pr)(en)(str. 13) 

Geometrical Product 
Specifications (GPS) - 
Acceptance and  
reverification tests for 
coordinate measuring 
machines (CMM) -  Part 
5: CMMs using 
multiple-stylus probing 
systems (ISO  10360-
5:2000) 

EN ISO 10360-5: 2000, 
IDT; ISO  10360-5:2000, 
IDT 

17.040.30   CEN/TC 290  

22. PR/BAS EN ISO 10360-6: 2008  
(1. izd.)(pr)(en)(str. 23) 

Geometrical Product 
Specifications (GPS) - 
Acceptance and  
reverification tests for 
coordinate measuring 
machines (CMM) -  Part 
6: Estimation of errors 
in computing Gaussian 
associated  features 
(ISO  10360-5:2000)) 

EN ISO 10360-6: 2001, 
IDT; ISO  10360-5:2000, 
IDT 

17.040.30   CEN/TC 290  
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23. PR/BAS EN ISO 11562: 2008  
(1. izd.)(pr)(en) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profile 
method - Metrological 
characteristics of phase 
correct  filters (ISO 
11562:1996) 

EN ISO 11562: 1997, IDT 17.040.30   CEN/TC 290  

24. PR/BAS EN ISO 12085: 2008  
(1. izd.)(pr)(en) 

Geometrical Product 
Specification (GPS) - 
Surface texture:  Profile 
method - Motif 
parameters (ISO 
12085:1996) 

EN ISO 12085:1997, IDT; 
ISO 12085:1996, IDT 

17.040.30   CEN/TC 290  

25. PR/BAS EN ISO 12179: 2008  
(1. izd.)(pr)(en)(str.16) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profil 
method - Calibration of 
contact (stylus) 
instruments (ISO  
12179:2000) 

EN ISO 12179: 2000, IDT; 
ISO  12179:2000, IDT 

17.040.30   CEN/TC 290  

26. PR/BAS EN ISO 13565-1: 2008  
(1. izd.)(pr)(en) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profile 
method - Surfaces 
having stratified 
functional properties  - 
Part 1: Filtering and 
general measurement 
conditions (ISO  13565-
1:1996) 

EN ISO 13565-1: 1997, 
IDT; ISO  13565-1:1996, 
IDT 

17.040.30   CEN/TC 290  

27. PR/BAS EN ISO 13565-2: 2008  
(1. izd.)(pr)(en) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profile 
method - Surfaces 
having stratified 
functional properties  - 
Part 2: Height 
characterization using 
the linear material ratio  
curve (ISO 13565-
2:1996) 

EN ISO 13565-2: 1997, 
IDT; ISO 13565-2:1996, 
IDT 

17.040.30   CEN/TC 290  
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28. PR/BAS EN ISO 13565-3: 2008  
(1. izd.)(pr)(en)(str.21) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profile 
method; surfaces 
having stratified 
functional properties -  
Part 3: Height 
characterization using 
the material probability  
curve (ISO 13565-
3:1998) 

EN ISO 13565-3: 2000, 
IDT; ISO 13565-3:1998, 
IDT 

17.040.30   CEN/TC 290  

29. PR/BAS EN ISO 14253-1: 2008  
(1. izd.)(pr)(en) 

Geometrical Product 
Specifications (GPS) - 
Inspection by  
measurement of 
workpieces and 
measuring equipment - 
Part  1: Decision rules 
for proving 
conformance or non-
conformance  with 
specifications (ISO 
14253-1:1998) 

EN ISO 14253-1: 1998, 
IDT; ISO 14253-1:1998, 
IDT 

17.040.30   CEN/TC 290  

30. PR/BAS CR ISO 14638: 2008  
(1. izd.)(pr)(en)(str.27) 

Geometrical product 
specification (GPS) - 
Masterplan (ISO/TR  
14638:1995) 

CR ISO 14638: 1996, IDT; 
ISO/TR  14638:1995, IDT 

17.040.30   CEN/TC 290  

31. PR/BAS EN ISO 14660-1: 2008  
(1.izd.)(pr)(en)(str.6) 

Geometrical Product 
Specifications (GPS) - 
Geometrical  features - 
Part 1: General terms 
and definitions (ISO 
14660- 1:1999) 

EN ISO 14660-1: 1999, 
IDT; ISO 14660- 1:1999, 
IDT 

01.040.17* 
01.100.20* 
17.040.30 

  CEN/TC 290  
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32. PR/BAS EN ISO 14660-2: 2008  
(1. izd.)(en)(pr)(str.10) 

Geometrical Product 
Specifications (GPS) - 
Geometrical  features - 
Part 2: Extracted 
median line of a 
cylinder and a  cone, 
extracted median 
surface, local size of an 
extracted  feature (ISO 
14660-2:1999) 

EN ISO 14660-2: 1999, 
IDT 

01.040.17 
*01.100.20 
*17.040.30 

  CEN/TC 290  

33. PR/BAS EN ISO 14978: 2008  
(1. izd.)(pr)(en)(str. 43) 

Geometrical Product 
Specifications (GPS) - 
General concepts  and 
requirements for GPS 
measuring equipment 
(ISO  14978:2006) 

EN ISO 14978: 2006, IDT; 
ISO  14978:2006, IDT 

17.040.30   CEN/TC 290  

34. PR/BAS EN ISO 2692: 2008  
(1. izd.)(pr)(en)(str. 43) 

Geometrical product 
specifications (GPS) - 
Geometrical  
tolerancing - Maximum 
material requirement 
(MMR), least  material 
requirement (LMR) and 
reciprocity requirement 
(RPR)  (ISO 
2692:2006) 

EN ISO 2692: 2006, IDT; 
ISO 2692:2006, IDT 

17.040.30   CEN/TC 290  

35. PR/BAS EN ISO 4287: 2008  
(1.izd.)(pr)(en) 

Geometrical product 
specification (GPS) - 
Surface texture:  Profile 
method - Terms, 
definitions and surface 
texture  parameters 
(ISO 4287:1997) 

EN ISO 4287: 1998, IDT 01.040.17* 
17.040.30 

  CEN  

36. PR/BAS ISO/TS 12180-1: 2008  
(1. izd.)(pr)(en)(str.18) 

Geometrical Product 
Specifications (GPS) - 
Cylindricity - Part  1: 
Vocabulary and 
parameters of 
cylindrical form 

ISO/TS 12180-1: 2003, 
IDT 

01.040.17* 
17.040.30 

  ISO/TC 213  
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37. PR/BAS ISO/TS 12180-2: 2008  
(1. izd.)(pr)(en)(str.12) 

Geometrical Product 
Specifications (GPS) - 
Cylindricity - Part  2: 
Specification operators 

ISO/TS 12180-2: 2003, 
IDT 

17.040.30   ISO/TC 213  

38. PR/BAS ISO/TS 12181-1: 2008  
(1. izd.)(pr)(en)(str.12) 

Geometrical Product 
Specifications (GPS) - 
Roundness - Part  1: 
Vocabulary and 
parameters of 
roundness 

ISO/TS 12181-1: 2003, 
IDT 

01.040.17* 
17.040.30 

  ISO/TC 213  

39. PR/BAS ISO/TS 12181-2: 2008  
(1. izd.)(pr)(en)(str.10) 

Geometrical Product 
Specifications (GPS) - 
Roundness - Part  2: 
Specification operators 

ISO/TS 12181-2: 2003, 
IDT 

17.040.30   ISO/TC 213  

40. PR/BAS ISO/TS 12780-1: 2008  
(1. izd.)(pr)(en)(str.11) 

Geometrical Product 
Specifications (GPS) - 
Straightness -  Part 1: 
Vocabulary and 
parameters of 
straightness 

ISO/TS 12780-1: 2003, 
IDT 

17.040.01   ISO/TC 213  

41. PR/BAS ISO/TS 12780-2: 2008  
(1. izd.)(pr)(en)(str.8) 

Geometrical Product 
Specifications (GPS) - 
Straightness -  Part 2: 
Specification operators 

ISO/TS 12780-2: 2003, 
IDT 

17.040.01   ISO/TC 213  

42. PR/BAS ISO/TS 12781-1: 2008  
(1. izd.)(pr)(en)(str.12) 

Geometrical Product 
Specifications (GPS) - 
Flatness - Part 1:  
Vocabulary and 
parameters of flatness 

ISO/TS 12781-1: 2003, 
IDT 

01.040.17* 
17.040.30 

  ISO/TC 213  

43. PR/BAS ISO/TS 12781-2: 2008  
(1. izd.)(pr)(en)(str. 13) 

Geometrical Product 
Specifications (GPS) - 
Flatness - Part 2:  
Specification operators 

ISO/TS 12781-2: 2003, 
IDT 

01.040.17* 
17.040.30 

  ISO/TC 213  
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44. PR/BAS ISO/TS 14253-2: 2008  
(1. izd.)(pr)(en)(str. 73) 

Geometrical Product 
Specifications (GPS) - 
Inspection by  
measurement of 
workpieces and 
measuring equipment - 
Part  2: Guide to the 
estimation of 
uncertainty in GPS  
measurement, in 
calibration of measuring 
equipment and in  
product verification 

ISO/TS 14253-2: 1999, 
IDT 

17.040.30   ISO/TC 213  

45. PR/BAS ISO/TS 14253-3: 2008  
(1. izd.)(pr)(en)(str.13) 

Geometrical Product 
Specifications (GPS) - 
Inspection by  
measurement of 
workpieces and 
measuring equipment - 
Part  3: Guidelines for 
achieving agreements 
on measurement  
uncertainty statements 

ISO/TS 14253-3: 2002, 
IDT 

17.040.30   ISO/TC 213  

46. PR/BAS ISO/TS 15530-3: 2008  
(1. izd.)(pr)(en)(str. 16) 

Geometrical Product 
Specifications (GPS) - 
Coordinate  measuring 
machines (CMM): 
Technique for 
determining the  
uncertainty of 
measurement - Part 3: 
Use of calibrated  
workpieces or 
standards 

ISO/TS 15530-3: 2004, 
IDT 

17.040.30   ISO/TC 213  

47. PR/BAS ISO/TR 16015: 2008  
(1. izd.)(pr)(en)(str. 38) 

Geometrical product 
specifications (GPS) - 
Systematic errors  and 
contributions to 
measurement 
uncertainty of length  
measurement due to 
thermal influences 

ISO/TR 16015: 2003, IDT 17.040.30   ISO/TC 213  
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48. PR/BAS ISO/TR 16570: 2008  
(1. izd.)(pr)(en)(str.15) 

Geometrical Product 
Specifications (GPS) - 
Linear and  angular 
dimensioning and 
tolerancing: � limit 
specifications -  Step 
dimensions, distances, 
angular sizes and radii 

ISO/TR 16570: 2004, IDT 17.040.30   ISO/TC 213  

49. PR/BAS ISO/TS 16610-1: 2008  
(1. izd.)(pr)(en)(str. 23) 

Geometrical product 
specifications (GPS) - 
Filtration - Part 1:  
Overview and basic 
concepts 

ISO/TS 16610-1: 2004, 
IDT 

17.040.20* 
17.040.30 

  ISO/TC 213  

50. PR/BAS ISO/TS 16610-20 : 2008 
(1. izd.)(pr)(en)(13 str.) 

Geometrical product 
specifications (GPS) - 
Filtration - Part 20:  
Linear profile filters: 
Basic concepts 

ISO/TS  16610-20: 2006 17.040.20 
* 
17.040.30 

  SO/TC 213  

51. PR/BAS ISO/TS 16610-22: 2008  
(1. izd.)(pr)(en)(str.15) 

Geometrical product 
specifications (GPS) - 
Filtration - Part 22:  
Linear profile filters: 
Spline filters 

ISO/TS 16610-22: 2006, 
IDT 

17.040.20* 
17.040.30 

  ISO/TC 213  

52. PR/BAS ISO/TS 16610-29: 2008  
(1. izd.)(pr)(en)(str.17) 

Geometrical product 
specifications (GPS) - 
Filtration - Part 29:  
Linear profile filters: 
Spline wavelets 

ISO/TS 16610-29: 2006, 
IDT 

17.040.20* 
17.040.30 

  ISO/TC 213  

53. PR/BAS ISO/TS 16610-40: 2008  
(1. izd.)(pr)(en)(str.16) 

Geometrical product 
specifications (GPS) - 
Filtration - Part 40:  
Morphological profile 
filters: Basic concepts 

ISO/TS 16610-40: 2006, 
IDT 

17.040.20* 
17.040.30 

  ISO/TC 213  

54. PR/BAS ISO/TS 16610-49: 2008 
(1. izd.)(pr)(en)(17 str.) 

Geometrical product 
specifications (GPS) - 
Filtration - Part 49:  
Morphological profile 
filters: Scale space 
techniques 

ISO/TS  16610-49:2006, 
IDT 

17.040.20 
* 
17.040.30 

  ISO/TC 213  
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55. PR/BAS ISO/TS 16610-49: 2008  
(1.izd.)(pr)(en)(str. 17) 

Geometrical product 
specifications (GPS) - 
Filtration - Part 49:  
Morphological profile 
filters: Scale space 
techniques 

ISO/TS 16610-49: 2006, 
IDT 

17.040.20* 
17.040.30 

  ISO/TC 213  

56. PR/BAS ISO/TS 17450-1: 2008  
(1. izd.)(pr)(en)(str.49) 

Geometrical product 
specifications (GPS) - 
General concepts  - 
Part 1: Model for 
geometrical 
specification and 
verification 

ISO/TS 17450-1: 2005, 
IDT 

17.040.30   ISO/TC 213  

57. PR/BAS ISO/TS 17450-2: 2008  
(1. izd.)(pr)(en)(str. 17) 

Geometrical product 
specifications (GPS) - 
General concepts  - 
Part 2: Basic tenets, 
specifications, 
operators and  
uncertainties / Note: 
Correction in the french 
text only 

ISO/TS 17450-2: 2002, 
IDT 

01.040.17* 
17.040.30 

  ISO/TC 213  

58. PR/BAS ISO/TS 17450-2 
Technical Corrigendum 1: 2008  
(1. izd.)(pr)(en)(str. 3) 

Geometrical product 
specifications (GPS) - 
General concepts  - 
Part 2: Basic tenets, 
specifications, 
operators and  
uncertainties; Technical 
Corrigendum 1 / Note: 
Correction in  the french 
text only 

ISO/TS 17450-2 
Technical Corrigendum 1: 
2004, IDT 

17.040.30   ISO/TC 213  

59. PR/BAS ISO/TS 23165: 2008  
(1. izd.)(pr)(en)(str. 31) 

Geometrical product 
specifications (GPS) - 
Guidelines for the  
evaluation of coordinate 
measuring machine 
(CMM) test  uncertainty 

ISO/TS 23165: 2006, IDT 17.020* 
17.040.30 

  ISO/TC 213  



 Registarski broj dokumenta: BAS/TC 38-2 

Red. 
br.  

Referentni broj BAS standarda  
(izdanje)(metoda preuzimanja) 

(jezik) (br. strana) 

Naziv na jeziku 
izvornog dokumenta  

Referentni broj izvornog 
dokumenta 

ICS 
Referentni broj va�e � eg 

standarda u BiH 
Harmoniziran sa 

direktivom 
Izdao izvorni 

dokument 
Kvartal  

 

  ZO – B 31-2/06 13/20 

60. PR/BAS EN ISO 3274: 2008 
(1. izd.)(pr)(en) 

Geometrical Product 
Specifications (GPS) - 
Surface texture:  Profile 
method - Nominal 
characteristics of 
contact (stylus)  
instruments (ISO 
3274:1996) 

EN ISO 3274: 1997, IDT 17.040.30   CEN/TC 290  

61. PR/BAS ISO 17123-1: 2008 
(1. izd.)(pr)(en)(9 str.) 

Optics and optical 
instruments - Field 
procedures for testing  
geodetic and surveying 
instruments - Part 1: 
Theory 

ISO  17123-1: 2002, IDT 17.180.30   ISO/TC 172  

62. PR/BAS ISO 17123-2: 2008 
(1. izd.)(pr)(en)(14 str.) 

Optics and optical 
instruments - Field 
procedures for testing  
geodetic and surveying 
instruments - Part 2: 
Levels 

ISO  17123-2: 2001, IDT 17.180.30   ISO/TC 172  

63. PR/BAS ISO 17123-3: 2008 
(1. izd.)(pr)(en)(21 str.) 

Optics and optical 
instruments - Field 
procedures for testing  
geodetic and surveying 
instruments - Part 3: 
Theodolites 

ISO  17123-3: 2001, IDT 17.180.30   ISO/TC 172  

64. PR/BAS ISO 17123-4: 2008 
(1. izd.)(pr)(en)(15 str.) 

Optics and optical 
instruments - Field 
procedures for testing  
geodetic and surveying 
instruments - Part 4: 
Electro-optical  distance 
meters (EDM 
instruments) / Note: 
Corrected and  
reprinted in 2002-04 

ISO  17123-4:2001, IDT 17.180.30   ISO/TC 172  
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65. PR/BAS ISO 17123-5: 2008 
(1. izd.)(pr)(en)(18 str.) 

Optics and optical 
instruments - Field 
procedures for testing  
geodetic and surveying 
instruments - Part 5: 
Electronic  
tacheometers 

ISO  17123-5: 2005, IDT 17.180.30   ISO/TC 172  

66. PR/BAS ISO 17123-6: 2008 
(1. izd.)(pr)(en)(20 str.) 

Optics and optical 
instruments - Field 
procedures for testing  
geodetic and surveying 
instruments - Part 6: 
Rotating lasers 

ISO  17123-6: 2003, IDT 17.180.30   ISO/TC 172  

67. PR/BAS ISO 17123-7: 2008 
(1. izd.)(pr)(en)(14 str.) 

Optics and optical 
instruments - Field 
procedures for testing  
geodetic and surveying 
instruments - Part 7: 
Optical plumbing  
instruments 

ISO  17123-7: 2005, IDT 17.180.30   ISO/TC 172  

68. PR/BAS DIN 863-1: 2008 
(1. izd.)(pr)(en)(6 str.) 

Verification of 
geometrical parameters 
- Micrometers - Part 1:  
Standard design 
micrometer callipers for 
external  measurement; 
concepts, 
requirements, testing 

DIN 863-1:1999, IDT 01.040.17 
* 
17.040.30 

  DIN  

69. PR/BAS ISO 1502: 2008 
(1. izd.)(pr)(en)(27 str.) 

ISO general-purpose 
metric screw threads - 
Gauges and  gauging 

ISO  1502: 1996, IDT 17.040.30 
* 
21.040.10 

  ISO/TC 1  

70. PR/BAS DIN 878 : 2008 
(1. izd.)(pr)(en)(4 str.) 

Geometrical product 
specifications (GPS) - 
Mechanical dial  
gauges - Limits for 
metrological 
characteristics 

DIN  878: 2006, IDT 17.040.30   DIN  
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71. PR/BAS DIN 879-1 : 2008 
(1. izd.)(pr)(en)(6 str.) 

Verification of 
geometrical parameters 
- Dial indicator for linear  
mesurement - Part 1: 
With mechanical 
indication 

DIN  879-1: 1999, IDT 17.040.30   DIN  

72. PR/BAS DIN 879-3 : 2008 
(1. izd.)(pr)(en)(4 str.) 

Verification of 
geometrical parameters 
- Dial indicator for linear  
measurement - Part 3: 
With mechanical 
indication and  electrical 
limit contacts 

DIN  879-3: 1999, IDT 17.040.30   DIN  

73. PR/BAS DIN 2270 : 2008 
(1. izd.)(pr)(en)(5 str.) 

Lever gauges DIN  2270: 1985, IDT 17.040.30   DIN  

74. PR/BAS DIN 7150-2 : 2008 
(1. izd.)(pr)(de)(55 str.) 

Geometrical product 
specifications (GPS) - 
System of limits  and 
fits - Part 2: Limit 
gauges and gauging for 
plain cylindrical  
workpieces 

DIN 7150-2: 2007, IDT 17.040.30     

75. PR/BAS DIN 7164: 2008 
(1. izd.)(pr)(en)(13 str.) 

Workshop Plug Gauges 
and Spherical End 
Measuring Rods  for 
ISO Fit Dimensions 
from 1 to 500 mm 
Nominal  Dimensions; 
Gauge Dimensions and 
Manufacturing  
Tolerances 

DIN  7164: 1966, IDT 17.040.30   DIN  

76. PR/BAS DIN 2275: 2008 
(1. izd.)(pr)(en)(2 str.) 

Feeler Gauges DIN  2275: 1977, IDT 17.040.30   DIN  

77. PR/BAS DIN 2231 :2008 
(1. izd.)(pr)(de)(3 str.) 

Gap gauges "GO and 
NOT GO" and forged 
gauging members  
above 3 to including 
100 mm nominal size 

DIN  2231: 1982, IDT 17.040.30   DIN  
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78. PR/BAS DIN 2232 : 2008 
(1. izd.)(pr)(en)(2 str.) 

Gap gauges "GO" with 
forged gauging member 
above 3 to and  
including 100 mm 
nominal size 

DIN 2232: 1982, IDT 17.040.30     

79. PR/BAS DIN 2233: 2008 
(1. izd.)(pr)(de)(2 str.) 

Gap gauges "NOT GO" 
with forged gauging 
member above 3  to 
and including 100 mm 
nominal size 

DIN 2233: 1982, IDT      

80. PR/BAS DIN 863-1 : 2008 
(1. izd.)(pr)(en)(6 str.) 

Verification of 
geometrical parameters 
- Micrometers - Part 1:  
Standard design 
micrometer callipers for 
external  measurement; 
concepts, 
requirements, testing 

DIN  863-1:1999, IDT 01.040.17 
* 
17.040.30 

    

81. PR/BAS DIN 863-2: 2008 
(1. izd.)(pr)(en)(5 str.) 

Verification of 
geometrical parameters 
- Micrometers - Part 2:  
Micrometer callipers 
heads, Depth 
micrometer; concepts,  
requirements, testing 

DIN  863-2: 1999, IDT 01.040.17 
* 
17.040.30 

    

82. PR/BAS DIN 863-3: 2008 
(1. izd.)(pr)(en)(8 str.) 

Verification of 
geometrical parameters 
- Micrometers - Part 3:  
Special design 
micrometer callipers for 
external measurement;  
characteristics, 
requirements, testing / 
Note: Applies in  
conjunction with DIN 
863-1 (1999-04). 

DIN  863-3: 1999, IDT 17.040.30     

83. PR/BAS DIN 863-4: 2008 
(1. izd.)(pr)(en)(7 str.) 

Verification of 
geometrical parameters 
- Micrometers - Part 4:  
Internal micrometers; 
concepts, 
requirements, testing 

DIN  863-4: 1999, IDT 01.040.17 
* 
17.040.30 
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84. PR/BAS DIN 2245-1:2008 
(1. izd.)(pr)(en)(2 str.) 

GO and NOT GO plug 
gauges from 1 mm to 
40 mm nominal  
diameter 

DIN  2245-1: 1989, IDT 25.060.01     

85. PR/BAS DIN 2245-2: 2008 
(1. izd.)(pr)(en)(2 str.) 

GO and NOT GO plug 
gauges over 40 mm up 
to 65 mm  nominal 
diameter 

DIN  2245-2: 1989, IDT 25.060.01     

86. PR/BAS DIN 876-1: 2008 
(1. izd.)(pr)(en)(4 str.) 

Surface plates; natural 
hard rock surface 
plates; requirements  
and testing 

DIN  876-1: 1984, IDT 19.060     

87. PR/BAS DIN 876-2: 2008 
(1. izd.)(pr)(en)(5 str.) 

Surface plates; cast 
iron surface plates, 
requirements and  
testing 

DIN  876-2: 1984, IDT 19.060     

88. PR/BAS DIN 2283-1 : 2008 
(1. izd.)(pr)(en)(5 str.) 

Geometrical Product 
Specifications (GPS) - 
"NOT GO" screw  plug 
gauges - Part 1: "NOT 
GO" workshop gauges, 
check and  setting plug 
gauges for ISO general 
purpose metric screw  
threads from 1 mm up 
to 40 mm nominal 
diameter 

DIN  2283-1: 2001, IDT 17.040.30 
* 
21.040.10 

    

89. PR/BAS DIN 2283-2: 2008 
(1. izd.)(pr)(en)(4 str.) 

Geometrical Product 
Specifications (GPS) - 
"NOT GO" screw  plug 
gauges - Part 2: "NOT 
GO" workshop gauges, 
check and  setting plug 
gauges for ISO general 
purpose metric screw  
threads over 40 mm up 
to 200 mm nominal 
diameter 

DIN  2283-2: 2001, IDT 17.040.30 
* 
21.040.10 
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90. PR/BAS DIN 2283-3: 2008 
(1. izd.)(pr)(en)(4 str.) 

Geometrical Product 
Specifications (GPS) - 
"NOT GO" screw  plug 
gauges - Part 3: "NOT 
GO" workshop gauges 
and check  plug gauges 
for ISO metric screw 
threads over 40 mm up 
to  250 mm nominal 
diameter for precision 
mechanics 

DIN  2283-3: 2001, IDT 17.040.30 
* 
21.040.10 

    

91. PR/BAS DIN 2285-1: 2008 
(1. izd.)(pr)(en)(4 str.) 

General-purpose GO 
screwring gauges for 
ISO metric screw  
threads from 1 mm up 
to 200 mm nominal 
diameter 

DIN  2285-1: 1989, IDT 17.040.30 
* 
21.040.10 

    

92. PR/BAS DIN 2285-2: 2008 
(1. izd.)(pr)(en)(2 str.) 

GO screw ring gauges 
for ISO metric screw 
threads over 50  mm to 
200 mm nominal 
diameter for use in 
precision  engineering 

DIN  2285-2: 1989, IDT 17.040.30 
* 
21.040.10 

    

93. PR/BAS DIN 875-1: 2008 
(1. izd.)(pr)(de)(10 str.) 

Geometrical Product 
Specifications (GPS) - 
Squares 90° -   Part 1: 
Steel squares 90° 

DIN  875-1:2005, IDT 17.040.30     

94. PR/BAS DIN 254: 2008 
(1. izd.)(pr)(en)(9 str.) 

Geometrical product 
specifications (GPS) - 
Series of conical  tapers 
and taper angles; 
Values for setting taper 
angles and  setting 
heights 

DIN 254: 2003, IDT 17.040.30     

95. PR/BAS DIN 877: 2008 
(1. izd.)(pr)(en)(3 str.) 

Inclination measuring 
instruments (levels) 

DIN 877: 1986, IDT 17.040.30     

96. PR/BAS ISO 3599: 2008 
(1. izd.)(pr)(en)(4 str.) 

Vernier callipers 
reading to 0, 1 and 0, 
05 mm 

ISO  3599: 1976, IDT 17.040.30   ISO/TC 3  

97. PR/BAS ISO 3611:2008 
(1. izd.)(pr)(en)(6 str.) 

Micrometer callipers for 
external measurement 

ISO  3611:1978, IDT 17.040.30   ISO/TC 3  
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98. PR/BAS ISO 6906: 2008 
(1. izd.)(pr)(en)(5 str.) 

Vernier callipers 
reading to 0, 02 mm 

ISO  6906: 1984, IDT 17.040.30   ISO/TC 3  

99. PR/BAS ISO 7863: 2008 
(1. izd.)(pr)(en)(6 str.) 

Height setting 
micrometers and riser 
blocks 

ISO  7863: 1984, IDT 17.040.30   ISO/TC 3  

100. PR/BAS ISO 8512-1: 2008 
(1. izd.)(pr)(en)(11 str.) 

Surface plates; part 1: 
cast iron 

ISO  8512-1: 1990, IDT 17.040.30   ISO/TC 3  

101. PR/BAS ISO 8512-1: 2008 
(1. izd.)(pr)(en)(12 str.) 

Surface plates; part 2: 
granite 

ISO  8512-2: 1990, IDT 17.040.30   ISO/TC 3  

102. PR/BAS EN  ISO  14253-1 : 2008 
(1. izd.)(pr)(en) 

Geometrical Product 
Specifications (GPS) - 
Inspection by  
measurement of 
workpieces and 
measuring equipment - 
Part  1: Decision rules 
for proving 
conformance or non-
conformance  with 
specifications (ISO 
14253-1:1998) 

EN  ISO  14253-1:1998, 
IDT 
* ISO 14253-1:1998 

17.040.30   CEN/TC 290  

103. PR/BAS ISO/TR 14638:2008 
(1. izd.)(pr)(en)(21 str.) 

Geometrical product 
specification (GPS) - 
Masterplan 

ISO/TR 14638: 1995,IDT 17.040.20 
* 
17.040.30 

  ISO/TC 3  

104. PR/BAS EN 45501 : 2008 
(1. izd.)(pr)(en) 

Metrological aspects of 
non-automatic 
weighting instruments 

EN 45501: 1992, IDT 17.100  90/384/EWG CEN/CENELEC  

105. PR/BAS EN 45501/AC: 2008 
(1. izd.)(pr)(en) 

Metrological aspects of 
non-automatic weighing 
instruments;  
amendment 

EN  45501/AC: 1993, IDT 17.100  90/384/EWG CEN/CENELEC  
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