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Red. 
br.  

Referentni broj BAS standarda  
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Kvartal  

1.  BAS EN 15042-1:2008        
(1.izd.) (pr) (en) (26 str.)  

Thickness 
measurement of 
coatings and 
characterization of 
surfaces with surface 
waves - Part 1: Guide 
to  the determination of 
elastic constants, 
density and thickness of 
films by laser induced 
surface acoustic  waves 

EN 15042-1:2006 IDT ICS 
17.040.20 

  CEN I 

2.  BAS EN 15042-2:2008        
(1.izd.) (pr) (en) (22 str.) 

Thickness 
measurement of 
coatings and 
characterization of 
surfaces with surface 
waves - Part 2: Guide 
to  the thickness 
measurement of 
coatings by 
photothermic method 

EN 15042-2:2006 IDT ICS 
17.040.20 

  CEN I 
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3.  BAS EN ISO 3543/AC:2008  
(1.izd.) (pr) (en) (2 str.) 

Metallic and non-
metallic coatings - 
Measurement of 
thickness - Beta 
backscatter method 

EN ISO 
3543:2000/AC:2006 IDT; 
ISO  3543:2000/Cor. 
1:2003 IDT 

ICS 
17.040.20 

  CEN ISO I 

4.  BAS EN ISO 3868:2008      
(1.izd.) (pr) (en) (2 str.) 

Metallic and other non-
organic coatings - 
Measurement of 
coating thicknesses - 
Fizeau multiple-beam  
interferometry method  

EN ISO 3868:1994 IDT; 
ISO:3882:1976 IDT 

ICS 
17.040.20 

  CEN ISO I 

5.  BAS EN ISO 4518:2008      
(1.izd.) (pr) (en) (6 str.) 

Metallic coatings - 
Measurement of 
coating thickness - 
Profilometric method 

EN ISO 4518:1995 IDT; 
ISO:4518:1980 IDT 

ICS 
17.040.20 

  CEN ISO I 

6.  BAS EN ISO 9220:2008      
(1.izd.) (pr) (en) ( str.) 

Metallic coatings - 
Measurement of 
coating thickness - 
Scanning electron 
microscope method  

EN ISO 9220:1994 IDT; 
ISO: 9220:1988 IDT 

ICS 
17.040.20 

  CEN ISO I 

7.  BAS EN 15282:2008           
(1.izd.) (pr) (en) (28 str.) 

Vitreous and porcelain 
enamels - Design of 
bolted steel tanks for 
the storage or treatment 
of water or  municipal or 
industrial effluents and 
sludges 

EN 15282:2007 IDT ICS 
23.020.10 

  CEN I 

8.  BAS EN 1539:2008             
(1.izd.) (pr) (en) (63 str.) 

Dryers and ovens, in 
which flammable 
substances are 
released - Safety 
requirements 

EN 1539:2000 IDT ICS 
25.180.01 

  CEN I 

9.  BAS EN 12753:2008           
(1.izd.) (pr) (en) (38 str.) 

Thermal cleaning 
systems for exhaust 
gas from surface 
treatment equipment - 
Safety requirements 

EN 12753:2005 IDT ICS 
25.220.01 

  CEN I 
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10.  BAS EN 14462:2008           
(1.izd.) (pr) (en) (30 str.) 

Surface teatment 
equipment - Noise test 
code for surface 
treatment equipment 
including its ancilliary  
handling equipment - 
Accuracy grades 2 and 
3 

EN 14462:2005 IDT ICS 
17.120.20 
25.220.01 

  CEN I 

11.  BAS EN ISO 8501-4:2008      
(1.izd.) (pr) (en) (2 str.) 

Preparation of steel 
substrates before 
application of paints 
and related products - 
Visual assessment of  
surface cleanliness - 
Part 4: Initial surface 
conditions, preparation 
grades and flash rust 
grades in  connection 
with high- pressure 
water jetting 

EN ISO 8501-4:2006 IDT;  
ISO 8501-4:2006 IDT 

ICS 
25.220.10 

  CEN ISO I 

12.  BAS EN 1395-1:2008           
(2.izd.) (pr) (en) (9 str.) 

Thermal spraying - 
Acceptance inspection 
of thermal spraying 
equipment - Part 1: 
General requirements 

EN 1395-1:2007 IDT ICS 
25.220.20 

Zamjenjuje BAS EN 
1395:2006 Toplo prskanje 
– Prijemna kontrola 
opreme za toplo prskanje 

 CEN I 

13.  BAS EN 1395-2:2008          
(2.izd.) (pr) (en) (10 str.) 

Thermal spraying - 
Acceptance inspection 
of thermal spraying 
equipment - Part 2: 
Flame spraying 
including  HVOF 

EN 1395-2:2007 IDT ICS 
25.220.20 

Zamjenjuje BAS EN 
1395:2006 Toplo prskanje 
– Prijemna kontrola 
opreme za toplo prskanje 

 CEN I 

14.  BAS EN 1395-3:2008          
(2.izd.) (pr) (en) (8 str.) 

Thermal spraying - 
Acceptance inspection 
of thermal spraying 
equipment - Part 3: Arc 
spraying 

EN 1395-3:2007 IDT ICS 
25.220.20 

Zamjenjuje BAS EN 
1395:2006 Toplo prskanje 
– Prijemna kontrola 
opreme za toplo prskanje 

 CEN I 

15.  BAS EN 1395-4:2008          
(2.izd.) (pr) (en) (9 str.) 

Thermal spraying - 
Acceptance inspection 
of thermal spraying 
equipment - Part 4: 
Plasma spraying 

EN 1395-4:2007 IDT ICS 
25.220.20 

Zamjenjuje BAS EN 
1395:2006 Toplo prskanje 
– Prijemna kontrola 
opreme za toplo prskanje 

 CEN I 
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16.  BAS EN 1395-5:2008           
(2.izd.) (pr) (en) (10 str.) 

Thermal spraying - 
Acceptance inspection 
of thermal spraying 
equipment - Part 5: 
Plasma spraying in  
chambers 

EN 1395-5:2007 IDT ICS 
25.220.20 

Zamjenjuje BAS EN 
1395:2006 Toplo prskanje 
– Prijemna kontrola 
opreme za toplo prskanje 

 CEN I 

17.  BAS EN 1395-6:2008          
(2.izd.) (pr) (en) (10 str.) 

Thermal spraying - 
Acceptance inspection 
of thermal spraying 
equipment - Part 6: 
Manipulator systems 

EN 1395-6:2007 IDT ICS 
25.220.20 

Zamjenjuje BAS EN 
1395:2006 Toplo prskanje 
– Prijemna kontrola 
opreme za toplo prskanje 

 CEN I 

18.  BAS EN 1395-7:2008          
(2.izd.) (pr) (en) (8 str.) 

Thermal spraying - 
Acceptance inspection 
of thermal spraying 
equipment - Part 7: 
Powder feed systems 

EN 1395-7:2007 IDT ICS 
25.220.20 

Zamjenjuje BAS EN 
1395:2006 Toplo prskanje 
– Prijemna kontrola 
opreme za toplo prskanje 

 CEN I 

19.  BAS EN 15311:2008           
(1.izd.) (pr) (en) (9 str.) 

Thermal spraying - 
Components with 
thermally sprayed 
coatings - Technical 
supply conditions 

EN 15311:2007 IDT ICS 
25.220.20 

  CEN I 

20.  BAS EN 15339-2:2008         
(1.izd.) (pr) (en) (13 str.) 

Thermal spraying - 
Safety requirements for 
thermal spraying 
equipment - Part 2: Gas 
control units 

EN 15339-2:2007 IDT ICS 
25.220.20 

  CEN I 

21.  BAS EN 15340:2008           
(1.izd.) (pr) (en) (16 str.) 

Thermal spraying - 
Determination of shear 
load resistance of 
thermally sprayed 
coatings 

EN 15340:2007 IDT ICS 
25.220.20 

  CEN I 

22.  BAS ISO 18332:2008          
(1.izd.) (pr) (en) (4 str.) 

Metallic and other 
inorganic coatings - 
Definitions and 
conventions concerning 
porosity 

ISO 18332:2007 IDT ICS 
25.220.20; 
25.220.40  

  ISO I 

23.  BAS EN 13858:2008                
(1.izd.) (pr) (en) (14 str.) 

Corrosion protection of 
metals - Non-
electrolytically applied 
zinc flake coatings on 
iron or steel 
components 

EN 13858:2006 IDT ICS 
25.220.40 

  CEN I 
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24.  BAS EN 14571:2008             
(1.izd.) (pr) (en) (12 str.) 

Metallic coatings on 
nonmetallic basis 
materials - 
Measurement of 
coating thickness - 
Microresistivity  method 

EN 14571:2005 IDT ICS 
17.040.20; 
25.220.40 

  CEN I 

25.  BAS ISO 4519:2008            
(1.izd.) (pr) (en) (10 str.) 

Electrodeposited 
metallic coatings and 
related finishes; 
Sampling procedures 
for inspection by 
attributes 

ISO 4519:1980 IDT ICS 
25.220.40 

  ISO I 

26.  BAS ISO 22778:2008          
(1.izd.) (pr) (en) (15 str.) 

Metallic coatings - 
Physical vapour-
deposited coatings of 
cadmium on iron and 
steel - Specification and 
test  methods / Note: 
Corrected and reprinted 
of French version in 
2007-04 

ISO 22778:2006 IDT ICS 
25.220.40 

  ISO I 

27.  BAS ISO 22779:2008           
(1.izd.) (pr) (en) (15 str.) 

Metallic coatings - 
Physical vapour-
deposited coatings of 
aluminium - 
Specification and test 
methods /  Note: 
Corrected and reprinted 
of French version in 
2007-04 

ISO 22779:2006 IDT ICS 
25.220.40 

  ISO I 

28.  BAS EN 14431:2008            
(1.izd.) (pr) (en) (8 str.) 

Vitreous and porcelain 
enamels - 
Characteristics of the 
enamel coatings 
applied to steel panels 
intended for  
architecture 

EN 14431:2004 IDT ICS 
25.220.50 

  CEN I 



 Registarski broj dokumenta: BAS/TC 39-96 

Red. 
br.  

Referentni broj BAS standarda  
(izdanje)(metoda preuzimanja) 

(jezik) (br. strana) 

Naziv na jeziku 
izvornog dokumenta  

Referentni broj izvornog 
dokumenta 

ICS 
Referentni broj va�e � eg 

standarda u BiH 
Harmoniziran sa 

direktivom 
Izdao izvorni 

dokument 
Kvartal  

 

  ZO – B 31-2/06 6/18 

29.  BAS EN 15159-1:2008         
(1.izd.) (pr) (en) (22 str.) 

Vitreous and porcelain 
enamels - Glass lined 
apparatus for process 
plants - Part 1: Quality 
requirements for  
apparatus, 
components, 
appliances and 
accessories 

EN 15159-1:2006 IDT ICS 
25.220.50; 
71.120.10 

  CEN I 

30.  BAS EN 15159-2:2008        
(1.izd.) (pr) (en) (6 str.) 

Vitreous and porcelain 
enamels - Glass-lined 
apparatus for process 
plants - Part 2: 
Designation and  
specification of 
resistance to chemical 
attack and thermal 
shock 

EN 15159-2:2006 IDT ICS 
25.220.50; 
71.120.10 

  CEN I 

31.  BAS EN 15159-3:2008         
(1.izd.) (pr) (en) (10 str.) 

Vitreous and porcelain 
enamels - Glass-lined 
apparatus for process 
plants - Part 3: Thermal 
shock  resistance 

EN 15159-3:2006 IDT ICS 
25.220.50; 
71.120.10 

  CEN I 

32.  BAS EN 15206:2008           
(1.izd.) (pr) (en) (9 str.) 

Vitreous and porcelain 
enamels - Production of 
specimens for testing 
enamel on sheet steel, 
sheet  aluminium and 
cast iron 

EN 15206:2007 IDT ICS 
25.220.50 

  CEN I 

33.  BAS ISO 2722:2008             
(1.izd.) (pr) (en) (6 str.) 

Vitreous and porcelain 
enamels - 
Determination of 
resistance to citric acid 
at room temperature 

ISO 2722:1997 IDT ICS 
25.220.50 

  ISO I 

34.  BAS EN 13438:2008            
(1.izd.) (pr) (en) (22 str.) 

Paints and varnishes - 
Powder organic 
coatings for galvanized 
or sherardised steel 
products for 
construction  purposes 

EN 13438:2005 IDT ICS 
25.220.60 

  CEN I 
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35.  BAS EN 13523-20:2008       
(1.izd.) (pr) (en) (5 str.) 

Coil coated metals - 
Test methods - Part 20: 
Foam adhesion 

EN 13523-20:2004 IDT ICS 
25.220.60 

  CEN  

36.  BAS EN 12499/AC:2008    (1.izd.) 
(pr) (en) (2 str.) 

Internal cathodic 
protection of metallic 
structures 

EN 12499:2003/AC:2006 
IDT 

ICS 
77.060 

  CEN I 

37.  BAS EN 15112:2008           
(1.izd.) (pr) (en) (33 str.) 

External cathodic 
protection of well 
casings 

EN 15112:2006 IDT ICS 
23.040.99; 
77.060 

  CEN I 

38.  BAS EN 15205:2008           
(1.izd.) (pr) (en) (6 str.) 

Determination of 
hexavalent chromium in 
corrosion protection 
layers - Qualitative 
analysis 

EN 15205:2006 IDT ICS 
77.060 

  CEN I 

39.  BAS EN 15257:2008           
(1.izd.) (pr) (en) (34 str.) 

Cathodic protection - 
Competence levels and 
certification of cathodic 
protection personnel 

EN 15257:2006 IDT ICS 
77.060 

  CEN I 

40.  BAS CEN/TS 15280:2008   
(1.izd.) (pr) (en) (24 str.) 

Evaluation of a.c. 
corrosion likelihood of 
buried pipelines - 
Application to 
cathodically protected 
pipelines 

CEN/TS 15280:2006 IDT ICS 
77.060 

  CEN I 

41.  BAS EN ISO 9227:2008      
(1.izd.) (pr) (en) (24 str.) 

Corrosion tests in 
artificial atmospheres - 
Salt spray tests 

EN ISO 9227:2006 IDT; 
ISO 9227:2006 IDT 

ICS 
77.060 

  CEN ISO I 

42.  BAS EN ISO 10062:2008    
(1.izd.) (pr) (en) (14 str.) 

Corrosion tests in 
artificial atmosphere at 
very low concentrations 
of polluting gas(es) 

EN ISO 10062:1995 IDT; 
ISO 10062:1991 IDT 

ICS 
77.060 

  CEN ISO I 

43.  BAS ISO 7539-9:2008         
(1.izd.) (pr) (en) (27 str.) 

Corrosion of metals and 
alloys - Stress corrosion 
testing - Part 9: 
Preparation and use of 
pre-cracked  
specimens for tests 
under rising load or 
rising displacement 

ISO 7539-9:2003 IDT ICS 
77.060 

  ISO I 
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44.  BAS ISO 12473:2008          
(1.izd.) (pr) (en) (28 str.) 

General principles of 
cathodic protection in 
sea water 

ISO 12473:2006 IDT ICS 
77.060 

  ISO I 

45.  BAS ISO 12732:2008          
(1.izd.) (pr) (en) (14 str.) 

Corrosion of metals and 
alloys - Electrochemical 
potentiokinetic 
reactivation 
measurement using the 
double  loop method 
(based on Cihal's 
method) 

ISO 12732:2006 IDT ICS 
77.060 

  ISO I 

46.  BAS EN 456:2008               
(1.izd.) (pr) (en) (16 str.) 

Paints, varnishes and 
related products; 
determination of  
flashpoint; rapid 
equilibrium method 
(ISO 3679:1983 
modified) 

EN 456:1991 IDT                ICS 
87.040 

  CEN I 

47.  BAS EN 927-3:2008            
(2.izd.) (pr) (en) (23 str.) 

Paints and varnishes - 
Coating materials and 
coating systems for 
exterior wood - Part 3: 
Natural weathering  test  

EN 927-3:2006 IDT ICS 
87.040 

Zamjenjuje BAS EN 927-
3:2006 Boje i lakovi – 
Premazna sredstva i 
sistemi premaza za drvo 
za vanjsku upotrebu  – Dio 
3: Ispitivanje izlaganjem 
prirodnim atmosferskim 
uvjetima;  
BAS EN 927-3/AC:2006 
Boje i lakovi – Premazna 
sredstva i sistemi premaza 
za drvo za vanjsku 
upotrebu – Dio 3: 
Ispitivanje izlaganjem 
prirodnim atmosferskim 
uvjetima - Amandman AC 

 CEN I 

48.  BAS EN 927-5:2008            
(2.izd.) (pr) (en) (18 str.) 

Paints and varnishes - 
Coating materials and 
coating systems for 
exterior wood -  Part 5: 
Assessment of the 
liquid water permeability 

EN 927-5:2006 IDT ICS 
87.040 

Zamjenjuje BAS EN 927-
5:2008 Boje i lakovi – 
Premazna sredstva i 
sistemi premaza za drvo 
za vanjsku upotrebu – Dio 
5: Ocjena propusnosti 
vode u te� nom stanju 

 CEN I 
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49.  BAS EN 927-6:2008            
(1.izd.) (pr) (en) (18 str.) 

Paints and varnishes - 
Coating materials and 
coating systems for 
exterior wood - Part 6: 
Exposure of wood  
coatings to artificial 
weathering using 
fluorescent UV lamps 
and water 

EN 927-6:2006 IDT ICS 
87.040 

  CEN I 

50.  BAS EN 15060:2008           
(1.izd.) (pr) (en) (25 str.) 

Paints and varnishes - 
Guide for the 
classification and 
selection of coating 
systems for wood 
based  materials in 
furniture for interior use 

EN 15060:2006 IDT ICS 
87.040 

  CEN I 

51.  BAS EN ISO 2431/AC:2008 
(1.izd.) (pr) (en) (1 str.) 

Paints and varnishes - 
Determination of flow 
time by use of  flow 
cups  

EN ISO 
2431:1996/AC:1999 IDT; 
ISO 2431:1993, including 
Technical Corrigendum  
1:1994 IDT 

   CEN ISO I 

52.  BAS EN ISO 2811-1/AC:2008 
(1.izd.) (pr) (en) (2 str.) 

Paints and varnishes - 
Determination of 
density - Part 1: 
Pyknometer method  

EN ISO 2811-1:2001 
IDT/AC:2006 IDT 

ICS 
87.040 

  CEN ISO I 

53.  BAS EN ISO 2812-1:2008   
(2.izd.) (pr) (en) (10 str.) 

Paints and varnishes - 
Determination of 
resistance to liquids - 
Part 1: Immersion in 
liquids other than water  

EN ISO 2812-1:2007 IDT; 
ISO 2812-1:2007 IDT 

ICS 
87.040 

Zamjenjuje BAS EN ISO 
2812-1:2004 Boje i lakovi – 
Odre� ivanje otpornosti na 
teku� ine - Dio 1: Op� e 
metode 

 CEN ISO I 

54.  BAS EN ISO 2812-2:2008   
2.izd.) (pr) (en) (7 str.) 

Paints and varnishes - 
Determination of 
resistance to liquids - 
Part 2: Water 
immersion method 

EN ISO 2812-2:2007 IDT; 
ISO 2812-2:2007 IDT 

ICS 
87.040 

Zamjenjuje BAS EN ISO 
2812-2:2004 Boje i lakovi – 
Odre� ivanje otpornosti na 
teku� ine – Dio 2: Metoda 
potapanja u vodu 

 CEN ISO I 

55.  BAS EN ISO 2812-3:2008   
(1.izd.) (pr) (en) (10 str.) 

Paints and varnishes - 
Determination of 
resistance to liquids - 
Part 3: Method using an 
absorbent medium   

EN ISO 2812-3:2007 IDT; 
ISO 2812-3:2007 IDT 

ICS 
87.040 

  CEN ISO I 
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56.  BAS EN ISO 2812-4:2008   
(1.izd.) (pr) (en) (10 str.) 

Paints and varnishes - 
Determination of 
resistance to liquids - 
Part 4: Spotting 
methods 

EN ISO 2812-4:2007 IDT; 
ISO 2812-4:2007 IDT 

ICS 
87.040 

 
 
 

 CEN ISO I 

57.  BAS EN ISO 2812-5:2008  
(1.izd.) (pr) (en) (9 str.) 

Paints and varnishes - 
Determination of 
resistance to liquids - 
Part 5: Temperature-
gradient oven method 

EN ISO 2812-5:2007 IDT; 
ISO 2812-5:2007 IDT 

ICS 
87.040 

  CEN ISO I 

58.  BAS EN ISO 2884-1:2008  
(1.izd.) (pr) (en) (8 str.) 

Paints and varnishes - 
Determination of 
viscosity using rotary 
viscometers - Part 1: 
Cone-and-plate  
viscometer operated at 
a high rate of shear 

EN ISO 2884-1:2006 IDT; 
ISO 2884-1:2006 IDT 

ICS 
87.040 

Zamjenjuje BAS ISO 2884-
1:2006 Boje i lakovi – 
Odre� ivanje viskoziteta uz 
primjenu rotiraju� ih 
viskozimetara – Dio 1: 
Konusni i plo� asti 
viskozimetar koji radi na 
visokoj brzini smicanja 

 CEN ISO I 

59.  BAS EN ISO 2884-2:2008  
(1.izd.) (pr) (en) (10 str.) 

Paints and varnishes - 
Determination of 
viscosity using rotary 
viscometers - Part 2: 
Disc or ball viscometer  
operated at a specified 
speed 

EN ISO 2884-2:2006 IDT; 
ISO 2884-2:2006 IDT 

ICS 
87.040 

Zamjenjuje BAS ISO 2884-
2:2006 Boje i lakovi – 
Odre� ivanje viskoziteta uz 
primjenu rotiraju� ih 
viskozimetara – Dio 2:  
Viskozimetar sa diskom ili 
kuglom koji radi na 
odre� enoj brzini 

 CEN ISO I 

60.  BAS EN ISO 4623-2/AC:2008 
(1.izd.) (pr) (en) (2 str.) 

Paints and varnishes - 
Determination of 
resistance to filiform 
corrosion - Part 2: 
Aluminium substrates  

EN ISO 4623-
2:2004/AC:2006 IDT; ISO 
4623-2:2003/Cor. 1:2005 
IDT 

ICS 
87.040 

  CEN ISO I 

61.  BAS EN ISO 6504-3:2008   
(1.izd.) (pr) (en) (11 str.) 

Paints and varnishes - 
Determination of hiding 
power - Part 3: 
Determination of 
contrast ratio of light- 
coloured paints at a 
fixed spreading rate 

EN ISO 6504-3:2007 IDT; 
ISO 6504-3:2006 IDT 

ICS 
87.040 

  CEN ISO I 
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62.  BAS EN ISO 11507:2008    
(1.izd.) (pr) (en) (14 str.) 

Paints and varnishes - 
Exposure of coatings to 
artificial weathering - 
Exposure to fluorescent 
UV lamps and  water 

EN ISO 11507:2007 IDT; 
ISO 11507:2007 IDT 

ICS 
87.040 

  CEN ISO I 

63.  BAS EN ISO 11890-2:2008 
(1.izd.) (pr) (en) (19 str.) 

Paints and varnishes - 
Determination of 
volatile organic 
compound (VOC) 
content - Part 2: Gas- 
chromatographic 
method 

EN ISO 11890-2:2006 IDT; 
ISO 11890-2:2006 IDT 

ICS 
87.040 

  CEN ISO I 

64.  BAS EN ISO 11998:2008    
(1.izd.) (pr) (en) (10 str.) 

Paints and varnishes - 
Determination of wet-
scrub resistance and 
cleanability of coatings 

EN ISO 11998:2006 IDT; 
ISO 11998:2006 IDT 

ICS 
87.040 

  CEN ISO I 

65.  BAS EN ISO 12137-1:2008 
(1.izd.) (pr) (en) (10 str.) 

Paints and varnishes - 
Determination of mar 
resistance - Part 1: 
Method using a curved 
stylus 

EN ISO 12137-1:2006 IDT; 
ISO 12137-1:1997 sa TC 
1:1998 

ICS 
87.040 

Zamjenjuje BAS ISO 
12137-1:2006 Boje i lakovi 
– Odre� ivanje otpornosti 
na ošte� enje  – Metoda 
ispitivanja pomo� u 
zaobljene igle;  
BAS ISO 12137-1/Cor 
1:2006 Boje i lakovi – 
Odre� ivanje otpornosti na 
ošte� enje – Dio 1: Motoda 
ispitivanja pomo� u 
zaobljene igle - Tehni� ka 
ispravka 1 

 CEN ISO I 

66.  BAS EN ISO 12137-2:2008 
(1.izd.) (pr) (en) (10 str.) 

Paints and varnishes - 
Determination of mar 
resistance - Part 2: 
Method using a pointed 
stylus 

EN ISO 12137-2:2006 IDT; 
ISO 12137-2:1997 IDT 

ICS 
87.040 

Zamjenjuje BAS ISO 
12137-2:2006 Boje i lakovi 
– Odre� ivanje otpornosti 
na ošte� enje – Metoda 
ispitivanja pomo� u šiljate 
igle 

 CEN ISO I 

67.  BAS EN ISO 15710:2008   
(1.izd.) (pr) (en) (10 str.) 

Paints and varnishes - 
Corrosion testing by 
alternate immersion in 
and removal from a 
buffered sodium  
chloride solution 

BAS ISO 15710:2006 IDT; 
ISO 15710:2002 IDT 

ICS 
87.040 

Zamjenjuje BAS ISO 
15710:2006 Boje i lakovi – 
Ispitivanje korozije 
naizmjeni� nim uranjanjem 
u i va� enjem iz puferske 
otopine natrijumhlorida 

 CEN ISO I 
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68.  BAS EN ISO 17872:2008   
(1.izd.) (pr) (en) (14 str.) 

Paints and varnishes - 
Guidelines for the 
introduction of scribe 
marks through coatings 
on metallic panels  for 
corrosion testing 

EN ISO 17872:2007 IDT;  
ISO 17872:2007 IDT 

ICS 
87.040 

  CEN; ISO I 

69.  BAS EN ISO 20566:2008   
(1.izd.) (pr) (en) (10 str.) 

Paints and varnishes - 
Determination of the 
scratch resistance of a 
coating system using a 
laboratory car- wash 

EN ISO 20566:2006 IDT; 
ISO 20566:2005 IDT 

ICS 
87.040 

  CEN; ISO I 

70.  BAS EN ISO 20567-1:2008 
(1.izd.) (pr) (en) (15 str.) 

Paints and varnishes - 
Determination of stone-
chip resistance of 
coatings - Part 1: Multi-
impact testing 

EN ISO 20567-1:2006 IDT; 
ISO 20567-1:2005 IDT 

ICS 
87.040 

  CEN; ISO I 

71.  BAS EN ISO 20567-2:2008 
(1.izd.) (pr) (en) (12 str.) 

Paints and varnishes - 
Determination of stone-
chip resistance of 
coatings - Part 2: 
Single-impact test with 
a  guided impact body 

EN ISO 20567-2:2006 IDT; 
ISO 20567-2:2005 IDT 

ICS 
87.040 

  CEN; ISO I 

72.  BAS EN ISO 21227-2:2008 
(1.izd.) (pr) (en) (12 str.) 

Paints and varnishes - 
Evaluation of defects on 
coated surfaces using 
optical imaging - Part 2: 
Evaluation  procedure 
for multi- impact stone-
chipping test 

EN ISO 21227-2:2006 IDT; 
ISO 21227-2:2006 IDT 

ICS 
87.040 

  CEN; ISO I 

73.  BAS ISO 3270:2008            
(1.izd.) (pr) (en) (2 str.) 

Paints and varnishes 
and their raw materials; 
Temperatures and 
humidities for 
conditioning and testing 

ISO 3270:1984 IDT; EN 
23270:1992 IDT 

ICS 
87.040 

  ISO I 
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74.  BAS ISO 3856-1:2008        
(1.izd.) (pr) (en) (6 str.) 

Paints and varnishes; 
Determination of 
"soluble" metal content; 
Part 1 : Determination 
of lead content;  Flame 
atomic absorption 
spectrometric method 
and dithizone 
spectrophotometric 
method 

ISO 3856-1:1984 IDT ICS 
87.040 

  ISO I 

75.  BAS ISO 3856-2:2008        
(1.izd.) (pr) (en) (6 str.) 

Paints and varnishes; 
Determination of 
"soluble" metal content; 
Part 2 : Determination 
of antimony content;  
Flame atomic 
absorption 
spectrometric method 
and Rhodamine B 
spectrophotometric 
method 

ISO 3856-2:1984 IDT ICS 
87.040 

  ISO I 

76.  BAS ISO 3856-3:2008        
(1.izd.) (pr) (en) (4 str.) 

Paints and varnishes; 
Determination of 
"soluble" metal content; 
Part 3 : Determination 
of barium content;  
Flame atomic emission 
spectrometric method 

ISO 3856-3:1984 IDT ICS 
87.040 

  ISO I 

77.  BAS ISO 3856-4:2008        
(1.izd.) (pr) (en) (6 str.) 

Paints and varnishes; 
Determination of 
"soluble" metal content; 
Part 4 : Determination 
of cadmium content;  
Flame atomic 
absorption 
spectrometric method 
and polarographic 
method 

ISO 3856-4:1984 IDT ICS 
87.040 

  ISO I 
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78.  BAS ISO 3856-5:2008        
(1.izd.) (pr) (en) (3 str.) 

Paints and varnishes; 
Determination of 
"soluble" metal content; 
Part 5 : Determination 
of hexavalent  
chromium content of 
the pigment portion of 
the liquid paint or the 
paint in powder form; 
Diphenylcarbazide  
spectrophotometric 
method 

ISO 3856-5:1984 IDT ICS 
87.040 

  ISO I 

79.  BAS ISO 3856-6:2008        
(1.izd.) (pr) (en) (3 str.) 

Paints and varnishes; 
Determination of 
"soluble" metal content; 
Part 6 : Determination 
of total chromium  
content of the liquid 
portion of the paint; 
Flame atomic 
absorption 
spectrometric method 

ISO 3856-6:1984 IDT ICS 
87.040 

  ISO I 

80.  BAS ISO 6503:2008            
(1.izd.) (pr) (en) (6 str.) 

Paints and varnishes - 
Determination of total 
lead -  Flame atomic 
absorption 
spectrometric method 

ISO 6503:1984 IDT ICS 
87.040 

  ISO I 

81.  BAS ISO 6713:2008            
(1.izd.) (pr) (en) (6 str.) 

Paints and varnishes -  
Preparation of acid 
extracts from paints in 
liquid or powder form 

ISO 6713:1984 IDT ICS 
87.040 

  ISO I 

82.  BAS ISO 11503:2008          
(1.izd.) (pr) (en) (7 str.) 

Paints and varnishes - 
Determination of 
resistance to humidity 
(intermittent 
condensation) 

ISO 11503:1995 IDT ICS 
87.040 

  ISO I 

83.  BAS ISO 19334:2008          
(1.izd.) (pr) (en) (7 str.) 

Binders for paints and 
varnishes - Gum rosin - 
Gas-chromatographic 
analysis 

ISO 19334:2006 IDT 
 

ICS 
87.040 

  ISO I 
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84.  BAS ISO/TR 24430:2008     
(1.izd.) (pr) (en) (7 str.) 

Paints and varnishes - 
Guidelines for the 
determination of the 
precision of a test 
method by 
interlaboratory  trials 

ISO/TR 24430:2003 IDT ICS 
87.040 

  ISO I 

85.  BAS EN ISO 787-25:2008   
(1.izd.) (pr) (en) (11 str.) 

General methods of 
test for pigments and 
extenders - Part 25: 
Comparison of the 
colour, in full-shade  
systems, of white, black 
and coloured pigments 
- Colorimetric method 

EN ISO 787-25:2006 IDT;  
ISO 787-25:1993 IDT 
 

ICS 
87.060.10 

  CEN ISO I 

86.  BAS ISO 473:2008              
(1.izd.) (pr) (en) (4 str.) 

Lithopone pigments for 
paints - Specifications 
and methods of test 

ISO 473:1982 IDT ICS 
87.060.10 

  ISO I 

87.  BAS ISO 510:2008              
(1.izd.) (pr) (en) (4 str.) 

Red lead for paints ISO 510:1977 IDT ICS 
87.060.10 

  ISO I 

88.  BAS ISO 787-1:2008          
(1.izd.) (pr) (en) (2 str.) 

General methods of 
test for pigments and 
extenders - Part 1 : 
Comparison of colour of 
pigments 

ISO 787-1:1982 IDT ICS 
87.060.10 

  ISO I 

89.  BAS ISO 787-4:2008           
(1.izd.) (pr) (en) (2 str.) 

General methods of 
test for pigments and 
extenders - Part 4 : 
Determination of acidity 
or alkalinity of the  
aqueous extract 

ISO 787-4:1981 IDT ICS 
87.060.10 

  ISO I 

90.  BAS ISO 787-7:2008          
(1.izd.) (pr) (en) (3 str.) 

General methods of 
test for pigments and 
extenders - Part 7 : 
Determination of 
residue on sieve - 
Water  method - 
Manual procedure 

ISO 787-7:1981 IDT ICS 
87.060.10 

  ISO I 
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91.  BAS ISO 787-17:2008        
(1.izd.) (pr) (en) (5 str.) 

General methods of 
test for pigments and 
extenders - Part 17: 
Comparison of 
lightening power of 
white  pigments 

ISO 787-17:2002 IDT ICS 
87.060.10 

  ISO I 

92.  BAS ISO 787-21:2008        
(1.izd.) (pr) (en) (2 str.) 

General methods of 
test for pigments and 
extenders; part 21: 
comparison of heat 
stability of pigments 
using  a stoving 
medium 

ISO 787-21:1979 IDT ICS 
87.060.10 

  ISO I 

93.  BAS ISO 787-22:2008        
(1.izd.) (pr) (en) (2 str.) 

General methods of 
test for pigments and 
extenders; Part 22 : 
Comparison of 
resistance to bleeding 
of  pigments 

ISO 787-22:1980 IDT ICS 
87.060.10 

  ISO I 

94.  BAS ISO 788:2008              
(1.izd.) (pr) (en) (2 str.) 

Ultramarine pigments 
for paints 

BAS ISO 788:1974 IDT ICS 
87.060.10 

  ISO I 

95.  BAS ISO 1247:2008            
(1.izd.) (pr) (en) (12 str.) 

Aluminium pigments for 
paints 

ISO 1247:1974 IDT ICS 
87.060.10 

  ISO I 

96.  BAS ISO 1247/AMD 1:2008   
(1.izd.) (pr) (en) (1 str.) 

Aluminium pigments for 
paints - Amendment 1 

ISO 1247:1974/AMD 
1:1982 IDT 

ICS 
87.060.10 

  ISO I 

97.  BAS ISO 1248:2008            
(1.izd.) (pr) (en) (21 str.) 

Iron oxide pigments - 
Specifications and 
methods of test 

ISO 1248:2006 IDT ICS 
87.060.10 

  ISO I 

98.  BAS ISO 1249:2008             
(1.izd.) (pr) (en) (7 str.) 

Zinc chromate 
pigments - Basic zinc 
potassium chromate 
pigments and zinc 
tetrahydroxychromate  
pigments 

ISO 1249:1974 IDT ICS 
87.060.10 

  ISO I 

99.  BAS ISO 1249/AMD 1:2008 
(1.izd.) (pr) (en) (1 str.) 

Zinc chromate 
pigments; Basic zinc 
potassium chromate 
pigments and zinc 
tetrahydroxychromate  
pigments; Technical 
Corrigendum 1 

ISO 1249:1974/AMD 
1:1982 IDT 

ICS 
87.060.10 

  ISO I 
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100. BAS ISO 2040:2008             
(1.izd.) (pr) (en) (5 str.) 

Strontium chromate 
pigments for paints 

ISO 2040:1972 IDT ICS 
87.060.10 

  ISO I 

101. BAS ISO 2068:2008            
(1.izd.) (pr) (en) (5 str.) 

Barium chromate 
pigments for paints 

ISO 2068:1972 IDT  ICS 
87.060.10 

  ISO I 

102. BAS ISO 3711:2008            
(1.izd.) (pr) (en) (8 str.) 

Lead chromate 
pigments and lead 
chromate-molybdate 
pigments; specifications 
and methods of test /  
Note: Corrected and 
reprinted in 1991-03 

ISO 3711:1990 IDT ICS 
87.060.10 

  ISO I 

103. BAS ISO 3856-7:2008         
(1.izd.) (pr) (en) (8 str.) 

Paints and varnishes; 
Determination of 
"soluble" metal content; 
Part 7 : Determination 
of mercury content of  
the pigment portion of 
the paint and of the 
liquid portion of water-
dilutable paints; 
Flameless atomic  
absorption 
spectrometric method 

ISO 3856-7:1984 IDT ICS 
87.060.10 

  ISO I 

104. BAS ISO 4620:2008            
(1.izd.) (pr) (en) (9 str.) 

Cadmium pigments - 
Specifications and 
methods of test 

ISO 4620:1986 IDT ICS 
87.060.10 

  ISO I 

105. BAS ISO 4621:2008            
(1.izd.) (pr) (en) (59 str.) 

Chrome oxide green 
pigments; 
Specifications and 
methods of test 

ISO 4621:1986 IDT  ICS 
87.060.10 

  ISO I 

106. BAS ISO 10601:2008          
(1.izd.) (pr) (en) (5 str.) 

Micaceous iron oxide 
pigments for paints - 
Specifications and test 
methods 

ISO 10601:1986 IDT ICS 
87.060.10 

  ISO I 

107. BAS EN ISO 150:2008         
(1.izd.) (pr) (en) (12 str.) 

Raw, refined and boiled 
linseed oil for paints 
and varnishes - 
Specifications and 
methods of test  

EN ISO  150:2007 IDT; 
ISO 150:2006 IDT 

ICS 
87.060.20 

  CEN; ISO I 
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108. BAS EN ISO 7142:2008      
(2.izd.) (pr) (en) (10 str.) 

Binders for paints and 
varnishes - Epoxy 
resins - General 
methods of test 

EN ISO 7142:2007 IDT; 
ISO 7142:2007 IDT 

ICS 
87.060.20 

Zamjenjuje BAS EN ISO 
7142:2006 Vezivna 
sredstva za boje i lakove – 
Epoksi-smole – Op� e 
metode ispitivanja 

 CEN; ISO I 

109. BAS EN ISO 7143:2008       
(2.izd.) (pr) (en) (10 str.) 

Binders for paints and 
varnishes - Methods of 
test for characterizing 
water-based binders 

EN ISO 7143:2007 IDT; 
ISO 7143:2007 IDT 

ICS 
87.060.20 

Zamjenjuje BAS EN ISO 
7143:2007 Boje, lakovi i 
vezivna sredstva – Metode 
ispitivanja za 
karakterizaciju premaznih 
sredstava i vezivnih 
sredstava 

 CEN; ISO I 

110. BAS ISO 4619:2008             
(2.izd.) (pr) (en) (17 str.) 

Driers for paints and 
varnishes 

ISO 4619:1998 IDT ICS 
87.060.99 

  ISO I 
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