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1. PR/BAS ISO 404: 2008 
(1. izd.)(pr)(en)(str.13) 

Steel and steel products; general 
technical delivery  requirements 

(ISO 404:1992, 
IDT) 

77.080.20   ISO/TC 17  

2. PR/BAS ISO 437: 2008 
(1. izd.)(pr)(en)(str.4) 

Steel and cast iron; Determination of 
total carbon content;  Combustion 
gravimetric method 

(ISO 437:1982, 
IDT) 

77.080.01   ISO/TC 17  

3. PR/BAS ISO 671: 2008 
(1. izd.)(pr)(en)(str. 5) 

Steel and cast iron; Determination of 
sulphur content;  Combustion 
titrimetric method 

(ISO 671: 1982, 
IDT) 

77.080.01   ISO/TC 17  

4. PR/BAS ISO 683-1: 2008 
(1.izd.)(pr)(en)(str. 33) 

Heat-treatable steels, alloy steels and 
free-cutting steels; Part  1 : Direct-
hardening unalloyed and low alloyed 
wrought steel in  form of different black 
products 

(ISO 683-1: 
1987, IDT) 

77.140.01   ISO/TC 17  

5. PR/BAS ISO 683-9: 2008 
(1. izd.)(pr)(en)(str.14) 

Heat-treatable steels, alloy steels and 
free-cutting steels; part  9: wrought 
free-cutting steels 

(ISO 683-9:1988, 
IDT) 

77.140.10   ISO/TC 17  

6. PR/BAS ISO 683-11: 2008 
(1. izd.)(pr)(en)(str.18) 

Heat-treatable steels, alloy steels and 
free-cutting steels; Part  11 : Wrought 
case-hardening steels 

(ISO 683-11: 
1987, IDT) 

77.140.10   ISO/TC 17  

7. PR/BAS ISO 683-18: 2008 
(1. izd.)(pr)(en)(str.36) 

Heat-treatable steels, alloy steels and 
free-cutting steels -  Part 18: Bright 
products of unalloyed and low alloy 
steels 

(ISO 683-18, 
1996, IDT) 

77.140.10 
* 
77.140.20 

  ISO/TC 17  
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8. PR/BAS ISO 1052 : 2008 
(1. izd.)(pr)(en)(str. 5) 

Steels for general engineering 
purposes 

(ISO 1052: 1982, 
IDT) 

77.140.10   ISO/TC 17  

9. PR/BAS ISO 2605-3: 2008 
(1. izd.)(pr)(en)(str. 3) 

Steel products for pressure purposes; 
Derivation and  verification of elevated 
temperature properties; Part 3 : An  
alternative procedure for deriving the 
elevated temperature yield  or proof 
stress properties when data are limited 

(ISO 2605-3: 
1985, IDT) 

77.140.30   ISO/TC 17  

10. PR/BAS ISO 4885: 2008 
(1. izd.)(pr)(en)(str.43) 

Ferrous products - Heat treatments - 
Vocabulary 

(ISO 4885: 1996, 
IDT) 

01.040.77 
* 
77.080.01 

  ISO/TC 17  

11. PR/BAS ISO 4943: 2008 
(1. izd.)(pr)(en)(str.6) 

Steel and cast iron; Determination of 
copper content; Flame  atomic 
absorption spectrometric method 

(ISO 4943: 1985, 
IDT) 

77.080.01   ISO/TC 17  

12. PR/BAS ISO 4948-1:2008 
(1. izd.)(pr)(en)(str.2) 

Steels; Classification; Part 1 : 
Classification of steels into  unalloyed 
and alloy steels based on chemical 
composition 

(ISO 4948-1: 
1982, IDT) 

77.080.20   ISO/TC 17  

13. PR/BAS ISO 4948-2: 2008 
(1. izd.)(pr)(en)(str.7) 

Steels; Classification; Part 2 : 
Classification of unalloyed and  alloy 
steels according to main quality 
classes and main  property or 
application characteristics 

(ISO 4948-2: 
1981, IDT) 

77.080.20   ISO/TC 17  

14. PR/BAS ISO/TS 4949: 2008 
(1. izd)(pr)(en)(str.8) 

Steel names based on letter symbols (ISO /TS 4949: 
2003, IDT) 

77.080.20   ISO/TC 17  

15. PR/BAS ISO 4952 : 2008 
(2. izd.)(pr)(en)(str. 14) 

Structural steels with improved 
atmospheric corrosion  resistance 

(ISO 4952: 2006, 
IDT) 

77.140.20 BAS ISO 4952: 2003  ISO/TC 17  

16. PR/BAS ISO 4991: 2008 
(2. izd.)(pr)(en)(str. 16) 

Steel castings for pressure purposes (ISO 4991: 2005, 
IDT) 

77.140.30 
* 
77.140.80 

BAS ISO 4991: 2001  ISO/TC 17  

17. PR/BAS ISO 4995: 2008 
(1. izd.)(pr)(en)(str.12) 

Hot-rolled steel sheet of structural 
quality 

(ISO 4995: 2001, 
IDT) 

77.140.50   ISO/TC 17  

18. PR/BAS ISO 4996: 2008 
(1. izd.)(pr)(en)(str.8) 

Hot-rolled steel sheet of high yield 
stress structural quality 

(ISO 4996: 2007, 
IDT) 

77.140.50   ISO/TC 17  

19. PR/BAS ISO 4997: 2008 
(1. izd.)(pr)(en)(str.8) 

Cold-reduced carbon steel sheet of 
structural quality 

(ISO 4997: 2007, 
IDT) 

77.140.50   ISO/TC 17  

20. PR/BAS ISO 5001:2008 
(1. izd.)(pr)(en)(str.8) 

Cold- reduced carbon steel sheet for 
vitreous enamelling 

(ISO 5001: 2007, 
IDT) 

77.140.50   ISO/TC 17  

21. PR/BAS ISO 5951: 2008 
(1. izd.)(pr)(en)(str.13) 

Hot-rolled steel sheet of higher yield 
strength with improved  formability 

(ISO 5951: 2001, 
IDT) 

77.140.50   ISO/TC 17  
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22. PR/BAS ISO 5952: 2008 
(1. izd.)(pr)(en)(str.10) 

Continuously hot-rolled steel sheet of 
structural quality with  improved 
atmospheric corrosion resistance 

(ISO 5952: 2005, 
IDT) 

77.140.50 BAS ISO 5952: 2000  ISO/TC 17  

23. PR/BAS ISO 6303: 2008 
(1. izd.)(pr)(en)(str. 5) 

Pressure vessel steels not included in 
ISO 2604, Parts 1 to 6;  Derivation of 
long-time stress rupture properties 

(ISO 6303: 
1981,IDT) 

77.140.30   ISO/TC 17  

24. PR/BAS ISO 6305-2: 2008 
(1. izd.)(pr)(en)(str.12)  

Railway components - Technical 
delivery requirements - Part  2: Non-
alloy carbon steel baseplates 

(ISO 6305-2: 
2007, IDT) 

45.080 
#RW630 

  ISO/TC 17  

25. PR/BAS ISO 6305-3: 2008 
(1. izd.)(pr)(en)(str. 9) 

Railway components; technical 
delivery requirements; part 3:  steel 
sleepers 

(ISO 6305-3: 
1983, IDT) 

45.080 
# 
RW423 

  ISO/TC 17  

26. PR/BAS ISO 6305-4: 2008 
(1. izd.)(pr)(en)(str.8) 

Railway components; technical 
delivery requirements; part 4:  
untreated steel nuts and bolts and 
high-strength nuts and  bolts for fish-
plates and fastenings 

(ISO 6305-
4:1985, IDT) 

45.080# 
RW423  
* RW680 

  ISO/TC 17  

27. PR/BAS ISO 6929: 2008 
(1. izd.)(pr)(en)(str.23) 

Steel products; Definitions and 
classification Bilingual edition 

(ISO 6929: 1987, 
IDT) 

01.040.77  
* 
77.140.01 

  ISO/TC 17  

28. PR/BAS ISO 6931-1:2008 
(1. izd.)(pr)(en)(str. 11) 

Stainless steels for springs - Part 1: 
Wire 

(ISO 6931-1: 
1994, IDT) 

77.140.20  
* 
77.140.25  
* 
77.140.65 

  ISO/TC 17  

29. PR/BAS ISO 6931-2: 2008 
(1. izd.)(pr)(en)(str.28) 

Stainless steels for springs - Part 2: 
Narrow strip 

(ISO 6931-
2:2005, IDT) 

77.140.25   ISO/TC 17  

30. PR/BAS ISO 6932: 2008 
(1. izd.)(pr)(en)(str. 16) 

Cold-reduced carbon steel strip with a 
maximum carbon  content of 0, 25 % 

(ISO 6932: 2001, 
IDT) 

77.140.50   ISO/TC 17  

31.  PR/BAS ISO 6935-1: 2008 
(2. izd.)(pr)(en)(str.10) 

Steel for the reinforcement of concrete 
- Part 1: Plain bars 

(ISO 6935-1: 
2007, IDT) 

77.140.15 
* 
91.080.40 

BAS ISO 6935-1: 2000  ISO/TC 17  

32. PR/BAS ISO 6935-2: 2008 
(2. izd.)(pr)(en)(str.20) 

Steel for the reinforcement of concrete 
- Part 2: Ribbed bars 

(ISO 6935-2: 
2007,IDT) 

77.140.15 
* 
91.080.40 

BAS ISO 6935-2: 2002  ISO/TC 17  

33. PR/BAS ISO/TR 7468: 2008 
(1. izd.)(pr)(en)(str.49) 

Summary of average stress rupture 
properties of wrought  steels for boilers 
and pressure vessels 

(ISO/TR 7468: 
1981, IDT) 

77.140.30   ISO/TC 17  

34. PR/BAS ISO 7989-2: 2008 
(1. izd.)(pr)(en)(str.14) 

Steel wire and wire products - Non-
ferrous metallic coatings on  steel wire 
- Part 2: Zinc or zinc-alloy coating 

(ISO 7989-2: 
2007, IDT9 

25.220.40 
* 
77.140.65 

  ISO/TC 17  
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35. PR/BAS ISO 8458-1: 2008 
(1. izd.)(pr)(en)(str.7) 

Steel wire for mechanical springs - 
Part 1: General  requirements 

(ISO 8458-1: 
2002, IDT) 

77.140.25 
* 
77.140.65 

  ISO/TC 17  

36. PR/BAS ISO 8458-2: 2008 
(1. izd.)(pr)(en)(str.9) 

Steel wire for mechanical springs - 
Part 2: Patented cold- drawn non-alloy 
steel wire 

(ISO 8458-
2:2002, IDT) 

77.140.25 
* 
77.140.65 

  ISO/TC 17  

37. PR/BAS ISO 8458-3:2008 
(1. izd.)(pr)(en)(str.7) 

Steel wire for mechanical springs - 
Part 3: Oil-hardened and  tempered 
wire 

(ISO 8458-3: 
2002, IDT) 

77.140.25 
* 
77.140.65 

  ISO/TC 17  

38. PR/BAS ISO 9034: 2008 
(1. izd.)(pr)(en)(str.4) 

Hot-rolled structural steel wide flats; 
Tolerances on  dimensions and shape 

(ISO 9034 : 
1987, IDT) 

77.140.50   ISO/TC 17  

39. PR/BAS ISO 9328-3 : 2008 
(1. izd.)(pr)(en)(str. 18) 

Steel flat products for pressure 
purposes - Technical delivery  
conditions - Part 3: Weldable fine grain 
steels, normalized 

(ISO 9328-3 : 
2004, IDT) 

77.140.30 
* 
77.140.50 

  ISO/TC 17  

40. PR/BAS ISO 9328-5 : 2008 
(1. izd.)(pr)(en)(str.15) 

Steel flat products for pressure 
purposes - Technical delivery  
conditions - Part 5: Weldable fine grain 
steels,  thermomechanically rolled 

(ISO 9328-5 : 
2004, IDT) 

77.140.30 
* 
77.140.50 

  ISO/TC 17  

41. PR/BAS ISO 9328-6 : 2008 
(1. izd.)(pr)(en)(str.14)  

Steel flat products for pressure 
purposes - Technical delivery  
conditions - Part 6: Weldable fine grain 
steels, quenched and  tempered 

(ISO 9328-6: 
2004, IDT) 

77.140.30 
* 
77.140.50 

  ISO/TC 17  

42. PR/BAS ISO 9364 : 2008 
(1. izd.)(pr)(en)(str.16) 

Continuous hot-dip aluminium/zinc-
coated steel sheet of  commercial, 
drawing and structural qualities 

(ISO 9364: 2006, 
IDT) 

77.140.50   ISO/TC 17  

43. PR/BAS ISO 9441 : 2008 
(1.izd.)(pr)(en)(str.6) 

Steel; determination of niobium 
content; PAR  spectrophotometric 
method 

(ISO 9441 : 
1988, IDT) 

77.080.20   ISO/TC 17  

44. PR/BAS ISO/TR 10108 : 2008 
(1. izd.)(pr)(en)(str.5) 

Steel; conversion of hardness values 
to tensile strength values 

(ISO/TR 10108 : 
1989, IDT) 

77.080.20   ISO/TC 17  

45. PR/BAS ISO 10278 : 2008 
(1. izd.)(pr)(en)(str.9) 

Steel - Determination of maganese 
content - Inductively  coupled plasma 
atomic emission spectrometric method 

(ISO 
10278 :1995, 
IDT) 

77.080.01   ISO/TC 17  

46. PR/BAS ISO 10384 : 2008 
(1. izd.)(pr)(en)(str.12) 

Hot-rolled carbon steel sheet as 
defined by chemical  composition 

(ISO 10384 : 
2001, IDT) 

77.140.50   ISO/TC 17  

47. PR/BAS ISO 10698 : 2008 
(1. izd.)(pr)(en)(str.12) 

Steel - Determination of antimony 
content - Electrothermal  atomic 
absorption spectrometric method 

(ISO 10698: 
1994, IDT) 

77.080.20   ISO/TC 17  
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48. PR/BAS ISO 10701: 2008 
(1. izd.)(pr)(en)(str.10) 

Steel and iron; determination of sulfur 
content; methylene blue  
spectrophotometric method 

(ISO 10701: 
1994, IDT) 

77.080.01   ISO/TC 17  

49. PR/BAS EN ISO 10720: 2008 
(1. izd.)(pr)(en)(str.16) 

Steel and iron - Determination of 
nitrogen content - Thermal  
conductimetric method after fusion in a 
current of inert gas  (ISO 10720:1997) 

(EN ISO 
10720:2007, 
IDT) 

77.040.30 
* 
77.080.01 

  ISO/TC 17  

50. PR/BAS ISO/TR 12662 : 2008 
(1. izd.)(pr)(en)(str.13) 

Certification scheme for prestressing 
steels 

(ISO/TR 12662: 
1997, IDT) 

77.140.01 
* 
91.080.40 

  ISO/TC 17  

51. PR/BAS ISO 13898-1 : 2008 
(1. izd.)(pr)(en)(str.11) 

Steel and iron - Determination of 
nickel, copper and cobalt  contents - 
Inductively coupled plasma atomic 
emission  spectrometric method - Part 
1: General requirements and  sample 
dissolution 

(ISO 13898-1: 
1997, IDT) 

77.080.01   ISO/TC 17  

52. PR/BAS ISO 13898-2: 2008 
(1. izd.)(pr)(en)(str.7) 

Steel and iron - Determination of 
nickel, copper and cobalt  contents - 
Inductively coupled plasma atomic 
emission  spectrometric method - Part 
2: Determination of nickel content 

(ISO 13898-2: 
1997, IDT) 

77.080.01   ISO/TC 17  

53. PR/BAS ISO 13898-3 : 2008 
(1. izd.)(pr)(en)(str. 7) 

Steel and iron - Determination of 
nickel, copper and cobalt  contents - 
Inductively coupled plasma atomic 
emission  spectrometric method - Part 
3: Determination of copper  content 

(ISO 13898-
3:1997, IDT) 

77.080.01   ISO/TC 17  

54. PR/BAS ISO 13898-4: 2008 
(1. izd.)(pr)(en)(str.6) 

Steel and iron - Determination of 
nickel, copper and cobalt  contents - 
Inductively coupled plasma atomic 
emission  spectrometric method - Part 
4: Determination of cobalt content 

(ISO 13898-4: 
1997, IDT) 

77.080.01   ISO/TC 17  

55. PR/BAS ISO/TS 13899-1: 2008 
(1. izd.)(pr)(en)(str.11) 

Steel - Determination of Mo, Nb and W 
contents in alloyed  steel - Inductively 
coupled plasma atomic emission  
spectrometric method - Part 1: 
Determination of Mo content 

(ISO/TS 13899-
1: 2004, IDT) 

77.080.20   ISO/TC 17  

56. PR/BAS ISO 13899-2: 2008 
(1.izd.)(pr)(en)(str.13) 

Steel - Determination of Mo, Nb and W 
contents in alloyed  steel - Inductively 
coupled plasma atomic emission  
spectrometric method - Part 2: 
Determination of Nb content 

(ISO 13899-2 : 
2005, IDT) 

77.080.20   ISO/TC 17  
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57. PR/BAS ISO/TS 13899-3 : 2008 
(1. izd.)(pr)(en)(str.12) 

Steel - Determination of Mo, Nb and W 
contents in alloyed  steel - Inductively 
coupled plasma atomic emission  
spectrometric method - Part 3: 
Determination of W content 

(ISO/TS 13899-
3:2005, IDT) 

77.080.20   ISO/TC 17  

58. PR/BAS ISO 14788: 2008 
(2. izd.)(pr)(en)(str.15) 

Continuous hot-dip zinc-5% aluminium 
alloy coated steel  sheet 

(ISO 14788: 
2005, IDT) 

77.140.50 BAS ISO 14788 : 2000  ISO/TC 17  

59. PR/BAS ISO 15353 : 2008 
(1. izd.)(pr)(en)(str.9) 

Steel and iron - Determination of tin 
content - Flame atomic  absorption 
spectrometric method (extraction as 
Sn-SCN) 

(ISO 15353: 
2001, IDT) 

77.080.01   ISO/TC 17  

60. PR/BAS ISO 16120-1: 2008 
(1. izd.)(pr)(en)(str.10) 

Non-alloy steel wire rod for conversion 
to wire - Part 1: General  requirements 

(ISO 16120-1: 
2001, IDT) 

77.140.60   ISO/TC 17  

61. PR/BAS ISO 16120-2: 2008 
(1. izd.)(pr)(en)(str.3) 

Non-alloy steel wire rod for conversion 
to wire - Part 2: Specific  requirements 
for general purpose wire rod 

(ISO 16120-2 : 
2001, IDT) 

77.140.60   ISO/TC 17  

62. PR/BAS ISO 16120-3 : 2008 
(1. izd.)(pr)(en)(str.3) 

Non-alloy steel wire rod for conversion 
to wire - Part 3: Specific  requirements 
for rimmed and rimmed-substitute, 
low-carbon  steel wire rod 

(ISO 16120-3: 
2001, IDT) 

77.140.60   ISO/TC 17  

63. PR/BAS ISO 16120-4: 2008 
(1. izd)(pr)(en)(str.5) 

Non-alloy steel wire rod for conversion 
to wire - Part 4: Specific  requirements 
for wire rod for special applications 

(ISO 16120-
4:2001, IDT) 

77.140.60   ISO/TC 17  

64. PR/BAS ISO 16143-3 : 2008 
(1. izd.)(pr)(en)(str.15) 

Stainless steels for general purposes - 
Part 3: Wire 

(ISO 16143-3: 
2005, IDT) 

77.140.20 
* 
77.140.65 

  ISO/TC 17  

65. PR/BAS ISO 16172: 2008 
(1. izd.)(pr)(en)(str.9) 

Continuous hot-dip metallic-coated 
steel sheet for corrugated  steel pipe 

(ISO 16172: 
2006, IDT) 

77.140.50   ISO/TC 17  

66. PR/BAS ISO 16468: 2008 
(1. izd.)(pr)(en)(str.13) 

Investment castings (steel, nickel 
alloys and cobalt alloys) -  General 
technical requirements 

(ISO 16468: 
2005, IDT) 

77.140.80 BAS ISO 16468:2006 
Na osnovu (ISO/FDIS 

16468:2005, IDT) 
 

 ISO/TC 17  

67. PR/BAS ISO 16650: 2008 
(1. izd.)(pr)(en)(str.9) 

Bead wire (ISO 16650: 
2004, IDT) 

77.140.65   ISO/TC 17  

68. PR/BAS ISO/TR 17055 : 2008 
(1. izd.)(pr)(en)(str.9) 

Steel - Determination of silicon content 
- Inductively coupled  plasma atomic 
emission spectrometric method 

(ISO/TR 17055: 
2002, IDT) 

77.080.20   ISO/TC 17  

69. PR/BAS ISO 17577: 2008 
(1. izd.)(en)(pr)(str.12) 

Steel - Ultrasonic testing for steel flat 
products of thickness  equal to or 
greater than 6 mm 

(ISO 17577: 
2006, IDT) 

77.040.20 
* 
77.140.50 

  ISO/TC 17  



 Registarski broj dokumenta: BAS/TC 4-190 

Red. 
br.  

Referentni broj BAS 
standarda 

(izdanje)(metoda preuzimanja) 
(jezik) (br. strana) 

Naziv na jeziku izvornog 
dokumenta 

Referentni broj 
izvornog 

dokumenta 
ICS 

Referentni broj 
va�e � eg standarda u 

BiH 

Harmoniziran sa 
direktivom 

Izdao izvorni 
dokument 

Kvartal  

 

  ZO – B 31-2/06 7/17 

70. PR/BAS ISO 946 : 2008 
(1. izd.)(pr)(en)(str.3) 

Grey cast iron; Beam unnotched 
impact test 

(ISO 946: 1975, 
IDT) 

77.080.10   ISO/TC 25  

71. PR/BAS ISO 2892: 2008 
(1. izd.)(pr)(en)(str. 24) 

Austenitic cast irons - Classification (ISO 2892: 2007, 
IDT) 

77.080.10   ISO/ TC 25  

72. PR/BAS ISO/TR 15931 : 2008 
(1. izd.)(pr)(en)(str.9) 

Designation system for cast irons and 
pig irons 

(ISO/TR 
15931:2004, 
IDT) 

77.080.10   ISO/ TC 25  

73. PR/BAS ISO 16112: 2008 
(1. izd.)(pr)(en)(str.23) 

Compacted (vermicular) graphite cast 
irons - Classification 

(ISO 16112: 
2006, IDT) 

77.080.10   ISO/ TC 25  

74. PR/BAS ISO 17558 : 2008 
(1. izd.)(pr)(en)(str.16) 

Steel wire ropes - Socketing 
procedures - Molten metal and  resin 
socketing 

(ISO 17558: 
2006, IDT) 

77.140.65   ISO/TC 105  

75. PR/BAS EN ISO 7438: 2008 
(2. izd.)(pr)(en)(11 str.) 

Metallic materials - Bend test (ISO 
7438:2005) 

EN ISO 7438: 
2005, IDT 
* ISO 7438: 2005 

77.040.10 BAS EN ISO 7438 : 
2001, IDT 

 CEN  

76. PR/BAS EN ISO 7500-2 : 2008 
(2. izd.)(pr)(en)(18 str.) 

Metallic materials - Verification of static 
uniaxial testing  machines - Part 2: 
Tension creep testing machines -  
Verification of the applied force (ISO 
7500-2:2006) 

EN  ISO  7500-
2:200,. IDT* ISO 
7500-2:2006 

77.040.10 BAS EN ISO 7500-2: 
2001, IDT 

 CEN  

78. PR/BAS ISO 9649 :2008 
(1. izd.)(pr)(en)(2 str.) 

Metallic materials; wire; reverse torsion 
test 

ISO  9649: 1990, 
IDT 

77.040.10   ISO/TC 164  

79. PR/BAS ISO 10113: 2008 
(2. izd.)(pr)(en)(str. 

Metallic materials - Sheet and strip - 
Determination of plastic  strain ratio / 
Note: Corrected and reprinted in 2007-
08 

ISO 10113: 
2006, IDT 

77.040.10 BAS ISO 10113 : 
2000,IDT 

 ISO/TC 164  

80. PR/BAS ISO 10275 : 2008 
(1. izd.)(pr)(en)(10 str.) 

Metallic materials - Sheet and strip - 
Determination of tensile  strain 
hardening exponent 

ISO  
10275:2007, IDT 

77.040.10   ISO/TC 164  

81. PR/BAS ISO 11531: 2008 
(1. izd.)(pr)(en)(4 str.) 

Metallic materials; earing test ISO 11531 : 
1994, IDT 

77.040.10   ISO/TC 164  

82. PR/BAS EN ISO 14556 : 2008 
(1. izd.)(pr)(en)(16 str.) 

Steel - Charpy V-notch pendulum 
impact test - Instrumented  test 
method (ISO 14556:2000) / Note: To 
be amended by EN  ISO 14556/prA1 
(2004-12), EN ISO 14556/prA1 (2006-
03). 

EN  ISO  14556: 
2000, IDT* ISO 
14556:2000 

77.040.10 BAS ISO 14556: 2001, 
IDT 

 CEN 
ECISS/TC 1 
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83. PR/BAS EN ISO 14556/A1: 
2008 
(1. izd.)(pr)(en)(10 str.) 

Steel - Charpy V-notch pendulum 
impact test - Instrumented  test 
method - Amendment 1: Annex D - 
Instrumented Charpy  V- notch 
pendulum impact test of sub-size test 
pieces (ISO  14556:2000/Amd 1:2006) 

EN  ISO  
14556/A1: 2006, 
IDT* 
ISO  
14556:2000/Amd 
1:2006 

77.040.10   CEN 
ECISS/TC 1 

 

84. PR/BAS EN ISO 14577-4: 2008 
(1. izd.)(pr)(en)(29 str.) 

Metallic materials - Instrumented 
indentation test for hardness  and 
materials parameters - Part 4: Test 
method for metallic  and non-metallic 
coatings (ISO 14577-4:2007) 

EN  ISO  14577-
4: 2007, IDT * 
ISO 14577-4: 
2007, IDT 

77.040.10   CEN 
ECISS/TC 1 

 

85. PR/BAS ISO 15363: 2008 
(1. izd.)(pr)(en)(8 str.) 

Metallic materials - Tube ring hydraulic 
pressure test 

ISO  15363: 
2000, IDT 

77.040.10   ISO/TC 164  

86. PR/BAS ISO/TS 16630: 2008 
(1. izd.)(pr)(en)(6 str.) 

Metallic materials - Method of hole 
expanding test 

ISO/TS  16630: 
2003, IDT 

77.040.10   ISO/TC 164  

87. PR/BAS ISO 19819: 2008 
(1. izd.)(pr)(en)(12 str.) 

Metallic materials - Tensile testing in 
liquid helium 

ISO  19819: 
2004, IDT 

77.040.10   ISO/TC 164  

88. PR/BAS ISO 20032: 2008 
(1. izd.)(pr)(en)(11 str.) 

Method for evaluation of tensile 
properties of metallic  superplastic 
materials 

ISO  
20032:2007, IDT 

77.040.10   ISO/TC 164  

89. PR/BAS ISO 23718: 2008 
(1. izd.)(pr)(en)(36 str.) 

Metallic materials - Mechanical testing 
- Vocabulary 

ISO  23718: 
2007, IDT 

   ISO/TC 164  

90. PR/BAS EN 1370: 2008 
(1. izd.)(pr)(en) 

Founding - Surface roughness 
inspection by visualtactile  
comparators 

EN  1370: 1996,  17.040.20 
* 77.180 

  CEN/TC 190  

91. PR/BAS EN 1559-5: 2008 
(1. izd.)(pr)(en) 

Founding - Technical conditions of 
delivery - Part 5: Additional  
requirements for magnesium alloy 
castings 

EN  1559-5: 
1997, IDT 

77.150.20   CEN/TC 190  

92. PR/BAS EN 1560: 2008 
(1. izd.)(pr)(en) 

Founding - Designation system for 
cast iron - Material  symbols and 
material numbers 

EN  1560: 1997, 
IDT 

77.080.10   CEN/TC 190  

93. PR/BAS EN 1753: 2008 
(1. izd.)(pr)(en) 

Magnesium and magnesium alloys - 
Magnesium alloy ingots  and castings 

EN  1753: 1997, 
IDT 

77.150.20   CEN/TC 190  

94. PR/BAS EN 1753/AC: 2008 
(1. izd.)(pr)(en) 

Magnesium and magnesium alloys - 
Magnesium alloy ingots  and castings; 
Amendment AC 

EN  1753/AC: 
1997, IDT 

77.150.20   CEN/TC 190  

95. PR/BAS EN 1754: 2008 
(1. izd.)(pr)(en) 

Magnesium and magnesium alloys - 
Magnesium and  magnesium alloy 
anodes, ingots and castings - 
Designation  system 

EN  1754: 1997, 
IDT 

77.150.20   CEN/TC 190  
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96. PR/BAS EN 12421: 2008 
(1. izd.)(pr)(en)(str.) 

Magnesium and magnesium alloys - 
Unalloyed magnesium 

EN  12421: 
1998, IDT 

77.120.20   CEN/TC 190  

97. PR/BAS EN 12438:2008 
(1. izd.)(pr)(en)(str.) 

Magnesium and magnesium alloys - 
Magnesium alloys for  cast anodes 

EN 12438: 1998, 
IDT 

77.120.20 
* 
77.150.20 

  CEN/TC 190  

98. PR/BAS EN 12513: 2008 
(1. izd.)(pr)(en)(str.) 

Founding - Abrasion resistant cast 
irons 

EN  12513: 
2000, IDT 

77.080.10   CEN/TC 190  

99. PR/BAS EN 13835/A1: 2008 
(1. izd.)(pr)(en)(5 str.) 

Founding - Austenitic cast irons EN 
13835/A1:2006, 
IDT 

77.080.10   CEN/TC 190  

100. PR/BAS EN ISO 8062-1 : 2008 
(1. izd.)(pr)(en)(str.) 

Geometrical product specifications 
(GPS) - Dimensional and  geometrical 
tolerances for moulded parts - Part 1: 
Vocabulary  (ISO 8062-1:2007) 

EN  ISO  8062-
1:2007, IDT 
*ISO 8062-1: 
2007, IDT 

01.040.17 
* 
17.040.30 

  CEN/TC 190  

101. PR/BAS EN ISO 8062-3 : 2008 
(1. izd.)(pr)(en)(33 str.) 

Geometrical Product Specifications 
(GPS) - Dimensional and  geometrical 
tolerances for moulded parts - Part 3: 
General  dimensional and geometrical 
tolerances and machining  allowances 
for castings (ISO 8062-3:2007) 

EN  ISO  8062-3: 
2007, IDT* 
ISO 8062-3: 
2007 

17.040.30   CEN/TC 190  

102. PR/BAS EN 10001: 2008 
(1. izd.)(pr)(en) 

Definition and classification of pig-irons EN 10001: 1990, 
IDT 

01.040.77 
* 
77.080.10 

  ECISS/TC 5  

103. PR/BAS EN 10025-2/AC: 2008 
(1. izd.)(pr)(en)(5 str.) 

Hot rolled products of structural steels 
- Part 2: Technical  delivery conditions 
for non-alloy structural steels 

EN  10025-2/AC: 
2005, IDT 

77.140.10 
* 
77.140.45 
* 
77.140.50 

  ECISS/TC 10  

104. PR/BAS EN 10028-7/AC: 2008 
(1. izd.)(pr)(en)(2 str.) 

Flat products made of steels for 
pressure purposes - Part 7:  Stainless 
steels 

EN  10028-7/AC: 
2004, IDT 

77.140.20 
* 
77.140.30 

 97/23/EG ECISS/TC 22  

105. PR/BAS EN 10029/AC: 2008 
(1. izd.)(pr)(en) 

Hot rolled steel plates 3 mm thick or 
above; tolerances on  dimensions, 
shape and mass; amendment 

EN  10029/AC: 
1991, IDT 

77.140.50   ECISS/TC 12  

106. PR/BAS EN 10036: 2008 
(1. izd.)(pr)(en) 

Chemical analysis of ferrous materials; 
determination of total  carbon in steels 
and irons; gravimetric method after  
combustion in a stream of oxygen 

EN  10036: 
1989, IDT 

77.040.30   ECISS/TC 20  
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107. PR/BAS EN 10071: 2008 
(1. izd.)(pr)(en) 

Chemical analysis of ferrous materials; 
determination of  manganese in steels 
and irons; electrometric titration 
method 

EN  10071: 
1989, IDT 

77.040.30   ECISS/TC 20  

108. PR/BAS EN 10079: 2008 
(2. izd.)(pr)(en)(42 str.) 

Definition of steel products EN  10079:2007, 
IDT 

01.040.77 
* 
77.140.01 

BAS EN 10079: 2005  ECISS/TC 6  

109. PR/BAS EN 10083-1: 2008 
(2. izd.)(pv)(en)(25 str.) 

Steels for quenching and tempering - 
Part 1: General technical  delivery 
conditions 

EN  10083-1: 
2006, IDT 

77.140.10 BAS EN 10083-1:1999  ECISS/TC 23  

110. PR/BAS EN 10083-2: 2008 
(2. izd.)(pv)(en)(34 str.) 

Steels for quenching and tempering - 
Part 2: Technical delivery  conditions 
for non alloy steels 

EN  10083-2: 
2006, IDT 

77.140.10 BAS EN 10083-2: 1999  ECISS/TC 23  

111. PR/BAS EN 10083-3: 2008 
(2. izd.)(pv)(en)(43 str.) 

Steels for quenching and tempering - 
Part 3: Technical delivery  conditions 
for alloy steels 

EN  10083-3: 
2006, IDT 

77.140.10 BAS EN 10083-3: 2002  ECISS/TC 23  

112. PR/BAS EN 10085: 2008 
(1. izd.)(pr)(en)(17 str.) 

Nitriding steels - Technical delivery 
conditions 

EN  10085: 
2001, IDT 

77.140.10   ECISS/TC 23  

113. PR/BAS EN 10089: 2008 
(1. izd.)(pr)(en)(33 str.) 

Hot-rolled steels for quenched and 
tempered springs -  Technical delivery 
conditions 

EN  10089: 
2002,IDT 

77.140.25   ECISS/TC 23  

114. PR/BAS EN 10090 : 2008 
(1. izd.)(pr)(en)(str.) 

Valve steels and alloys for internal 
combustion engines 

EN  10090:1998, 
IDT 

27.020 * 
77.140.20 

  ECISS/TC 23  

115. PR/BAS EN 10095: 2008 
(1. izd.)(pr)(en)(33 str.) 

Heat resisting steels and nickel alloys EN  10095: 
1999, IDT 

77.120.40 
* 
77.140.20 

  ECISS/TC 23  

116. PR/BAS EN 10095/AC: 2008 
(1. izd.)(pr)(en) 

Heat resisting steels and nickel alloys; 
Amendment AC 

EN  10095/AC: 
2001, IDT 

77.120.40 
* 
77.140.20 

  ECISS/TC 23  

117. PR/BAS EN 10120: 2008 
(1. izd.)(pr)(en)(str.) 

Steel sheet and strip for welded gas 
cylinders 

EN  10120: 
1996, IDT 

77.140.30   ECISS/TC 22  

118. PR/BAS EN 10136: 2008 
(1. izd.)(pr)(en) 

Chemical analysis of ferrous materials; 
determination of nickel  in steels and 
irons; flame atomic absorption 
spectrometric  method 

EN  10136: 
1989,IDT 

77.040.30   ECISS/TC 20  

119. PR/BAS EN 10151: 2008 
(1. izd.)(pr)(en)(28 str.) 

Stainless steel strip for springs - 
Technical delivery conditions 

EN  10151: 
2002, IDT 

77.140.25   ECISS/TC 23  

120. PR/EN 10163-1/AC: 2008 
(1. izd.)(pr)(en)(2 str.) 

Delivery requirements for surface 
condition of hot-rolled steel  plates, 
wide flats and sections - Part 1: 
General requirements 

EN  10163-1/AC: 
2007, IDT 

77.140.50 
* 
77.140.70 

  ECISS/TC 10  
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121. PR/BAS EN 10177: 2008 
(1. izd.)(pr)(en) 

Chemical analysis of ferrous materials; 
determination of  calcium in steels; 
flame atomic absorption spectrometric  
method 

EN  10177: 
1989, IDT 

77.040.30   ECISS/TC 20  

122. PR/BAS EN 10178: 2008 
(1. izd.)(pr)(en) 

Chemical analysis of ferrous materials; 
determination of  niobium in steels; 
spectrophotometric method 

EN  10178: 
1989, IDT 

77.040.30   ECISS/TC 20  

123. PR/BAS EN 10179: 2008 
(1. izd.)(pr)(en) 

Chemical analysis of ferrous materials; 
determination of  nitrogen (trace 
amounts) in steels; spectrophotometric 
method 

EN  10179: 
1989, IDT 

77.040.30   ECISS/TC 20  

124. PR/BAS EN 10181: 2008 
(1. izd.)(pr)(en) 

Chemical analysis of ferrous materials; 
determination of lead  in steels; flame 
atomic absorption spectrometric 
method 

EN  10181: 
1989, IDT 

77.040.30   ECISS/TC 20  

125. PR/BAS EN 10188: 2008 
(1. izd.)(pr)(en) 

Chemical analysis of ferrous materials; 
determination of  chromium in steels 
and irons; flame atomic absorption  
spectrometric method 

EN  10188:1989, 
IDT 

77.040.30   ECISS/TC 20  

126. PR/BAS EN 10222-2/AC: 2008 
(1. izd.)(pr)(en)(2 str.) 

Steel forgings for pressure purposes - 
Part 2: Ferritic and  martensitic steels 
with specified elevated temperature  
properties; Amendment AC 

EN  10222-
2/AC:2000, IDT 

77.140.30 
* 
77.140.85 

 97/23/EG ECISS/TC 28  

127. PR/BAS EN 10247: 2008 
(1. izd.)(pr)(en)(82 str.) 

Micrographic examination of the non-
metallic inclusion content  of steels 
using standard pictures 

EN  10247: 
2007, IDT 

77.040.99 BAS ENV 10247: 2002  ECISS/TC 2  

128. PR/BAS EN 10251: 2008 
(1. izd.)(pr)(en)(str.) 

Magnetic materials - Methods of 
determination of the  geometrical 
characteristics of electrical steel sheet 
and strip 

EN 10251: 1997, 
IDT 

77.140.40   ECISS/TC 24  

129. PR/BAS EN 10252: 2008 
(1. izd.)(pr)(en)(str.) 

Magnetic materials - Methods of 
measurement of magnetic  properties 
of magnetic steel sheet and strip at 
medium  frequencies 

EN  10252: 
1997, IDT 

29.030 * 
77.140.40 

  ECISS/TC 24  

130. PR/BAS EN 10263-1: 2008 
(1. izd.)(pr)(en)(15 str.) 

Steel rod, bars and wire for cold 
heading and cold extrusion -  Part 1: 
General technical delivery conditions 

EN  10263-
1:2001, IDT 

77.140.60 
* 
77.140.65 

  ECISS/TC 15  

131. PR/BAS EN 10263-1/AC: 2002 
(1. izd.)(pr)(en)(2 str.) 

Steel rod, bars and wire for cold 
heading and cold extrusion -  Part 1: 
General technical delivery conditions; 
Amendment AC 

EN  10263-1/AC: 
2002, IDT 

77.140.60 
* 
77.140.65 

  ECISS/TC 15  
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132. PR/BAS EN 10263-2: 2008 
(1. izd.)(pr)(en)(6 str.) 

Steel rod, bars and wire for cold 
heading and cold extrusion -  Part 2: 
Technical delivery conditions for steels 
not intended for  heat treatment after 
cold working 

EN  10263-2: 
2001, IDT 

77.140.60 
* 
77.140.65 

  ECISS/TC 15  

133. PR/BAS EN 10263-3: 2008 
(1. izd.)(pr)(en)(13 str.) 

Steel rod, bars and wire for cold 
heading and cold extrusion -  Part 3: 
Technical delivery conditions for case 
hardening steels 

EN  10263-3: 
2001, IDT 

77.140.60 
* 
77.140.65 

  ECISS/TC 15  

134. PR/BAS EN 10263-4: 2008 
(1. izd.)(pr)(en)(16 str.) 

Steel rod, bars and wire for cold 
heading and cold extrusion -  Part 4: 
Technical delivery conditions for steels 
for quenching  and tempering 

EN  10263-4: 
2001, IDT 

77.140.60 
* 
77.140.65 

  ECISS/TC 15  

135. PR/BAS EN 10263-4/AC: 2008 
(1. izd.)(pr)(en)(2 str.) 

Steel rod, bars and wire for cold 
heading and cold extrusion -  Part 4: 
Technical delivery conditions for steels 
for quenching  and tempering; 
Amendment AC 

EN  10263-4/AC: 
2002, IDT 

77.140.60 
* 
77.140.65 

  ECISS/TC 15  

136. PR/BAS EN 10263-5: 2008 
(1. izd.)(pr)(en)(9 str.) 

Steel rod, bars and wire for cold 
heading and cold extrusion -  Part 5: 
Technical delivery conditions for 
stainless steels 

EN  10263-5: 
2001, IDT 

77.140.60 
* 
77.140.65 

  ECISS/TC 15  

137. PR/BAS EN 10265: 2008 
(1. izd.)(pr)(en) 

Magnetic materials - Specification for 
steel sheet and strip  with specified 
mechanical properties and magnetic  
permeability 

EN  10265: 
1995, IDT 

29.030   ECISS/TC 24  

138. PR/BAS EN 10269/A1: 2008 
(1. izd.)(pr)(en)(16 str.) 

Steels and nickel alloys for fasteners 
with specified elevated  and/or low 
temperature properties 

EN  10269/A1: 
2006, IDT 

77.120.40 
* 
77.140.20 

 97/23/EG ECISS/TC 22  

139. PR/BAS EN 10269/A1/AC: 
2008 
(1. izd.)(pr)(en)(2 str.) 

Steels and nickel alloys for fasteners 
with specified elevated  and/or low 
temperature properties 

EN  
10269/A1/AC: 
2006, IDT 

77.120.40 
* 
77.140.20 

 97/23/EG ECISS/TC 22  

140. PR/BAS EN 10270-2 : 2008 
(1. izd.)(pr)(en)(16 str.) 

Steel wire for mechanical springs - 
Part 2: Oilhardened and  tempered 
spring steel wire / Note: Applies in 
conjunction with  EN 10021 (1993-09). 

EN  10270-
2:2001, IDT 

77.140.25 
* 
77.140.65 

  ECISS/TC 30  

141. PR/BAS EN 10270-3: 2008 
(1. izd.)(pr)(en)(16 str.) 

Steel wire for mechanical springs - 
Part 3: Stainless spring  steel wire / 
Note: Applies in conjunction with EN 
10021 (1993- 09). 

EN  10270-3: 
2001, IDT 

77.140.25 
* 
77.140.65 

  ECISS/TC 30  
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145. PR/BAS EN 10271: 2008 
(1. izd.)(pr)(en) 

Electrolytically zinc-nickel (ZN) coated 
steel flat products -  Technical delivery 
conditions 

EN  10271: 
1998, IDT 

77.140.50   ECISS/TC 27  

146. PR/BAS EN 10276-1 : 2008 
(1. izd.)(pr)(en)(10 str.) 

Chemical analysis of ferrous materials 
- Determination of  oxygen in steel and 
iron - Part 1: Sampling and preparation 
of  steel samples for oxygen 
determination 

EN  10276-1: 
2000, IDT 

71.040.30   ECISS/TC 20  

147. PR/BAS EN 10276-2: 2008 
(1. izd.)(pr)(en)(10 str.) 

Chemical analysis of ferrous materials 
- Determination of  oxygen in steel and 
iron - Part 1: Sampling and preparation 
of  steel samples for oxygen 
determination 

EN  10276-1: 
2000, IDT 

71.040.30   ECISS/TC 20  

148. PR/BAS EN 10277-2/AC: 2008 
(1. izd.)(pr)(en)(3 str.) 

Bright steel products - Technical 
delivery conditions - Part 2:  Steels for 
general engineering purposes; 
Amendment AC 

EN  10277-2/AC: 
2003, IDT 

77.140.60   ECISS/TC 23  

149. PR/BAS EN 10280+A1: 2008 
(1. izd.)(pr)(en)(21 str.) 

Magnetic materials - Methods of 
measurement of the  magnetic 
properties of electrical sheet and strip 
by means of a  single sheet tester 

EN  10280+ A1: 
2007, IDT 

29.030   ECISS/TC 24  

150. PR/BAS EN 10282: 2008 
(1. izd.)(pr)(en)(8 str.) 

Magnetic materials - Method of test for 
the determination of  surface insulation 
resistance of electrical sheet and strip 

EN  10282: 
2001, IDT 

29.030   ECISS/TC 24  

151. PR/BAS EN 10293: 2008 
(1. izd.)(pr)(en)(16 str.) 

Steel castings for general engineering 
uses 

EN  10293: 
2005, IDT 

77.140.80   ECISS/TC 31  

152. PR/BAS EN 10303: 2008 
(1. izd.)(pr)(en)(11 str.) 

Thin magnetic steel sheet and strip for 
use at medium  frequencies 

EN  10303: 
2001, IDT 

77.140.40 
* 
77.140.50 

  ECISS/TC 24  

153. PR/BAS EN 10315: 2008 
(1. izd.)(pr)(en)(26 str.) 

Routine method for analysis of high 
alloy steel by X-ray  Fluorescence 
Spectrometry (XRF) by using a near 
by  technique 

EN  10315: 
2006, IDT 

77.040.30 
* 
77.140.20 

  ECISS/TC 20  

154. PR/BAS CR 10316: 2008 
(1. izd.)(pr)(en)(13 str.) 

Optical emission analysis of low alloy 
steels (routine method)  - Guidelines 
for the preparation of standard routine 
method for  optical emission 
spectrometry 

CR 10316: 2001, 
IDT 

77.040.30   ECISS/TC 20  
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155. PR/BAS CR 10317: 2008 
(1. izd.)(pr)(en)(11 str.) 

European certified reference materials 
(EURONORM-CRMs)  for the 
determination of the chemical 
composition of iron and  steel products 
prepared under the auspieces of the 
European  Committee for Iron and 
Steel Standardization (ECISS) 

CR  10317: 
2002, IDT 

77.040.30   ECISS/TC 20  

156. PR/BAS EN 10318: 2008 
(1. izd.)(pr)(en)(22 str.) 

Determination of thickness and 
chemical composition of zinc-  and 
aluminium-based metallic coatings - 
Routine method 

EN  10318: 
2005, IDT 

17.040.20 
* 
25.220.40 

  ECISS/TC 20  

157. PR/BAS EN 10319-1: 2008 
(1. izd.)(pr)(en)(18 str.) 

Metallic materials - Tensile stress 
relaxation testing - Part 1:  Procedure 
for testing machines 

EN  10319-1: 
2003 

77.040.10   ECISS/TC 1  

158. PR/BAS EN 10319-2: 2008 
(1. izd.)(pr)(en)(23 str.) 

Metallic materials - Tensile stress 
relaxation testing - Part 2:  Procedure 
for bolted joint models 

EN  10319-2: 
2006, IDT 

77.040.10   ECISS/TC 1  

159. PR/BAS EN 10323: 2008 
(1. izd.)(pr)(en)(14 str.) 

Steel wire and wire products - Bead 
wire 

EN  10323: 
2004, IDT 

77.140.65   ECISS/TC 30  

160. PR/BAS EN 10324 : 2008 
(1. izd.)(pr)(en)(11 str.) 

Steel wire and wire products - Hose 
reinforcement wire 

EN  10324: 
2004, IDT 

77.140.65   ECISS/TC 30  

161. PR/BAS EN 10325: 2008 
(1. izd.)(pr)(en)(6 str.) 

Steel - Determination of yield strength 
increase by the effect of  heat 
treatment [Bake-Hardening-Index] 

EN  10325: 
2006, IDT 

77.040.10 
* 
77.080.20 

  ECISS/TC 1  

162. PR/BAS EN 10328: 2008 
(1. izd.)(pr)(en)(6 str.) 

Iron and steel - Determination of the 
conventional depth and  hardening 
after surface heating 

EN  10328: 
2005, IDT 

77.040.10   ECISS/TC 2  

163. PR/BAS EN 10330: 2008 
(1. izd.)(pr)(en)(11 str.) 

Magnetic materials - Method of 
measurement of the coercivity  of 
magnetic materials in an open 
magnetic circuit 

EN  10330: 
2003, IDT 

29.030   ECISS/TC 24  

164. PR/BAS EN 10331: 2008 
(1. izd.)(pr)(en)(9 str.) 

Magnetic materials - Specification for 
sintered soft magnetic  materials 

EN  10331: 
2003, IDT 

29.030   ECISS/TC 24  

165. PR/BAS EN 10332: 2008 
(1. izd.)(pr)(en)(15 str.) 

Magnetic materials - Permanent 
magnet (magnetically hard)  materials 
- Methods of measurement of 
magnetic properties 

EN  10332: 
2003, IDT 

29.030   ECISS/TC 24  
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166. PR/BAS EN 24159/AC 1 :2008 
(1. izd.)(pr)(en) 

Ferromanganese and 
ferrosilicomanganese; determination 
of  manganese content; potentiometric 
method; amendment 1 to  EN 
24159:1989 (ISO 4159:1978) 

EN  24159/AC 1: 
1989, IDT 

77.100   ECISS/TC 20  

167. PR/BAS EN 24829-1:2008 
(1. izd.)(pr)(en) 

Steel and cast iron; determination of 
total silicon content;  reduced 
molybdosilicate spectrophotometric 
method; part 1:  silicon content 
between 0.05 and 1 % 

EN  24829-1: 
1990, IDT 

77.080.01   ECISS/TC 20  

168. PR/BAS EN 24829-1/AC:2008 
(1. izd.)(pr)(en) 

Steel and cast iron; determination of 
total silicon content;  reduced 
molybdosilicate spectrophotometric 
method; part 1:  silicon content 
between 0, 05 and 1 %; amendment 
(ISO  4829-1:1986) 

EN  24829-1/AC: 
1991, IDT 

77.080.01   ECISS/TC 20  

169. PR/BAS EN 24829-2: 2008 
(1. izd.)(pr)(en) 

Steel and cast iron; determination of 
total silicon content;  reduced 
molybdosilicate spectrophotometric 
method; part 2:  silicon content 
between 0.01 and 0.05 % 

EN  24829-2: 
1990, IDT 

77.080.01   ECISS/TC 20  

170. PR/BAS EN  24829-2/AC : 2008 
(1. izd.)(pr)(en) 

Steel and cast iron; determination of 
total silicon content;  reduced 
molybdosilicate spectrophotometric 
method; part 2:  silicon content 
between 0.01 and 0.05 %; amendment 
(ISO  4829-2:1986) 

EN  24829-2/AC: 
1991, IDT 

77.080.01   ECISS/TC 20  

171. PR/BAS EN 24935 : 2008 
(1. izd.)(pr)(en) 

Steel and iron; determination of sulfur 
content; infrared  absorption method 
after combustion in an induction 
furnace  (ISO 4935:1989) 

EN  24935: 
1991, IDT * ISO 
4935: 1989, IDT 

77.080.01   ECISS/TC 20  

172. PR/BAS EN 24935/AC: 2008 
(1. izd.)(pr)(en) 

Steel and iron; determination of sulfur 
content; infrared  absorption method 
after combustion in an induction 
furnace;  amends (ISO 4935:1989) 

EN  24935/AC: 
1992, IDT 

77.080.01   ECISS/TC 20  

173. PR/BAS EN 24937/AC: 2008 
(1. izd.)(pr)(en) 

Steel and iron; determination of 
chromium content;  potentiometric or 
visual method; amendment (ISO 
4937:1986) 

EN  24937/AC: 
1990, IDT 

77.080.01   ECISS/TC 20  
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174. PR/BAS EN 24938: 2008 
(1. izd.)(pr)(en) 

Steel and iron; determination of nickel 
content; gravimetric or  titrimetric 
method 

EN  24938: 
1990, IDT 

77.040.30   ECISS/TC 20  

175. PR/BAS EN 24938/AC: 2008 
(1. izd.)(pr)(en) 

Steel and iron; determination of nickel 
content; gravimetric or  titrimetric 
method; amendment (ISO 4938:1986) 

EN  24938/AC: 
1991, IDT 

77.080.01   ECISS/TC 20  

176. PR/BAS EN 24943/AC: 2008 
(1. izd.)(pr)(en) 

Chemical analysis of ferrous metal; 
determination of copper  content; 
flame atomic absorption spectrometric 
method;  amendment (ISO 4943:1985) 

EN  24943/AC: 
1991, IDT 

77.080.01   ECISS/TC 20  

177. PR/BAS EN 24946: 2008 
(1. izd.)(pr)(en) 

Determination of copper content in 
steel and cast iron 

EN  24946: 
1990, IDT 

77.080.01   ECISS/TC 20  

178. PR/BAS EN 24946/AC: 2008 
(1. izd.)(pr)(en) 

Steel and cast iron; determination of 
copper content; 2, 2'  diquinolyl 
spectrophotometric method; 
amendment (ISO  4946:1984) 

EN  24946/AC: 
1991, IDT 

77.080.01   ECISS/TC 20  

179. PR/BAS EN 24947: 2008 
(1. izd.)(pr)(en) 

Steel and cast iron; determination of 
vanadium content;  potentiometric 
titration method (ISO 4947:1986) 

EN  24947: 
1991, IDT 

77.080.01   ECISS/TC 20  

180. PR/BAS EN ISO 9556: 2008 
(1. izd.)(pr)(en)(15 str.) 

Steel and iron - Determination of total 
carbon content - Infrared  absorption 
method after combustion in an 
induction furnace  (ISO 9556:1989) 

EN  ISO  9556: 
2001, IDT* ISO 
9556: 1989, IDT 

77.040.30   ECISS/TC 20  

181. PR/BAS EN ISO 10720: 2008 
(1. izd.)(pr)(en)(16 str.) 

Steel and iron - Determination of 
nitrogen content - Thermal  
conductimetric method after fusion in a 
current of inert gas  (ISO 10720:1997) 

EN ISO 10720: 
2007, IDT* ISO 
10720:1997, IDT 

77.040.30 
* 
77.080.01 

  ECISS/TC 20  

182. PR/BAS EN ISO 14284: 2008 
(1. izd.)(pr)(en)(48 str.) 

Steel and iron - Sampling and 
preparation of samples for the  
determination of chemical composition 
(ISO 14284:1996) 

EN  ISO  14284: 
2002, IDT* ISO 
14284:1996, IDT 

77.040.30 BAS ISO 14284: 2000  ECISS/TC 20  

183. PR/BAS EN ISO 14556: 2008 
(1. izd.)(pr)(en)(16 str.) 

Steel - Charpy V-notch pendulum 
impact test - Instrumented  test 
method (ISO 14556:2000) / Note: To 
be amended by EN  ISO 14556/prA1 
(2004-12), EN ISO 14556/prA1 (2006-
03). 

EN  ISO  14556: 
2000, IDT* 
ISO 14556: 
2000, IDT 

77.040.10 BAS ISO 14556: 2001  ECISS/TC 1  
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184. PR/BAS EN ISO 14556/A1: 
2008 
(1. izd.)(pr)(en)(10 str.) 
 

Steel - Charpy V-notch pendulum 
impact test - Instrumented  test 
method - Amendment 1: Annex D - 
Instrumented Charpy  V- notch 
pendulum impact test of sub-size test 
pieces (ISO  14556:2000/Amd 1:2006) 

EN  ISO  
14556/A1: 2006, 
IDT 

77.040.10   ECISS/TC 1  

185. PR/BAS EN ISO 14577-4: 2008 
(1. izd.)(pr)(en)(29 str.) 

Metallic materials - Instrumented 
indentation test for hardness  and 
materials parameters - Part 4: Test 
method for metallic  and non-metallic 
coatings (ISO 14577-4:2007) 

EN  ISO  14577-
4: 2007, IDT 

77.040.10   ECISS/TC 1  

186. PR/BAS EN ISO 15349-2: 2008 
(1. izd.)(pr)(en)(str.) 

Unalloyed steel - Determination of low 
carbon content - Part 2:  Infrared 
absorption method after combustion in 
an induction  furnace (with preheating) 
(ISO 15349-2:1999) 

EN  ISO  15349-
2: 2003, IDT  
* ISO 15349-2: 
1999, IDT 

77.040.30 BAS ISO 15349-2: 
2001 

 ECISS/TC 20  
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