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1. PR/BAS EN 12285-1:2008 
(1.izd.)(pr)(en)(87 str.) 

Workshop fabricated steel tanks - Part 
1: Horizontal cylindrical single skin and  
double skin tanks for the underground 
storage of flammable and non-
flammable  water polluting liquids 

EN 12285-
1:2003, IDT 

ICS 
13.300 
23.020.10 

  CEN II 

2. PR/ BAS EN 12285-2:2008 
(1.izd.)(pr)(en)(30 str.) 

Workshop fabricated steel tanks - Part 
2: Horizontal cylindrical single skin and  
double skin tanks for the aboveground 
storage of flammable and non-
flammable  water polluting liquids 

EN 12285-
2:2005, IDT 

ICS 
13.300 
23.020.10 

 89/106/EWG CEN II 

3. PR/BAS EN 13012:2008  
(1.izd.)(pr)(en)(18 str.) 

Petrol filling stations - Construction and 
performance of automatic nozzles for  
use on fuel dispensers 

EN 13012 :2001, 
IDT 

ICS 
75.200 

 94/9/EG CEN II 

4. PR/BAS EN 13160-1:2008  
(1.izd.)(pr)(en)(36 str.) 

Leak detection systems - Part 1: 
General principles 

EN 13160-
1:2003, IDT 

ICS 
23.020.01 
23.040.99 
29.260.20 

 89/106/EWG 
94/9/EG 

CEN II 

5. PR/BAS EN 13160-2:2008  
(1.izd.)(pr)(en)( 24 str.) 

Leak detection systems - Part 2: 
Pressure and vacuum systems 

EN 13160-
2:2003, IDT 

ICS 
23.020.01 
23.040.99 
29.260.20 

  CEN II 
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6. PR/BAS EN 13160-3:2008  
(1.izd.)(pr)(en)(18 str.) 

Leak detection systems - Part 3: Liquid 
systems for tanks 

EN 13160-
3:2003, IDT 

ICS 
23.020.01 
23.040.99 
29.260.20 

  CEN II 

7. PR/BAS EN 13160-4:2008  
(1.izd.)(pr)(en)(22 str.) 

Leak detection systems - Part 4: Liquid 
and/or vapour sensor systems for use  
in leakage containments or interstitial 
spaces 

EN 13160-
4:2003, IDT 

ICS 
23.020.01 
23.040.99 
29.260.20 

  CEN II 

8. PR/BAS EN 13160-5:2008  
(1.izd.)(pr)(en)(32 str.) 

Leak detection systems - Part 5: Tank 
gauge leak detection systems 

EN 13160-
5:2004, IDT 

ICS 
23.020.10 

 94/9/EG CEN II 

9. PR/BAS EN 13160-5/AC:2008  
(1.izd.)(pr)(en)(2 str.) 

Leak detection systems - Part 5: Tank 
gauge leak detection systems- 
Amandman AC 

EN 13160-
5/AC:2007, IDT 

ICS 
23.020.10 

  CEN II 

10. PR/BAS EN 13160-6:2008  
(1.izd.)(pr)(en)(6 str.) 

Leak detection systems - Part 6: 
Sensors in monitoring wells 

EN 13160-
6:2003, IDT 

ICS 
23.020.01 
23.040.99 
29.260.20 

 92/31/EWG CEN II 

11. PR/BAS EN 13160-7:2008  
(1.izd.)(pr)(en)(25 str.) 

Leak detection systems - Part 7: 
General requirements and test 
methods for  interstitial spaces, leak 
protecting linings and leak protecting 
jackets 

EN 13160-
7:2003, IDT 

ICS 
23.020.01 
23.040.99 
29.260.20 

  CEN II 

12. PR/BAS EN 13352:2008  
(1.izd.)(pr)(en)(43 str.) 

Specification for the performance of 
automatic tank contents gauges 

EN 13352:2002, 
IDT 

ICS 
75.180.30 

  CEN II 

13. PR/BAS EN 13616:2008  
(1.izd.)(pr)(en)(62 str.) 

Overfill prevention devices for static 
tanks for liquid petroleum fuels 

EN 13616:2004, 
IDT 

ICS 
23.020.10 
75.200 

 89/106/EWG 
94/9/EG 

CEN II 

14. PR/BAS EN 13616/AC:2008  
(1.izd.)(pr)(en)(11 str.) 

Overfill prevention devices for static 
tanks for liquid petroleum fuels - 
Amandman AC 

EN 
13616/AC:2006, 
IDT 

ICS 
23.020.10 
75.200 

 89/106/EWG 
94/9/EG 

CEN II 

15. PR/BAS EN 13617-1:2008  
(1.izd.)(pr)(en)(47 str.) 

Petrol filling stations - Part 1: Safety 
requirements fo construction and  
performance of metering pumps, 
dispensers and remote pumping units 

EN 13617-
1:2004, IDT 

ICS 
01.040.75 
75.200 

 94/9/EG   
98/37/EG 

CEN II 

16. PR/BAS EN 13617-1/AC:2008  
(1.izd.)(pr)(en)(10 str.) 

Petrol filling stations - Part 1: Safety 
requirements for construction and  
performance of metering pumps, 
dispensers and remote pumping units - 
Amandman AC 

EN 13617-
1/AC:2006, IDT 

ICS 
01.040.75 
75.200 

 94/9/EG   
98/37/EG 

CEN II 
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17. PR/BAS EN 13617-2:2008  
(1.izd.)(pr)(en)(17 str.) 

Petrol filling stations - Part 2: Safety 
requirements for construction and  
performance of safe breaks for use on 
metering pumps and dispensers 

EN 13617-
2:2004, IDT 

ICS 
75.200 

 94/9/EG CEN II 

18. PR/BAS EN 13617-3:2008  
(1.izd.)(pr)(en)(16 str.) 

Petrol filling stations - Part 3: Safety 
requirements for construction and  
performance of shear valves 

EN 13617-
3:2004, IDT 

ICS 
75.200 

 94/9/EG   
98/37/EG 

CEN II 

19. PR/BAS EN 13617-4:2008  
(1.izd.)(pr)(en)(14 str.) 

Petrol filling stations - Part 4: Safety 
requirements for construction and  
performance of swivels for use on 
metering pumps and dispensers 

EN 13617-
4:2004, IDT 

ICS 
75.200 

  CEN II 

20. PR/BAS EN 14125:2008  
(1.izd.)(pr)(en)(29 str.) 

Thermoplastic and flexible metal 
pipework for underground installation 
at petrol  filling stations  

EN 14125:2004, 
IDT 

ICS 
75.200 

  CEN II 

21. PR/BAS EN 14125/A1:2008  
(1.izd.)(pr)(en)(4 str.) 

Thermoplastic and flexible metal 
pipework for underground installation 
at petrol  filling stations - Amandman 
A1 

EN 
14125/A1:2006, 
IDT 

ICS 
75.200 

  CEN II 

22. PR/BAS EN 14015:2008  
(1.izd.)(pr)(en)(238 str.) 

Specification for the design and 
manufacture of site built, vertical, 
cylindrical,  flat-bottomed, above 
ground, welded, steel tanks for the 
storage of liquids at  ambient 
temperature and above / Note: To be 
amended by EN 14015/prA1  (2004-
12). 

EN 14015:2004, 
IDT 

ICS 
23.020.10 

  CEN II 

23. PR/BAS EN 14620-1:2008  
(1.izd.)(pr)(en)(36 str.) 

Design and manufacture of site built, 
vertical, cylindrical, flat-bottomed steel  
tanks for the storage of refrigerated, 
liquefied gases with operating 
temperatures  between 0 °C and -165 
°C - Part 1: General 

EN 14620-
1:2006, IDT 

ICS 
23.020.10 

  CEN II 

24. PR/BAS EN 14620-2:2008  
(1.izd.)(pr)(en)(56 str.) 

Design and manufacture of site built, 
vertical, cylindrical, flat-bottomed steel  
tanks for the storage of refrigerated, 
liquefied gases with operating 
temperatures  between 0 °C and -165 
°C - Part 2: Metallic components 

EN 14620-
2:2006, IDT 

ICS 
23.020.10 

  CEN II 
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25. PR/BAS EN 14620-3:2008  
(1.izd.)(pr)(en)(20 str.) 

esign and manufacture of site built, 
vertical, cylindrical, flat-bottomed steel  
tanks for the storage of refrigerated, 
liquefied gases with operating 
temperatures  between 0 °C and -165 
°C - Part 3: Concrete components 

EN 14620-
3:2006, IDT 

ICS 
23.020.10 

  CEN II 

26. PR/BAS EN 14620-4:2008  
(1.izd.)(pr)(en)(30 str.) 

Design and manufacture of site built, 
vertical, cylindrical, flat-bottomed steel  
tanks for the storage of refrigerated, 
liquefied gases with operating 
temperatures  between 0 °C and -165 
°C - Part 4: Insulation components 

EN 14620-
4:2006, IDT 

ICS 
23.020.10 

  CEN II 

27. PR/BAS EN 14620-5:2008  
(1.izd.)(pr)(en)(12 str.) 

Design and manufacture of site built, 
vertical, cylindrical, flat-bottomed steel  
tanks for the storage of refrigerated, 
liquefied gases with operating 
temperatures  between 0 °C and -165 
°C - Part 5: Testing, drying, purging 
and cool- down 

EN 14620-
5:2006, IDT 

ICS 
23.020.10 

  CEN II 

28. PR/BAS EN 13445-1/A2:2008  
(1.izd.)(pr)(en)(5 str.) 

Unfired pressure vessels - Part 1: 
General - Amendment A2 

EN 13445-
1/A2:2006, IDT 

ICS 
23.020.30  

 97/23/EG CEN II 

29. PR/BAS EN 13445-2/A2:2008  
(1.izd.)(pr)(en)(7 str.) 

Unfired pressure vessels - Part 2: 
Materials - Amendment A2 
 

EN 13445-
2/A2:2006, IDT 

ICS 
23.020.30 

 97/23/EG CEN II 

30. PR/BAS EN 13445-3/A2:2008  
(1.izd.)(pr)(en)(19 str.) 

Unfired pressure vessels - Part 3: 
Design - Amendment A2 

EN 13445-
3/A2:2007, IDT 

ICS 
23.020.30 

 97/23/EG CEN II 

31. PR/BAS EN 13445-3/A3:2008  
(1.izd.)(pr)(en)(6 str.) 

Unfired pressure vessels - Part 3: 
Design - Amendment A3 

EN 13445-
3/A3:2007, IDT 

ICS 
23.020.30 

  CEN II 

32. PR/BAS EN 13445-3/A11:2008  
(1.izd.)(pr)(en)(11 str.) 

Unfired pressure vessels - Part 3: 
Design - Amendment A11 

EN 13445-
3/A11:2006, IDT 

ICS 
23.020.30 

 97/23/EG CEN II 

33. PR/BAS EN 13445-4/A2:2008  
(1.izd.)(pr)(en)(6 str.) 

Unfired pressure vessels - Part 4: 
Fabrication - Amendment A2 

EN 13445-
4/A2:2006, IDT 

ICS 
23.020.30 

 
 
 

97/23/EG CEN II 

34. PR/BAS EN 13445-5/A4:2008  
(1.izd.)(pr)(en)(7 str.) 

Unfired pressure vessels - Part 5: 
Inspection and testing - Amendment 
A4 
 

EN 13445-
5/A4:2006, IDT 

ICS 
23.020.30 

 97/23/EG CEN II 
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35. PR/BAS EN 13445-6/A2:2008  
(1.izd.)(pr)(en)(45 str.) 

Unfired pressure vessels - Part 6: 
Requirements for the design and 
fabrication of  pressure vessels and 
pressure parts constructed from 
spheroidal graphite cast  iron - 
Amendment A2 

EN 13445-
6/A2:2006, IDT 

ICS 
23.020.30 

 
 
 
 
 
 

97/23/EG CEN II 

36. PR/BAS EN 13445-8:2008  
(1.izd.)(pr)(en)(27 str.) 

Unfired pressure vessels - Part 8: 
Additional requirements for pressure 
vessels  of aluminium and aluminium 
alloys 

EN 13445-
8:2006, IDT 

ICS 
23.020.30 

 97/23/EG CEN II 

37. PR/BAS CEN/TR 13445-9:2008  
(1.izd.)(pr)(en)(str.) 

Unfired pressure vessels - Part 9: 
Conformance of the EN 13445 series 
to ISO  16528 

CEN/TR 13445-
9:2007, IDT 

ICS 
23.020.30 

  CEN II 

38. PR/BAS EN 14359:2008  
(1.izd.)(pr)(en)(91 str.) 

Gas-loaded accumulators for fluid 
power applications 

EN 14359:2006, 
IDT 

ICS 
17.040.30 

 97/23/EG CEN II 

39. PR/BAS EN 14876:2008  
(1.izd.)(pr)(en)(25 str.) 

Transportable gas cylinders - Periodic 
inspection and testing of welded steel  
pressure drums 

EN 14876:2007, 
IDT 

ICS 
23.020.30  

  CEN II 

40. PR/BAS EN ISO 7225:2008  
(1.izd.)(pr)(en)(str.) 

Gas cylinders - Precautionary labels  EN ISO 
7225:2007, IDT; 
ISO 7225:2005, 
IDT 

ICS 
23.020.30  

Zamjenjuje BAS EN 
1089-2:2007 
Prenosive plinske boce 
– Ozna� avanje plinskih 
boca (osim LPG) – Dio 
1: Etikete upozorenja 

96/49/EG CEN II 

41. PR/BAS EN 14398-2/A1:2008  
(1.izd.)(pr)(en)(4 str.) 

Cryogenic vessels - Large 
transportable non-vacuum insulated 
vessels - Part 2:  Design, fabrication, 
inspection and testing - Amendment 
A1 
 
 

EN 14398-
2/A1:2006, IDT 

ICS 
23.020.40 

 
 
 
 
 
 

 CEN II 

42. PR/BAS EN 12972:2008  
(2.izd.)(pr)(en)(38 str.) 

Tanks for transport of dangerous 
goods - Testing, inspection and 
marking of  metallic tanks 

EN 12972:2007, 
IDT 

ICS 
13.300 
23.020.20  

Zamjenjuje BAS EN 
12972:2007  
Spremnici za prijevoz 
opasnih materija – 
Ispitivanje, provjera i 
obilje�avanje metalnih 
spremnika 
 

 CEN II 
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43. PR/BAS EN 13317+A1:2008  
(1.izd.)(pr)(en)(13 str.) 

Tanks for transport of dangerous 
goods - Service equipment for tanks - 
Manhole  cover assembly - 
Amendment A1 

EN 
13317+A1:2006, 
IDT 

ICS 
13.300 
23.020.10 

 
 
 
 

96/87/EG CEN II 

44. PR/BAS EN 14116:2008  
(2.izd.)(pr)(en)(37 str.) 

Tanks for transport of dangerous 
goods - Digital interface for the product  
recognition device 

EN 14116:2007, 
IDT 

ICS 
13.300 
23.020.20 

Zamjenjuje BAS EN 
14116:2007 
Spremnici za prijevoz 
opasnih materija – 
Digitalni me� usklop 
ure� aja za 
prepoznavanje 
proizvoda 
 

 CEN II 

45. PR/BAS EN 15207:2008  
(1.izd.)(pr)(en)(12 str.) 

Tanks for transport of dangerous 
goods - Plug/socket connection and 
supply  characteristics for service 
equipment in hazardous areas with 24 
V nominal  supply voltage 
 

EN 15207:2006, 
IDT 

ICS 
13.300 
23.020.20 

  CEN II 

46. PR/BAS EN 15208:2008  
(1.izd.)(pr)(en)(82 str.) 

Tanks for transport of dangerous 
goods - Sealed parcel delivery systems 
-  Working principles and interface 
specifications 

EN 15208:2007, 
IDT 

ICS 
13.300 
23.020.20 

 
 
 
 
 

 CEN II 

47. PR/BAS EN 13458-2/AC:2008  
(1.izd.)(pr)(en)(22 str.) 

Cryogenic vessels - Static vacuum 
insulated vessels - Part 2: Design,  
fabrication, inspection and testing -
Amendment AC 

EN 13458-
2/AC:2006, IDT 

ICS 
23.020.40 

 97/23/EG CEN II 

48. PR/BAS EN 13530-2/AC:2008  
(1.izd.)(pr)(en)(31 str.) 

Cryogenic vessels - Large 
transportable vacuum insulated 
vessels - Part 2:  Design, fabrication, 
inspection and testing - Amendment 
AC 

EN 13530-
2/AC:2006, IDT 

ICS 
23.020.40 

 96/87/EG CEN II 

49. PR/BAS EN 14197-2/AC:2008  
(1.izd.)(pr)(en)( str.) 

Cryogenic vessels - Static non-vacuum 
insulated vessels - Part 2: Design,  
fabrication, inspection and testing - 
Amendment AC 

EN 14197-
2/AC:2006, IDT 

ICS 
23.020.40 

 97/23/EG CEN II 

50. PR/BAS EN 14197-2/A1:2008  
(1.izd.)(pr)(en)( str.) 

Cryogenic vessels - Static non-vacuum 
insulated vessels - Part 2: Design,  
fabrication, inspection and testing - 
Amendment A1 

EN 14197-
2/A1:2006, IDT 

ICS 
23.020.40 

 97/23/EG CEN II 
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51. PR/BAS EN 14398-1:2008  
(1.izd.)(pr)(en)(13 str.) 

Cryogenic vessels - Large 
transportable non-vacuum insulated 
vessels - Part 1:  Fundamental 
requirements 

EN 14398-
1:2003, IDT 

ICS 
23.020.40 

  CEN II 

52. PR/BAS EN 14398-2:2008  
(1.izd.)(pr)(en)(87 str.) 

Cryogenic vessels - Large 
transportable non-vacuum insulated 
vessels - Part 2:  Design, fabrication, 
inspection and testing 

EN 14398-
2:2003, IDT 

ICS 
23.020.40 

  CEN II 

53. PR/BAS EN 14398-2/AC:2008  
(1.izd.)(pr)(en)(31 str.) 

Cryogenic vessels - Large 
transportable non-vacuum insulated 
vessels - Part 2:  Design, fabrication, 
inspection and testing - Amendment 
AC 

EN 14398-
2/AC:2006, IDT 

ICS 
23.020.40 

  CEN II 

54. PR/BAS EN 14398-3:2008  
(1.izd.)(pr)(en)(18 str.) 

Cryogenic vessels - Large 
transportable non-vacuum insulated 
vessels - Part 3:  Operational 
requirements 

EN 14398-
3:2003, IDT 

ICS 
23.020.40 

  CEN II 

55. PR/BAS EN 14398-3/A1:2008  
(1.izd.)(pr)(en)(4 str.) 

Cryogenic vessels - Large 
transportable non vacuum insulated 
vessels - Part 3:  Operational 
requirements 

EN 14398-
3/A1:2005, IDT 

ICS 
23.020.40 

  CEN II 

56. PR/BAS EN 12213:2008  
(1.izd.)(pr)(en)( str.) 

Cryogenic vessels - Methods for 
performance evaluation of thermal 
insulation 

EN 12213:1998, 
IDT 

ICS 
23.020.40 

  CEN II 

57. PR/BAS EN 283:2008  
(1.izd.)(pr)(en)(str.) 

Swap bodies; testing EN 283:1991, 
IDT 

ICS 
55.180.10 

  CEN IV 

58. PR/BAS EN 284:2008  
(1.izd.)(pr)(en)(22 str.) 

Swap bodies - Non-stackable swap 
bodies of class C - Dimensions and 
general  requirements 

EN 284:2006, 
IDT 

ICS 
55.180.10 

  CEN IV 

59. PR/BAS EN 452:2008  
(1.izd.)(pr)(en)(str.) 

Swap bodies - Swap bodies of class A 
- Dimensions and general 
requirements 

EN 452:1995, 
IDT 

ICS 
55.180.10 

  CEN IV 

60. PR/BAS EN 1432:2008  
(1.izd.)(pr)(en)(str.) 

Swap bodies - Swap tanks - 
Dimensions, requirements, test 
methods,  operation conditions 

EN 1432:1997, 
IDT 

ICS 
55.180.10 

  CEN IV 

61. PR/BAS EN 12406:2008  
(1.izd.)(pr)(en)(16 str.) 

Swap bodies - Thermal swap bodies of 
class C - Dimensions and general  
requirements 

EN 12406:1999, 
IDT 

ICS 
55.180.10 

  CEN IV 

62. PR/BAS EN 12410:2008  
(1.izd.)(pr)(en)(15 str.) 

Swap bodies - Thermal swap bodies of 
class A - Dimensions and general  
requirements 

EN 12410:1999, 
IDT 

ICS 
55.180.10 

  CEN IV 
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63. PR/BAS EN 12640:2008  
(1.izd.)(pr)(en)(12 str.) 

Securing of cargo on road vehicles - 
Lashing points on commerical vehicles 
for  goods transportation - Minimum 
requirements and testing 

EN 12640:2000, 
IDT 

ICS 
43.080.10 
55.180.99 

  CEN IV 

64. PR/BAS EN 12641-1:2008  
(1.izd.)(pr)(en)(6 str.) 

Swap bodies and commercial vehicles 
- Tarpaulins - Part 1: Minimum  
requirements 

EN 12641-
1:2005, IDT 

ICS 
55.180.10 

  CEN IV 

65. PR/BAS EN 12641-2:2008  
(1.izd.)(pr)(en)(10 str.) 

Swap bodies and commercial vehicles 
- Tarpaulins - Part 2: Minimum  
requirements for curtainsiders 

EN 12641-
2:2006 , IDT 

ICS 
55.180.10 

  CEN IV 

66. PR/BAS EN 12642:2008  
(1.izd.)(pr)(en)(22 str.) 

Securing of cargo on road vehicles - 
Body structure of commercial vehicles 
-  Minimum requirements 

EN 12642:2006, 
IDT 

ICS 
43.080.10 

  CEN IV 

67. PR/BAS EN 13044:2008  
(1.izd.)(pr)(en)(21 str.) 

Swap bodies - Coding, identification 
and marking 

EN 13044:2000, 
IDT 

ICS 
35.240.60 
55.180.10 

  CEN IV 

68. PR/BAS CEN/TS 13853:2008  
(1.izd.)(pr)(en)(24 str.) 

Swap bodies for combined transport - 
Stackable swap bodies type C 745-
S16 -  Dimensions, design 
requirements and testing 

CEN/TS 
13853:2003, IDT 

ICS 
55.180.10 

  CEN IV 

69. PR/BAS EN 14716:2008  
(1.izd.)(pr)(en)(58 str.) 

Stretched ceilings - Requirements and 
test methods 

EN 14716:2004, 
IDT 

ICS 
91.060.30 

 89/106/EWG CEN IV 

70. PR/BAS CEN/TS 14993:2008  
(1.izd.)(pr)(en)(28 str.) 

Swap bodies for combined transport - 
Stackable swap bodies type A 1371 -  
Dimensions, design requirements and 
testing 

CEN/TS 
14993:2005, IDT 

ICS 
55.180.10 

  CEN IV 

71. PR/BAS EN ISO 6346:2008  
(1.izd.)(pr)(en)(str.) 

Freight containers - Coding, 
identification and marking  

EN ISO 
6346:1995, IDT; 
ISO 6346:1995, 
IDT  

ICS 
55.180.10 

  CEN IV 

72. PR/BAS EN ISO 10374:2008  
(1.izd.)(pr)(en)(str.) 

Freight containers - Automatic 
identification  

EN ISO 
10374:1997, 
IDT; ISO 
10374:1991+ 
A1:1995 

ICS 
35.240.60 
55.180.10 

  CEN IV 

73. PR/BAS EN 12079-1:2008  
(1.izd.)(pr)(en)(str.) 

Offshore containers and associated 
lifting sets - Part 1: Offshore container 
-  Design, manufacture and marking 

EN 12079-
1:2006, IDT 

ICS 
55.180.10 

  CEN IV 
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74. PR/BAS EN 12079-2:2008  
(1.izd.)(pr)(en)(str.) 

Offshore containers and associated 
lifting sets - Part 2: Lifting sets - 
Design,  manufacture and marking 

EN 12079-
2:2006, IDT 

ICS 
55.180.10 

 
 
 
 

 CEN IV 

75. PR/BAS EN 12079-3:2008  
(1.izd.)(pr)(en)(str.) 

Offshore containers and associated 
lifting sets - Part 3: Periodic inspection,  
examination and testing 

EN 12079-
3:2006, IDT 

ICS 
55.180.10 

  CEN IV 
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